
Upper Mesh Grille (includes):
Stainless Steel Surround
Stainless Steel Mesh Insert
Bottom Retainer w/Pins
(2) Black Rectangular Mesh Retainers
Top Mounting Plate
(14) #8-32 ESNA Half Nuts
Small “E&G Classics” Emblem
Lower Mesh Grille (includes):
Stainless Steel Surround
Stainless Steel Mesh Insert
Bottom Retainer w/Pins
(6) Rectangular Mesh Retainers 
(12) #8-32 ESNA Half Nuts
Hardware Kit (components listed below)
(1) Upper Grille Hole Drilling Template
(1) Lower Grille Hole Drilling Template
(1) S.S. Emblem Surround
(1) Emblem Mounting Plate
(2) 1” x .189” x .064” Black Plastic Washers
(2) Stainless Steel Lock Washers
(2) #8-32 Stainless Steel Hex Nuts
(4) Body Shims 
(6) 5/8” Black Truss Head Screws 
(18”) .045” x 1/4” Double Faced Tape
(5) 1/2” Torx Pin Head Screws
(1) #6 Torx Pin Head Bit T-10
(1) Oval Black Tape Applique
(1) 22 Gage Brushed “L R” Emblem
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************
1385-0038-04
1385-0040-04
1385-0044-04
1099-0167-05B
1385-0210-04
1999-0065-00
1999-0268-00
************
1385-0022-04
1385-0041-04
1385-0042-04
1099-0167-05
1999-0065-00
1385-1902-04
1385-0039-04
1385-0067-04
1270-0158-06
1270-0156-06
1999-0264-00
1999-9555-00
1999-9072-00
1999-9560-00
3999-9031-00
3004-9250-92
1999-0109-00
1999-0107-00
1385-0099-04
1385-0086-04

Description Part No.Quantity

“Heavy Metal” Part # 1385-0104-04

IMPORTANT!
The exposed edges of the stainless
steel grille and mesh can be very
sharp. Please handle with care.

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2004-09 Range Rover Sport
“Heavy Metal”

Mesh Grille
A 08 G9P 

3. Remove the factory grille by pulling the bottom of the 
grille straight out to release the lower mounting clips.
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1. Apply masking tape to the bumper cover and the head
light assembkies around the factory grille to protect the
paint and headlight lenses. 

2. Open the hood and remove the factory grille by unclip-
ing the four (4) clips across the top of the grille.
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***** Tools needed *****
1/8”drill bit, #2 phillips screwdriver, sissors, 

awl or pointed tool, drill, masking tape,  flat or
semi-gloss black paint, adhesive remover &

glass cleaner.
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Important information before you begin:

This E&G grille installation kit includes grille
hole location template(s) to drill mounting
holes in the vehicle.

Before marking or drilling any holes into the
vehicle, you MUST verify that the template(s)
provided in this kit match the mounting pin
locations on the grille(s).

CNC Upper Mesh Grille (includes):
Chrome Plated Aluminum CNC Surround
Stainless Steel Mesh Insert
Bottom Retainer w/Pins
(2) Black Rectangular Mesh Retainers
Top Mounting Plate
(14) #8-32 ESNA Half Nuts
Small “E&G Classics” Emblem
Lower Mesh Grille (includes):
Stainless Steel Surround
Stainless Steel Mesh Insert
Bottom Retainer w/Pins
(6) Rectangular Mesh Retainers 
(12) #8-32 ESNA Half Nuts
Hardware Kit (components listed below)
(1) Upper Grille Hole Drilling Template
(1) Lower Grille Hole Drilling Template
(1) S.S. Emblem Surround
(1) Emblem Mounting Plate
(2) 1” x .189” x .064” Black Plastic Washers
(2) Stainless Steel Lock Washers
(2) #8-32 Stainless Steel Hex Nuts
(4) Body Shims 
(6) 5/8” Black Truss Head Screws 
(18”) .045” x 1/4” Double Faced Tape
(5) 1/2” Torx Pin Head Screws
(1) #6 Torx Pin Head Bit T-10
(1) Oval Black Tape Applique
(1) 22 Gage Brushed “L R” Emblem

1

1

1

************
1385-0038-04A
1385-0040-04
1385-0044-04
1099-0167-05B
1385-0210-04
1999-0065-00
1999-0268-00
************
1385-0022-04
1385-0041-04
1385-0042-04
1099-0167-05
1999-0065-00
1385-1902-04
1385-0039-04
1385-0067-04
1270-0158-06
1270-0156-06
1999-0264-00
1999-9555-00
1999-9072-00
1999-9560-00
3999-9031-00
3004-9250-92
1999-0109-00
1999-0107-00
1385-0099-04
1385-0086-04

Description Part No.Quantity

“Ultimate” CNC Part # 1385-0104-04A
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7. Apply masking tape to the headlights as shown. This is 
the area needed to be painted black prior to grille 
installation.

6. Drill through the marks made in the bumper cover with 
a 1/8” drill bit. Use the drill bit to make a slot between 
the 1/8” holes.
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8. Use a scotch brite pad to scuff the inside edge and 
approx. 1/8” of the front of the lense for proper paint 
adhesion.
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9. Using semi-gloss or flat black paint, carefully paint the 
edges of the headlights and everthing inside the grille 
opening that is not black, including the bumper cover 
inside the lower mounting pin hole slots on vehicles 
painted colors other than black or dark blue.

9

5. Cut out and align the supplied template for the upper 
grille lower mounting hole locations and tape it in place, 
making sure the center hole locations are lined up with 
the center line marked in Step 4. Use an awl or similar 
pointed tool and mark the bumper cover at all mount-
ing hole locations (see arrows). Untape the template, 
flip it over and mark the holes on the opposite side.
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4. Measure and mark the exact center of the bumper 
cover (where shown) using a grease pencil or marker.
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15. Once the grille is properly centered in the opening, use 
the supplied Torx T-10 bit, align the 1/2” no.6 Torx pin 
head screws into the holes in the upper mounting 
brackets and allow them to self tap through the plastic 
bumper cover. DO NO OVERTIGHTEN or you will strip 
out the plastic.
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13. Align the lower grille into place and push the center 
four (4) lower mounting pins into the holes, starting at 
the center pins and work your way to the sides.

14. To seat the outer pins, you must push down and back 
on the grille at the same time. Do not allow the top of 
the grille to damage the paint around the bumper 
opening. Shop Tip: For added paint protection, insert a 
thin piece of cardboard or squeegee between the top of
the grille and the painted opening. Once the pin fits 
into the mounting hole, push down on the grille to seat
the pin and remove the cardboard. 

12. Use a .125” (1/8”) drill bit to carefully drill through the 
marks made in the plastic bumper opening, then use 
the drill bit to make a slot between the holes. This will 
allow for left to right adjustment. 

13

11. Cut out and align the supplied template for the lower 
grille lower mounting hole locations against the inside 
edge of the painted bumper cover opening and tape it 
in place, making sure the center is lined up with the 
center line marked in Step 10. Use an awl or similar 
pointed tool and mark the bumper cover at all mount-
ing hole locations (see arrows). Untape the template, 
flip it over and mark the holes on the opposite side.
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10. Thoroughly tape around the painted bumper opening 

using several layers of masking tape. Measure and mark
the exact center of the bumper cover opening (where 
shown) using a grease pencil or marker.

10



20. Install the upper grille by first aligning the mounting 
pins located across the bottom of the grille into the 
holes drilled into the bumper cover in Step     . 

21. Lift up on the sides of the top plate to clear the tops of 
the headlight assemblies.

19. Align the emblem in the approximate location as on the
factory grille and install the black plastic washers, lock 
washers and s.s hex nuts and tighten to secure the 
emblem to the grille. Make sure that the emblem is per-
fectly level as you are tightening the mounting hard
ware.
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17. Install the supplied double faced tape to the emblem 
surround and install it onto the emblem mounting 
plate.

18. Use the remaining double faced tape the supplied 
brushed S. S. “L R” emblem (not shown, or around the 
edge of the factory Land Rover emblem and place a dab
of silicone in the center of the factory emblem), peel off 
the tape backing, then align the emblem and press it 
firmly in place to set the tape. Once the silicone cures, 
the emblem will be premanently installed.

17

16. If reusing the factory emblem: Use a head gun and 
apply heat to the back of the emblem recess to soften 
the adhesive. Use caution or you will melt the plastic 
factory grille and may ruin the emblem. Insert a razor 
blade between the emblem and grille recess and lift the 
emblem out of the recess (careful, emblem and grille are
hot). Remove any adhesive from the back of the 
emblem once it cools.
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23. Once the grille is removed, finish drilling through the
aluminum header panel with the .125” (1/8”) drill bit.
Blow out the holes and blow off the aluminum shav-
ings off of the vehicle prior to grille installation.

24. Reinstall the grille and secure it with the supplied #8
black truss head screws. Make sure that the grille is per-
fectly centered before installing the truss head screws.

25. Remove the masking tape and peel off the protective
backing from the mesh and emblem surrounds. Use a
soft cloth and a mild solvent to remove any glue residue
from the protective tape. Use glass cleaner or alcohol to
remove any solvent residue from the grille surround.

26. Close the hood and check the grille surround to hood
clearance. Adjust the hood bumpers located on the left
and right sides of the hood until the gap is uniform. If
the grille needs to come forward on either side to keep
it parallel to the edge of the hood, install the supplied
shims between the top plate and the radiator support
panel (see Step 24 for shim locations).

27. Finished installation.
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22. Use a .125” (1/8” drill bit to mark the hole locations in
the top plate onto the radiator support panel, then
remove the grille.
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E&G CLASSICS BILLET GRILLES CUSTOM GRILLES

http://www.carid.com/eg-classics/
http://www.carid.com/billet-grilles.html

