
2. Remove the plastic push pins securing the air intake
plenum to the core support and air filter assemblies.

3. Remove the plenum by lifting straight up to release it
from the air filter assemblies.
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Upper Mesh Grille Insert (includes):
CNC Chrome Plated Aluminum Surround
Chrome Plated “Heavy” Mesh Insert
(4) #8-32 x 2” Studs
(13) #8-32 x 1-1/2” S.S. Set Screws
(12) #8-32 S.S. Nuts
(12) #8-32 ESNA Half Nuts
(6) Rectangular Mesh Retainers
(6) Black Rectangular Mesh Retainers
(1) E&G Classics Emblem
Lower Mesh Grille S.S. Surround
Lower “Fine” Mesh Inserts
Hardware Kit (components listed below):
(13) #8-32 ESNA Half Nuts
(2) Emblem Backing Washers
(1) CNC Grille Emblem
(1) Grille Center Hole Location Template
(2) 8-32 x 2” Black Cap Plugs
(3) 1.006” x .189” x .062” Black Washers
(4) #6 x 1/2” T-10 Torx Pin Head Screws
(1) T-10 Torx Pin Head Tool
(4) Black Rectangular Mesh Retainers
(4) Upper Mounting Brackets
(4) #10-24 x 3/4” Black Machine Screws
(4) #10-24 ESNA Lock Nuts
(4”) .045” x .250” Double Faced Tape
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************
1393-0034-09A
1393-0040-09
1999-0354-00
1999-0343-00
1999-9072-00
1999-0065-00
1099-0167-05
1099-0167-05B
1999-0268-00
1393-0022-09
1393-0021-09
1393-1902-09
1999-0065-00
1392-0159-07
1392-0158-07A
1393-0039-09
1999-0331-00
1999-0264-00
1999-0109-00
1999-0107-00
1099-0167-05B
1393-0151-09
1999-0225-00
1999-2991-00
3004-9250-92

Description Part No.Quantity
2 Piece Heavy Mesh Part # 1393-0104-09A

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2009-10 Infiniti FX
“Ultimate” CNC 

Mesh Grille
F 10 G9P 

1. Open the hood and remove the plastic push pins
securing the plastic cover panels to the air intake
plenum and remove the plastic panels.
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5. To remove the factory grille, reach in behind the grille
and remove the five (5) factory 10mm hex nuts located
at the four corners of the grille and one at the top cen-
ter.
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4. Apply several layers of masking tape around the factory
grille to protect the painted bumper cover during the
factory grille removal.
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Upper Mesh Grille Insert (includes):
CNC Chrome Plated Aluminum Surround
Chrome Plated “Heavy” Mesh Insert
(4) #8-32 x 2” Studs
(13) #8-32 x 1-1/2” S.S. Set Screws
(12) #8-32 S.S. Nuts
(12) #8-32 ESNA Half Nuts
(6) Rectangular Mesh Retainers
(6) Black Rectangular Mesh Retainers
(1) E&G Classics Emblem
Hardware Kit (components listed below):
(13) #8-32 ESNA Half Nuts
(2) Emblem Backing Washers
(1) CNC Grille Emblem
(1) Grille Center Hole Location Template
(2) 8-32 x 2” Black Cap Plugs
(3) 1.006” x .189” x .062” Black Washers
(4) Black Rectangular Mesh Retainers
(4) Upper Mounting Brackets
(4) #10-24 x 3/4” Black Machine Screws
(4) #10-24 ESNA Lock Nuts
(4”) .045” x .250” Double Faced Tape

1

1 

************
1393-0034-09A
1393-0040-09
1999-0354-00
1999-0343-00
1999-9072-00
1999-0065-00
1099-0167-05
1099-0167-05B
1999-0268-00
1393-1903-09
1999-0065-00
1392-0159-07
1392-0158-07A
1393-0039-09
1999-0331-00
1999-0264-00
1099-0167-05B
1393-0151-09
1999-0225-00
1999-2991-00
3004-9250-92

Description Part No.Quantity
Upper Heavy Mesh Part # 1393-010U-09A



11. For vehicles painted colors other than black: Tape 3/8”
INSIDE the grille opening and scuff the paint, then
apply flat or semi-gloss black paint. For all vehicles: Be
sure to paint everything inside the grille opening with
flat or semi-gloss black paint so that nothing shows
through the mesh grille.
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8. Drill 1/4” diameter holes through the marks made in
the previous step, then use the drill bit to connect the
holes creating a verticle slot in which to pass the top
center stud on the CNC grille through.
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7. Cut out and align the center hole location template and
tape it into place as shown. Use an awl or similar point-
ed tool to mark the locations of the 1/4” diameter holes
you will drill.
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9. Drill a 1/4” diameter hole adjacent to the lower outer
factory mounting holes (where shown). Once you drill
the holes (one each side), use the drill bit to connect
the holes you just drilled to the factory mounting hole
making a slot in which to mount the new CNC grille.
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10. Install the supplied upper mounting brackets into the
upper mounting slots in the factory bumper cover. Use
the #10-24 x 3/4” phillips machine screws and the
#10-24 ESNA lock nuts to secure. Center the mounting
bracket over the slots and tighten.
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6. Push down on the centers of the mounting tabs secur-
ing the factory grille to the bumper cover, then careful-
ly push the grille froward to pass the mounting tabs
through the mounting slots in the bumper cover.



18. Thoroughly clean the back of the lower grille surround. 
Install the supplied double faced tape to the back of the 
surround where shown.
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IMPORTANT! 
The exposed edges of the stainless steel grille and
mesh can be extremely sharp. Please handle with

care.

17. Install a large black plastic washer and a #8-32 ESNA 
nut onto the bottom outer mounting studs and tight-
en.
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15. Install a large black plastic washer and a #8-32 ESNA 
nut onto the top center mounting stud and tighten.
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13. Once the paint is dry, align the CNC grille into the fac-
tory grille opening. Make sure all mounting studs are 
passed through the factory holes, slots and the upper 
mounting brackets installed in Step 8. Center the CNC 
grille in the factory opening.

14. Install the supplied black rectangular mesh retainers 
onto the cetner four (4) lower mounting studs. Install 
the #8-32 ESNA lock nuts and tighten.
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16. Install a #8-32 ESNA nut onto each of the upper 
mounting studs that pass through the upper mount-
ing brackets and tighten.
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12. Trim 1/2” from the closed end of the supplied 2” black 
cap plugs and install them over the bottom outer studs
to conceal them from view once the CNC grille is 
installed into the factory grille opening.
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IMPORTANT: APPLY MASKING TAPE TO
THE FACE OF THE CNC GRILLE TO
PROTECT THE FINISH.



21. Reinstall all the factory under hood panels removed at
the beginning of this installation.
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20. Align the lower grille into place, making sure it is per-
fectly centered. Install the supplied #6 x 1/2” T-10 Torx
Pin Head Screws allowing them to self tap into the
bumper cover.
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19. Align the lower grille into place, then install the supplied
#6 x 1/2” T-10 Torx  Pin Head Screws allowing them to
self tap into the buimper cover. Before you completely
tighten the harware, remove the masking tape so it
does not get caught behind the grille.
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Finished installation

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

