
IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2009 Chevrolet Traverse
Mesh Grille Installation

Instructions

Upper Mesh Surround
Upper Mesh Section
Lower Mesh Surround
Lower mesh Section
Hardware Kit (components listed below)
(16) #8-32 ESNA Half Nuts
(15) 1.006” x .189” x .062” Black Plastic Washers

1
1
1
1
1

Description Part No.Quantity
1398-0020-09
1398-0021-09
1398-0034-09
1398-0022-09
1398-1902-09
1999-0065-00
1999-0264-00

Fine Mesh Part #1398-0102-09

1. Remove the plastic push fasteners retaining the radiator 
support panel cover to the vehicle (save for reinstallation).

2. Remove the end of the factory weatherstrip attached to 
the radiator support panel cover and place the push pin 
back into the weatherstrip if it comes out. 
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3. Remove the factory screws and push pins securing the top
of the factory grille and the outer edges of the bumper 
cover.
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4. Apply masking tape to the chrome edges of the factory 
grille where they meet the black grille inserts.

Remove

***** IMPORTANT! *****
The exposed edges of the stain-

less   steel grille can be extremely
sharp. Please handle with care.
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Upper “Q” Grille
Lower “Q” Grille
Hardware Kit (components listed below)
(16) #8-32 ESNA Half Nuts
(15) 1.006” x .189” x .062” Black Plastic Washers

1
1
1

Description Part No.Quantity
1398-0184-09Q
1398-0183-09Q
1398-1902-09
1999-0065-00
1999-0264-00

“Q” Grille Part #1398-0185-09Q



6. Align the lower grille lower center stud and ESNA nut 
through the bottom center hole in the factory grille and 
push the grille over to the driver side and check the front 
to back play. If the grille is loose, remove the grille and 
tighten the ESNA nut one turn and refit. If the grille is still 
loose, continue tightening until the grille is snug at the 
bottom center. 

7. Remaining hardware installation is accessed by pulling 
the top of the bumper cover out slightly and reaching 
down to install the large black plastic washers and the 
#8-32 ESNA lock nuts. 

8. Once all the washers and nuts are snug, make sure that 
the lower grille is perfectly centered and finish tightening
the hardware. DO NOT OVERTIGHTEN or you will 
indent the surrounds at the stud locations!

9. Use black paint to black out the lower studs across the 
bottom of the upper mesh grille.

10. Test fit the upper mesh grille. If the bottom of the grille 
has too much gap, use a 5/16” drill bit to releave the 
plastic factory grille where the studs pass through.

11. Install the upper grille as the lower, using the supplied 
large black plastic washers and #8-32 ESNA half nuts.

12. Once the grille is centered and tight, reinstall the factory 
hardware removed in Step 3.
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5. On the lower mesh grille: Align the mesh into place and 
pre-install a #8-32 ESNA half nut onto the bottom center 
stud. Tighten it down until it is 1/2” from the inner edge 
of the mesh surround.
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15. Finished installation.13. Remove the protective masking tape from around the
factory grille frames and reinstall the radiator support
panel cover removed in Steps 1 & 2.

14. Peel off the protective paper from the grille sections. E&G
recommends that you use a mild solvent or adhesive
remover on a soft, clean cloth to remove any glue
residue and glass cleaner or alcohol to remove any sol-
vent residue to properly clean the grille sections.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

