
Upper Mesh Grille (Includes):
(1) 12 Gage S.S. Mesh Surround
Chrome Plated Mesh Sections

Lower 12 Gage S.S. Grille Surround
Chrome Plated Lower Mesh Section
Hardware Kit (components listed below):
(18) 8-32 ESNA Half Nuts
(18) 1.006” x .189” x .064 Black Washers
(9) .156” x 1” Vinyl Caps
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Description Part No.Quantity
*************
1403-0038-08
1403-004A-08
1403-004B-08
1403-0022-08
1403-0041-08
1403-1902-08
1999-0065-00
1999-0264-00
1999-0241-00

“Heavy” Mesh Part #1403-0104-08

1. Apply masking tape around the upper and across
the bottom of the lower factory grille openings.
Make sure that the sides, top and bottom edges of
the upper factory grille insert are taped as well.
Tape the factory grille emblem (as shown).

3. Trim and install the supplied .156” x 1” vinyl caps
over the eight (8) studs on the upper grille sur-
round, making sure that several threads protrude
from the vinyl caps (as shown, center four (4)
studs shown).
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PLEASE HANDLE WITH CARE! THE
EDGES OF THE STAINLESS STEEL  MESH
& GRILLE CAN  BE  EXTREMELY  SHARP!

2. Use flat black paint to help conceal the factory
grille once the mesh grille is installed. Once the
paint is dry, remove the masking tape from the
emblem and edges of the factory grille.
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WARNING:

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2008-10 Scion tC
Upper and Lower 

Stainless Steel 
Mesh & “Q” Grilles

C 31 H0 R 

4. Remove the factory push fasteners across the top
of the bumper cover and pull the cover forward
and block it out for grille installation hardware
access.
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Upper “Q” Grille
Lower “Q” Grille
Hardware Kit (components listed below):
(18) 8-32 ESNA Half Nuts
(18) 1.006” x .189” x .064 Black Washers
(9) .156” x 1” Vinyl Caps

1
1
1

Description Part No.Quantity
1403-0184-08Q
1403-0183-08Q
1403-1902-08
1999-0065-00
1999-0264-00
1999-0241-00

“Q” Grille Part #1403-0185-08Q
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9. Once the grille hardware is tightened, reinstall the
factory push fasteners removed in Step 4.

10. Carefully peel off the protective backing from the
polished stainless steel surrounds. Use a soft, clean
cloth and a mild solvent to remove any glue
residue from the protective backing, then use alco-
hol or glass cleaner to remove any solvent residue.

11. Finished installation.
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7. Carefully align and install the lower mesh grille into
place, and install the supplied large black plastic
washers and the #8-32 ESNA half nuts onto each
mounting stud and begin tightening. Access to
the studs is achieved by reaching down from the
top.

8. Carefully remove the masking tape, peeling it back
over itself to minimize tape breakage. You can shift
the grille up and down and side to side for extra
clearance when removing the tape. Once the tape
is removed, finish tightening the lower hardware.

5. Carefully align the E&G Mesh Sections and the sur-
round into place, making sure the mesh sections
are properly aligned once the surround is in place.

6. Install the supplied large black plastic washers and
the #8-32 ESNA half nuts onto each stud and
tighten until snug.  DO NOT OVERTIGHTEN or
you will indent the surround at the stud locations!
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

