
1. Open the hood and remove the plastic panels on either
side of the air intake ducting. Lift straight up at the clip
locations marked on the panels.
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Upper Mesh Grille Insert (includes):
CNC Chrome Plated Aluminum Surround
Chrome Plated “Heavy” Mesh Insert
Powder Coated Top Plate
Lower Mesh Retainer w/Pins
(12) #8-32 x 3/4” S.S. Set Screws
(12) #8-32 S.S. Nuts
(12) #8-32 ESNA Half Nuts
(2) Rectangular Mesh Retainers
Hardware Kit (components listed below):
(7) #8 x 1/2” Black Truss Head Screws
(2) #8-32 ESNA Half Nuts
(2) Emblem Backing Washers
(1) CNC Grille Emblem
(1) Lower Hole Location Template
(14”) 1/4” x 3/8” Foam Tape
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************
1411-0034-08A
1411-0040-08
1411-0210-08
1411-0049-08
1999-0343-00
1999-9072-00
1999-0065-00
1099-0167-05
1411-1902-08
3999-9035-00
1999-0065-00
1392-0159-07
1392-0158-07A
1411-0039-08
3999-8058-00

Description Part No.Quantity
Heavy Mesh Part # 1411-0104-08A 1

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2008-09 Infiniti M-Series
Sedan “Ultimate” CNC 

Mesh Grille
F 17 G9P 

Important information before you begin:

This E&G grille installation kit includes grille
hole location template(s) to drill mounting
holes in the vehicle.

Before marking or drilling any holes into the
vehicle, you MUST verify that the template(s)
provided in this kit match the mounting pin
locations on the grille(s).

3. To remove the factory grille, pull out at the top sides to
expose the upper mounting tab. Use long nose pliers to
squeeze the clip together while pulling forward on the
grille. The clip will pull through the mounting hole.
Repeat this procedure on the opposite side.
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2. Remove the plastic push fasteners (one each side)
attaching the grille to the support panel (where shown).
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4. Once the top of the grille has released, reach in behind
the grille and insert a wide flat blade screwdriver
between the outer retaining clips and the bumper
cover and twist the screwdriver. This will seperate the
outer retaining clips from the bumper cover.



5. Lift up on the center of each of the four (4) lower retain
ing clips across the bottom of the grille and push the 
grille forward.

6. Once all the retaining clips have been released, pull 
the grille straight out to remove it from the bumper 
cover. Apply masking tape around the factory grille 
opening to protect the paint when installing the new 
mesh grille (not shown). 
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7. Be sure to paint everything inside the grille opening 
with flat or semi-gloss black paint so that nothing 
shows through the mesh grille.
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9. Use a .125” (1/8”) drill bit to drill through the marks 
made in the previous step. Use to drill bit to connect 
the holes, making a mounting “slots” across the 
bumper cover for the mounting pins on the CNC grille. 
The slots will provide slight left to right adjustments if 
needed.
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8. Cut out and align the lower hole location template and
use masking tape to hold it in place. Use and awl or 
similar pointed tool and mark the hole location onto 
the bumper cover center support.
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10. Install the supplied 1/4” x 3/8” foam tape to the sides of
the factory grille opening. Start the tape flush at the 
top and gradually taper the foam tape in approximately
3/8” inside the opening at the bottom.
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14. Carefully close the hood and check the CNC grille for 
proper alignment with the factory hood cap. Once the 
grille is flush with the factory hood cap, open the hood 
and using a .125” (1/8”) drill bit, drill through the center
of the slots in the top plate (as shown). 
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13. Use dum-dum or a small amount of silicone to hold the
screws to the screwdriver while passing the screw 
through the mesh and into the holes drilled in the pre-
vious step and tighten. DO NOT OVERTIGHTEN or you 
will strip out the holes in the bumper cover.
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12. Once all the mounting pins are aligned into the slots in 
the bumper cover and the grille is centered and tight 
against the bumper cover, use a long 3/32” drill bit and 
carefull drill the mounting holes across the bottom of 
the grille. USE CAUTION! DO NOT STRIKE THE MESH 
WITH THE DRILL CHUCK or you will DAMAGE THE 
CHROME FINISH.
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11. Carefully align the lower mounting pins in the slots 
made in Step 9, and push the grille down firmly to 
seat the CNC grille into the factory bumper cover. Make
sure that the grille is perfectly centered before proceed-
ing to the next step.
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15. Install the supplied #8 x 1/2” black truss head screws 
into the holes drilled in the previous step. Leave the 
screw loose and close the hood. Make sure the grille is 
flush with the factory hood cap, open the hood and 
tighten the screws.
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16. If the bumper cover is too far way from the CNC grille, 
remove the plastic push fastener and elongate the 
mounting hole until the bumper cover is close to the 
headlights and the sides of the CNC grille, then reinstall
the factory push pins to retain the bumper cover.
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IMPORTANT! 
The exposed edges of the stainless steel mesh

can be extremely sharp. Please handle with care.



17. Use the factory rubber adjusters to even the gap
between the hood and the CNC grille from side to side.
If the center of the grille needs to move in or out to be
flush, drill through the inner mounting slots and install
the #8 x 1/2” black truss head screws to finish.

Finished installation

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

