
. Pull the top of the grille out just enough to access 
the upper out top plate securing screws. Use a 
phillips screwdriver to remove these screws (one 
each end).Do not pull too far, you could damage 
the factory grille.

. Open the hood and remove the factory 10mm hex 
bolts from the radiator panel.

. Remove the factory 10mm hex bolts from each end 
of the radiator panel.

. Remove the phillips screws securing the factory 
upper plate to the top edge of the grille and 
remove the top plate.

. Pull the grille our far enough to expose the factory 
screws retaining the grille to the bumper cover. 
Remove these screws frist, then remove the screws 
across the bottom of the grille. Pull forward on the 
grille to remove it from the bumper cover.

5
4

. Place the factory grille onto a clean work surface
and apply masking tape to protect the chrome fin-
ish of the surround.

6

2
1

3

(items listed below):
(1) Emblem Surround
(1) 
(2) #8-32 ESNA Half Nuts
(2) 3 Hole Mounting Brackets
(10) #8 x 5/8” Black Truss Screws
(10) S.S. Finishing Washers     

1311-0045-11
1311-0068-11
1999-0065-00
1108-0158-97
3999-9031-00

(items listed below):
(14) #8 x 5/8” Black Truss Screws
(14) S.S. Finishing Washers 
(4) 7/8” O.D. x 1/4” I.D. Plastic Washers
(2) #8 x 3/8” Black Truss Head Screws                        

3999-9031-00

1999-9601-00
1999-9574-00



. Turn the grille over and remove all the factory 
retaining screws holding the grille insert to the 
chrome surround.

7

. Remove the factory grille insert from the chrome 
surround by lifting it out.

. Carefully align the behind the 
factory chrome surround, making sure that the 
mesh section overhangs the surround opening the
full perimeter. Make sure the mesh is tight against 
the lower alignment tabs (see arrows).

9

. Align the supplied 
around the factory emblem and once perfectly 
centered, use masking tape to hold it in place dur-
ing the following hole drilling procedure.

. Use a 1/8” (.125”) drill bit to drill through the 
exact centers of the holes in the 

and through the factory grille 
insert.

7

8

12

Use a 5/16” drill bit to enlarge the holes drilled in 
the previous step.

15

. Once the mesh section is in place, realign the 
factory grille insert and install the supplied 

and 
. Do not let the mesh insert shift while

aligning the factory insert. Make sure all factory 
tabs are aligned back into the slots in the factory 
insert.

10



. Install and 
onto the emblem ring studs and tighten.

Install the , making sure it is per-
fectly aligned. You may have to slightly slot the 
holes up and down in order for the surround to fit
properly.

16 17

Remove the factory KIA emblem by using a flat 
blade screwdriver to unclip the emblem and pull it
straight out.

16

Apply masking tape to the chrome moulding on 
the factory grille.

19

Turn the grille over and remove the fourteen (14)  
factory phillips screws retaining the factory 
chrome trim.

20

Turn the grille over and use a flat blade screwdriv
er to push out on the upper hortizontal  chrome 
moulding laignmetn tabs (not shown). Carefully 
use a tucking tool to slice through any double 
faced tape holding the chrome moulding onto the
grille, then remove the chrome moulding.

21



Additional grinding is necessary bewteen the 
arrows in the above photo. Hold the disc grinder 
at the same angle as the factory grille mesh and 
grind into the area underneath the factory chrome
moulding until it is flush in height with the factory
mesh. Approx. 1/8” of plastic needs to be removed
from the sides of the factory grille.

24

Align the over the factory grille and 
make sure that the mesh fits flush with the outer 
edge of the factory grille where the chrome
moulding aligns. If the mesh is not flush, the 
chrome moulding will not fit properly when rein-
stalled.

25

Once the mesh has been test fitted and it is flush, 
use an X-acto knife or a razor blade and remove 
any ground off plastic burrs prior to mesh installa-
tion.

Align the and the factory chrome 
moulding over the factory grille.

27

Use a disc grinder to remove the 
raised portion of the factory grille around the fac-
tory grille mesh section. Grind the raised area until
it is flush with the portion of the grille that was 
covered by the chrome trim.

23

Apply masking tape to the grille recessed area and
the surface around the chrome moulding recess.

22

26



Use a Dremel tool or equivalent to carefully trim 
the mesh wires that cover of the emblem align-
ment dowel holes.

30

Align the factory emblem through the 
and the factory grille, then install the supplied

(two 
per boss) and the supplied 

and tighten until the emblem is tight.
You might need to trim the in order for 
them to lay flat against the back of the grille.

31

Snap off 
the factory tabs from the back of the factory grille 
emblem. Use a disc grinder to smooth the back of 
the emblem.

16

Carefully turn the grille over and install the sup-
plied and 
the to secure the and fac-
tory chrome moulding to the grille. These screws 
replace the factory ones removed in .

28

. Reinstall the lower and side factory mounting 
screws (removed in ) once the assembled 
grille is aligned with the bumper cover.

32

. Reinstall all attaching hardware removed in 
through , then remove any remaining masking 
tape.

33



. Remove the protective film from the 
. Thoroughly clean the

using a soft cloth and a mild solvent or 
adhesive remover, making sure to follow with 
alcohol or glass cleaner to remove any residue left 
by the solvent or adhesive remover. 

. .

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/custom-grilles.html
https://www.carid.com/eg-classics/

