
Tools Required:
3/4” Wrench & Socket
18mm Wrench & Socket
Instructions:

Cleaning and care instructions:

INSTALLATION INSTRUCTIONS
52279 ( 1 - 4 ) DAKAR SPORT / BB52279 (B, PS) RHINO CHARGER

CHEVY SILVERADO / GMC SIERRA 2500/3500 HD.  07- 09
Parts List: (1) Hardware kit including:
Qty: ( 4 )   3/8"hex head bolt ( 2 )   1/2 x 1 1/2” Hex head bolt
( 1 )  Dakar Sport ( 8 )   3/8”  Flat washer ( 2 )   1/2 x 5” Hex head bolt
( 1 )  Main mounting Brackets (set) ( 4 )   3/8” Lock washer ( 10 )   1/2”  Flat washer
( 2 )  Auxiliary brackets ( 4 )   3/8" Hex nut. ( 8 )   1/2” Lock washer
( 4 )  Bolt plate ( 6 )   1/2" Hex nut.

Extension Ratchet Cutter
Ratchet 9/16" Wrench & Socket

Protect the finish with a non-abrasive automotive wax,  (e.g. Pure Carnauba) on a regular basis. The use of any soap, polish, or wax 
that contains an abrasive is detrimental to the finish, as the compounds scratch the finish and cause corrosion. 

Approximated installation time: 30 min.

 DAKAR SPORT

Main Bracket (Driver side)

1. Before beginning installation, read the instructions thoroughly and completely. If any of the items listed above are missing,
please do not proceed with the installation. Call your distributor immediately to obtain the necessary items.
2. NOTE: It may be necessary to remove the front license plate and bracket. Remove license plate from bracket. Using a 3/16"
drill, drill out the two pop rivets that hold the bracket to the bumper. If local / states laws requires a license plate.
3. Remove tow hooks by removing the front bolt and rear bolt that threaded into the bottom side of the tow hooks.Tow hooks
will not be reinstalled.
4. Slide two bolt plates through the end of the frame and allow them to drop through the hole locations as shown. See image 1.
Determine passenger and driver side support brackets. Attach the support braces to the bottom surface of the frame using ( 4 )
1/2" hex nut, 1/2" flat washer and 1/2" lock washer. Make sure the tab with the weld nut is even with the inside face of the
frame. Leave loose. See image 2.
5. Determine passenger and driver side brackets. Slide brackets in through the tow hooks pockets and secure with 1/2" bolts
provided. Leave loose. The 1/2" x 5" hex head bolts will go the front pair of holes in the frame. The 1/2" x 1 1/4" hex head bolts
will attach the brackets to the support braces. NOTE: Minor trimming of tow hook area may be needed. It may be necessary to
clean out mounting holes on frame. See image 3.   
6. Attach Dakar Sport to mount bracket using: ( 2 ) 3/8" hex head bolt,( 2 ) hex nut,( 4 ) flat washer and ( 2 ) 3/8" lock washer by
side. See image 3. 
7. Make any adjustments and tighten all hardware.
8. Periodically check and re-tighten bolts as necessary over the term of use.
9. Fill out included warranty card and place in the vehicle.

Auxiliary Bracket ( Driver side )

BOLT PLATE



Cleaning and care instructions:

INSTALLATION INSTRUCTIONS
52279 ( 1 - 4 ) DAKAR SPORT / BB52279 (B, PS) RHINO CHARGER

CHEVY SILVERADO / GMC SIERRA 2500/3500 HD.  07- 09

Protect the finish with a non-abrasive automotive wax,  (e.g. Pure Carnauba) on a regular basis. The use of any soap, polish, or 
wax that contains an abrasive is detrimental to the finish, as the compounds scratch the finish and cause corrosion. 

BOLT PLATE

DRIVER SIDE
DRIVER SIDE

1/2"HEX NUT,FLAT WASHER 
& LOCK WASHER

AUXILIARY BRACKET

BOLT PLATE

AUXILIARY BRACKET 
INSTALLATION

1/2" X 5" BOLT & 1/2" FLAT WASHER

1/2" X 1 1/4" BOLT & 1/2" FLAT WASHER 
& LOCK WASHER. AUXILIARY BRACKET

1/2" NUT,FLAT WASHER & LOCK WASHER

TRIMMING OF TOW HOOK AREA 
MAY BE NEEDED

MAIN BRACKET
3/8" BOLT & FLAT 
WASHER 3/8" NUT, FLAT WASHER & LOCK WASHER

3/8" FLAT WASHER & BOLT

DAKAR SPORT FIGURE  3

FRAME RAILS

Image 1. Image 2.

Image 3.

GO RHINO BULL BARS GRILLE GUARDS

http://www.carid.com/go-rhino/
http://www.carid.com/grill-guards.html

