
(1) Hardware kit including
4) 6 1/2" Lock Washer

1) 1 Bull Bar / Dakar Sport 5) 6 1/2" Flat Washer
2) 1 Brackets Set 6) 4  1/2" Lock nut
3) 4 1/2" Special Bolt 7) 2  1/2 x 2" Hex head bolt

8) 1  1/2" Bolt guide

Tool Required:

 3/4" Wrench Ratchet
Instructions:
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Cleaning and care instructions:
Protect the finish with a non-abrasive automotive wax,  (e.g. Pure Carnauba) on a regular basis. The use of any soap, polish, or wax 
that contains an abrasive is detrimental to the finish, as the compounds scratch the finish and cause corrosion. 

Bull Bar / Dakar Sport Driver side bracket

Approximated installation time: 45 min.

1/2" Bolt guide 1/2" Special bolt

Parts List:
Qty:

3/4" Socket Cutter

FORD EXPLORER 06 - 07
FORD EXPLORER SPORT TRACK 06 - 07

INSTALLATION INSTRUCTIONS
Dakar Sport 52268(1-4) / Dakar 52268(1BB-4BB) / Rhi no Charger BB52268(1B-4PS)

1. Before beginning installation, read the instructions thoroughly and completely. If any of the items listed above are missing,
please do not proceed with the installation. Call your distributor immediately to obtain the necessary items. Note: Follow step by
step the instructions, for bolts installation you must have special care to don't lose any fastener inside chassis or car
frame.
2. Uninstall the plastic deflector down the bumper removing the plastic fasteners, use a flat screwdriver.
3. See image 1 and identify the chassis slots.
4. To introduce the bolts on chassis use the bolt guide.
5. To install the bracket introduce a 1/2" special bolt on chassis, place it on the slot below the chassis, fix the bracket with: (1) 1/2"
Flat and lock washer and (1) 1/2" lock nut. For last introduce another 1/2" special bolt to put it on the lateral face of chassis attach
with: (1) 1/2" Flat and lock washer and (1) 1/2" lock nut. See image 2. leave loose. Repeat for the opposite side.
6. Mount the Bull Bar / Dakar Sport to the brackets attach using: ( 1 ) 1/2 x 2" hex head bolt, ( 1 ) 1/2" flat and lock washer, to
each side. leave loose.
7. Make any adjustments and tighten all hardware.
8. To re-install the plastic deflector you need to cut it in direction of the brackets fix with the plastic fasteners before removed.
9. Periodically check and re-tighten bolts as necessary over the term of use.
10. Fill out included warranty card and place in the vehicle.



Cleaning and care instructions:

FORD EXPLORER 06 - 07
FORD EXPLORER SPORT TRACK 06 - 07

INSTALLATION INSTRUCTIONS

Protect the finish with a non-abrasive automotive wax,  (e.g. Pure Carnauba) on a regular basis. The use of any soap, polish, or 
wax that contains an abrasive is detrimental to the finish, as the compounds scratch the finish and cause corrosion. 
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IMAGE 2.

IMAGE 1.

(Front driver side).
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Dakar Sport 52268(1-4) / Dakar 52268(1BB-4BB) / Rhino Charger BB52268(1B-4PS)

GO RHINO BULL BARS GRILLE GUARDS

http://www.carid.com/grill-guards.html
http://www.carid.com/go-rhino/

