
(14) 1/2 x 1 1/2" Hex head bolt (2) 1/4 x 1" Hex head bolt
     ( 1 ) Pull pro (14)  1/2" Flat washer (2)  1/4" Flat washer
     ( 1 ) Center channel/tube (12)  1/2" Lock nuts (2)  1/4" Lock nuts
     ( 1 ) Main mounting bracket set (8) 3/8 x 1 1/2" hex head bolt
     ( 1 ) Auxiliary bracket set (8) 3/8" Flat washer
     ( 2 ) Auxiliary bracket "A" (2) 3/8" Lock washer
     ( 1 ) Tubular bracket (6) 3/8" Lock nut
     ( 2 ) Nut w/round bar (2) 7/16 x 3" hex head bolt
     ( 1 ) License plate bracket (2) 7/16 " Flat washer

(2) 7/16" Lock nut
Tools required:
17mm Socket / Wrench Ratchet Drill 7/16" Drill bit
3/4" Socket / Wrench 9/16" Socket / Wrench Ratchet Extension 5/32" Allen Wrench
Instructions:

Cleaning and care instructions:

Approximated installation time: 50min.

Design : Quality:
Keep your product clean. Do not use abrasive cleaners or polish. We recommend only non-abrasive automotive wax such as pure 
carnauba to avoid scratches or rust.

01 - 02  CHEVY SILVERADO & GMC SIERRA 2500 HD, 3500
Parts List:

INSTALLATION INSTRUCTIONS
53079 ( 1- 40 )   PULL-PRO MODULAR / 23097 ( MB - MPS ) WINCH BUMPER

(1) 53079 Hardware kit includes:
QTY

1. Please read all directions carefully and verify that all necessary hardware is accounted for before beginning the installation. If any
parts are missing, stop the installation and contact your distributor  immediately.
NOTE: The center channel/tube is already installed, if you install a winch higher than 11" you must remove the central/tube
channel.
2. Remove the vehicles grill and front bumper. The grill must be removed first to gain access to the bumper bolts.
A. To remove the grill, first open the hood and remove the four (4) plastic fasteners that attach the plastic shroud to the top of the
grill. Remove the center pin by prying upward with a screwdriver, then pull out the remaining collar.
B. Remove the bolt just to the right of the latch (10mm head)
C. Locate the four (4) phillips head plastic fasteners just inside of the lights. Gently turn 1/4" counter clockwise while pulling
outward on the grill to release. Give a sharp pull at the extreme outer ends of the grill to release the clips and remove the grill.
D. (If applicable) Twist out the bulb sockets from the backside of the fog lights.
E. Remove the bolts from the outer bumper braces just in front of the wheels (15mm head)
F. Remove the four (4) remaining bumper bolts (15mm head) and remove the bumper.
3. Clamp the tubular bracket to the frame towers as shown in Picture 1. Be sure the bracket is flush with the top and front edge of
the frame tower. Mark the hole locations for drilling with the template in place before doing the actual drilling. Then remove the
bracket and drill a small pilot hole first before expanding to a 7/16" hole.
4. Install the supports as shown in Picture 2 and 3. The end with the large hole mounts to the rear and attaches to the small hole on
the side of the frame. Insert the nut with the built in handle into the front of the frame and install the bolt snugly, but not completely
tightened. Make sure the small pin is seated into the frame hole to help force the support forward.
5. Pull the supports firmly forward and mark the front end for drilling to match the upper hole drilled into the frame tower. Clamp in
place and drill a 7/16" hole. You may also remove the bracket before drilling but ensure the holes are marked correctly.
6. Install the tubular bracket as shown in Picture 1. Pull the beam firmly forward while tightening to bolts securely.
7. Re-install the bumper (as described in step #2). With the bolts only started, insert the right and left auxiliary brackets thru the
slots in the bumper. Drop the 3" bolts down thru the inner end of the brackets and also thru the tublular bracket. See Picture 4.
Minor adjustments may be required to the bumper angle to get the bolts to drop down. Install the lock washers and nuts. Leave
loose.
8. Carefully center the bumper side to side. You may double check the match-up to the front fenders on either side. Tighten all (6)
bumper bolts securely. Re-install the plastic air baffle. The air baffle needs to be angled down and tight against the bottom of the
tubular bracket. Re-install the grill.
9. Bolt the main brackets using the factory tow hook bolts as shown in Pictures 5 and 6. Leave loose.NOTE: If your vehicle does
not have tow hooks, use 1/2 x 1 1/2" hex bolts with corresponding hardware to secure the main brackets.
10.Secure Pull Pro to the main brackets using 1/2 x 1 1/2" hex head bols with corresponding washers and lock nuts. Tighten the
auxiliary brackets to the Pull Pro as shown in Picture 4. Leave loose.
11.Install the brush guard to the Pull Pro using the bolts preinstalled in the brush guard, place a gasket between brush guard and
the side plate. Align and tighten.
12.Make any final alignments and/or adjustments and make sure that the vehicle's hood does not interfere with any part of the Pull
Pro. Once all adjustments are made, tighten all bolts securely
13.If you want to relocate the license plate, tighten the license plate bracket to the winch plate using (2) 3/8" hex head bolt, flat
washers and nuts. Attach license plate to the license plate bracket using (2) 1/4" hex head bolts, flat washers and nuts.
14.Periodically check and re-tighten bolts as necessary over the term of use.
15.Fill out included warranty card and place in the vehicle.

Modular Pull Pro includes extra:
( 1 )  Brushguard set
( 2 )  Flat rubber gaskets
( 4 )  3/8 x 1 1/4” button allen head bolts
( 4 )  3/8” flat washer
( 4 )  3/8” lock nut



Cleaning and care instructions: Quality:Design :
Keep your product clean. Do not use abrasive cleaners or polish. We recommend only non-abrasive automotive wax such as pure 
carnauba to avoid scratches or rust.

01 - 02  CHEVY SILVERADO & GMC SIERRA 2500 HD, 3500

INSTALLATION INSTRUCTIONS
53079 ( 1- 40 )   PULL-PRO MODULAR / 23097 ( MB - MPS ) WINCH BUMPER

IMAGE 1

IMAGE 2 IMAGE 3

Tubular bracket

Frame tower

Auxiliary bracket A, Drill front end 
to match upper drilled hole in 
frame tower, and attach with: 3/8 x 
1 1/2" hex head bolt, 3/8" lock 
washer.

3/8 x 1 1/2" hex head bolt, 
3/8" flat washer and lock 
nut.

Nut w/round bar inserted 
into frame.

Auxiliary bracket A, to open hole in 
frame and attach with: 1/2 x 1 1/2" 
hex head bolt.



Cleaning and care instructions: Design : Quality:
Keep your product clean. Do not use abrasive cleaners or polish. We recommend only non-abrasive automotive wax such as 
pure carnauba to avoid scratches or rust.
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INSTALLATION INSTRUCTIONS
53079 ( 1- 40 )   PULL-PRO MODULAR / 23097 ( MB - MPS ) WINCH BUMPER

Attach auxiliary bracket to 
the side plate of the Pull 
Pro.

Attach auxiliary bracket to the 
tubular bracket with: 7/16 x 3" 
hex head bolt, 7/16" flat washer, 
7/16" hex nut.

3/8 x 1 1/2" hex head bolt, 
flat washer and lock nut

IMAGE 4

IMAGE 5

IMAGE 6

GO RHINO BULL BARS GRILLE GUARDS

http://www.carid.com/grill-guards.html
http://www.carid.com/go-rhino/

