
( 12 ) 1/2" Flat washer
( 2 ) Brush guard gasquet

( 4 ) 7/16 x 5" hex. Head bolt ( 2 ) 1/4" lock nut
( 4 ) 3/8 x 1 1/2" Button allen head bolt

Tools required:

Instructions:

Cleaning and care instructions:

7 Nm
46 Nm

42-48 Nm
118 Nm

5 ft/lbs.
34 ft/lbs.

31-35 ft/lbs. 
87 ft/lbs.

1/4"
3/8" 
7/16"
1/2"

Bolt size Torque ft/lbs. Torque Nm.
Torque Value Chart

INSTALLATION INSTRUCTIONS
Pull Pro 53124 ( 1 - 40 ) / Winch Bumper 23213 ( MB - MPS )

2003 - 2005
Parts List: (1) Hardware kit including:
QTY ( 6 ) 1/2 x 1 1/2" hex. Head bolt 
(1) Pull Pro ( 8 ) 7/16" Flat washer
(1) Main bracket set
(1) Auxiliary bracket set ( 4 ) 7/16" lock nut
(1) Brush guard set ( 2 ) 1/4 x 1" hex. Head bolt ( 2 ) 1/4 Flat washer

( 6 ) 1/2" lock nut ( 2 ) 3/8" lock nut
( 4 ) 3/8" Flat washer

11/16 socket Allen  wrench 7/32" Ratchet Wrench 11/16"
3/4" socket 9/16" socket 7/16" socket

Approximated installation time: 45 min.

Design: Quality:
Protect the finish with a non-abrasive automotive wax,  (e.g. Pure Carnauba) on a regular basis. The use of any soap, polish, or 
wax that contains an abrasive is detrimental to the finish, as the compounds scratch the finish and cause corrosion. 

Dodge Ram P.U. 2500 - 3500

1.  Read and understand instructions completely before beginning installation.
2. Note: It is not necessary to remove the air dam to modify it or to install the kit. The next pictures do not shown the
air dam only
to obtein more clarity. Cut come notches in the air dam in order to install the mounting brackets. Cut the notches with a wide of
1/2"
from the bottom part of the upper bent of the air dam, cutting until the bottom bent of the air dam.
2.1. As shown in illustration 1, the space between the notches is 16 3/8" from the center of the air dam to the external lip of the
notch. The best way to measure from the mounting holes of the licence plate. Locate the center between the holes, and mark as
the center of the air dam.
2.2.The 1/2" wide of the notch does not allow any space between the mounting bracket and the air dam. You might need to cut a
little the air dam once you have installed the mounting bracket. But  you most let it tighten as you can.
3. Remove factory bolt assembly and discard.
4. Use (2) 7/16 x 5" bolts. (2) lock nut and (4) flat washers to install lower and upper mounting brackets. They should be installed
in the order shown in the illustration 3. To install the auxiliary mounting bracket, take of the nut of the bumper of the vehicle.
4.1. Slide the auxiliary mounting bracket in the bumper bolt and tighten the nut. It is a good idea to install the mounting bracket
assembly entirely on one side, then start on the other. Install bolts loosely - do not tighten until told to do so.
5. Repeat steps 3 through 5 to the other side.
6. Note: the following steps may require assistance from another person. Install all bolts loosely until instructed otherwise. Lift
center unit into place next to auxiliary mounting bracket and install 3/8 x 1" bolt. Tighten with 3/8" lock nut and flat washers.
7. Rotate center unit down so that ( 3 each per side ) 3/8 x 1" bolts can be installed througth center unit and lower mounting
bracket. Fasten with ( 3 per side )3/8" lock nuts and ( 6 per side ) flat washers. Forks of Center Section Assembly should fit
snuggly through notches in air dam from before steps.
8. If needed, install licence plate bracket to underside of winch channel using ( 2 ) 1/4 x 1" bolts and lock nut.
9. Place a brushguard in the Pull Pro and tighten using the corresponding bolts. Repeat to the  other side.
10. Aligh and tighten all bolts to proper torque. See torque value chart below.
11. Remember to retighten all bolts periodically. 



INSTALLATION INSTRUCTIONS
Pull Pro 53124 (1-40) / Winch Bumper 53124 (1B-40PS)

Dodge Ram P. U. 2500 - 3500
03 - 05

Cleaning and care instructions:
Protect the finish with a non-abrasive automotive wax,  (e.g. Pure Carnauba) on a regular basis. The use of any soap, polish, or wax that
contains an abrasive is detrimental to the finish, as the compounds scratch the finish and cause corrosion.

Illustration 1.

Illustration 2. Illustration 3.

Illustration 4.
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INSTALLATION INSTRUCTIONS
Pull Pro   53124   ( 1 - 40 )  /  Winch  Bumper  23213  ( MB-MPS )

Dodge Ram 2500, 3500,  03/05

12. Install the
brushguard as shown in
the image,
use the pre-installed
brushguard bolts.

Cleaning and care instructions: Design: Quality:
Keep your product clean. Do not use abrasive cleaners or polish. We recommended only non-abrasive automotive wax such as 
pure carnauba to avoid scratches or rust.

Pull Pro

Brushguard

Gasket

GO RHINO BULL BARS GRILLE GUARDS

http://www.carid.com/go-rhino/
http://www.carid.com/grill-guards.html



