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1967-1969 GM F-Body Convertible 
1404 Center X-Brace Installation Instructions 

Thank you for your purchase of this Hotchkis Performance product.  Your X-Brace was 
designed with the performance and durability you’ve come to expect from Hotchkis 
Performance.  This lower profile brace will allow you to run larger exhaust piping while still 
bracing the center section of your convertible chassis.   

Note:  Please read the entire installation instructions before starting.  Having the right tools will 
ensure a smooth install process. 

X-BRACE INSTALLATION 

1 Jack the vehicle up and support it on jack stands. 

2 Creep underneath the car and locate the stock X-Brace and remove it by undoing the 6 
bolts that secure it.  You may discard the brace and hardware. 

http://www.carid.com/hotchkis/
http://www.carid.com/suspension-systems.html
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3 Using the provided stainless hardware, coat each bolt with a small amount of anti-seize. 

 
 

5 Slide your new Hotchkis Brace into position.  Start each bolt by hand then fully 
tighten. 
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5 You are finished installing your new Hotchkis X-Brace. 

 

  
 

Note: 
Hooker Super Comp headers may have clearance issues with this brace or any cross brace 
due to the header’s low profile. 

 
 

 
 
 
 
 
 
 
 

 


	UImproperly installed or installed by someone other than a qualified, licensed auto mechanic experienced in the installation and removal of suspension products;
	UImproperly serviced, misused, or modified, altered or subjected to abuse, negligence, accident or collision;
	UInstalled in any vehicle that has been modified;
	UInstalled on any vehicle that has carried loads in excess of automobile manufacturer suggested weight limits; or
	UInstalled on any vehicle that has been subject to abnormal or excessive use, including rallying, racing, or racing-type activities or off-road use.
	UDid you register the product at U0TUwww.hotchkis.netU0TU or via the mail-in warranty card within 30 days of purchase?
	UIs the product appropriate to your application?
	UDid you carefully and thoroughly read the instructions provided along with the product?
	UDo you have the original invoice or sales receipt?
	UIs the return date within 36 months from the purchase date?
	UAre you the original purchaser?
	UWas the product properly installed by a qualified, licensed auto mechanic?
	UHas the product been installed on the original vehicle on which it was installed at all times?
	UIs the product unmodified and clean?
	UIs the reason for return a legitimate product defect?

