
Part number IS1830
2002-04 Mitsubishi Lancer 2.0

All transmission

1- Injen intake (SR)
1- 4.50” Injen filter                     (#1018)
1- 1830 Heat shield                    (#11004)
1- 4 1/2” Composite flange        (#14031)
1- 1540 S.S. bracket                 (#20007)
1- 2.75” straight hose                  (#3043)
1- 3.25” straight hose                  (#3045)
2- Power-bands(.040)(.312) (#4003)
2- Power-bands(.056)(.412) (#4005)
1- m6 x m16 flange bolt               (#6005)
4- m6 x m25 flange bolts              (#6006) 
1- Fender washer                         (#6010)
2- m8 nut                                    (#6017)
2- m8 x  m16 flange bolt              (#6018)
1- 3 Page instruction

FF iigguurree    11



FF iigguurree        22

Take the heat shieldTake the heat shield
the m6 x m16 bolt and,the m6 x m16 bolt and,
washer.   Screw the boltwasher.   Screw the bolt
into the air box postinto the air box post
with stock grommet.with stock grommet.
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Stock air mass Stock air mass 
sensor reusedsensor reused
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Press the assembled mass air flow sensor over the end of the intake (A). Position 
for best fit and tighten the clamp on the 3 1/4” hose on the intake side (B).  Take
the harness clip and press it into the sensor until you hear a sharp snap (C).

When the stock air intake box was removed a stock m6 rubber grommet
remained in place.  The  bracket on the heat shield (A) is then placed on top of
this grommet and an m6 bolt and fender washer is screwed into the pre-tapped
grommet.  The throttle cable is slipped between the slot on the heat shield (C).

The end with the smaller ID is pressed into the hose on the throttle body (A).
Once the intake is positioned in the straight hose, align the bracket on the intake
to the 1540 bracket on the motor brace (B).  At this point connect the stock 
crankcase vacuum hose to the 3/8 port on the intake located by the fire wall (C).

Take the remaining m8 flange nut and bolt and insert it into the slot in the brackets.
This will join and secure the brackets together.

Butt the composite spiral fin adapter to the mass air flow sensor.  Use the 4 bolts
in this kit to fasten the composite adapter to the mass air flow sensor.

Press the 3 1/4” straight hose over the round end of the mass air flow sensor (A).
Use the two .056 large clamps and tighten the clamp on the sensor at this point.   
Press the filter over the end of  the composite adapter and tighten the clamp on 
the filter neck. (B)

Press the 2 3/4” straight hose over  the throttle body and use two clamps. 
Tighten the clamp on the throttle body at this point.

Take the 1540 twisted bracket (A)  and line it up to the stock motor  brace(B).  
Use the m8 flange nut and bolt to secure the 1540 bracket in place (C).
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Note:  Disconnect the negative battery terminal before starting this installation.

1.   Remove the stock air intake box and air intake duct leading to the throttle body.
Disconnect the harness clip form the air mass sensor and remove the air mass sensor
from the air box.

2.   Press the 2 3/4” straight hose over the throttle body and use two clamps.  Tighten the
clamp on the throttle body at this point.  (See fig.  2)

3.   Locate the 1540 S.S. bracket to the motor hook and use the m8 nut and flange nut
to bolt them together.  (See fig.  3)

4.   Take the air mass sensor, the billet adapter and butt them together.  Use the 4- 
m6 x m25 bolts and nuts to fasten them together.  (See fig.  4)

5.   Slip the 3.25” straight hose over the round end of the air mass sensor and use two 
clamps.  Tighten the clamp on the sensor at this point.   Take the 3.500” Injen filter
and slip it over the round adapter.  Fasten the clamp tight.  (See fig. 5)

6.   Take the intake and press the 2 3/4” side into the hose on the throttle body.  Align the
bracket on the intake to the 1540 bracket on the motor hook.  Use the m8 bolt and
flange nut to connect the two brackets.  (See figs. 6 and 7)

7.   Take the assembled air mass sensor and press the 3.25” hose on the sensor over the
swaged end of the intake.  Position the air mass sensor with the square box facing up
and fasten the clamp.  (See fig.  8)

8.   Take the custom heat shield and set it in place.  The bracket on the heat shield will
line up to the air box tapped hard post with grommet.  Take the m6 bolt and washer 
and tighten down the bracket.  (See fig.  9)

9.   The stock breather hose on the valve cover will be pressed over the 3/8” nipple on the
intake by the firewall.  (See figs. 1 and 6)

10. Align the entire intake assembly for best fit.  Once proper clearance has been made
continue to tighten all nuts, bolts and clamps.  (See fig. 1)

11. Reconnect the negative battery terminal and the harness clip to the air mass sensor.
Remove all tools and rags from the engine compartment prior to starting the engine.

12. Congratulations! You have just completed the installation. 
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