
Part Number IS2030
1997-01 Toyota Camry V6
1998-03 Toyota Solara V6

Contents Included:

1    Injen Intake system
1    2.75” Injen Filter               (#1013)
1    2.75” Straight Hose            (#3043)
2    Power-Bands(.040)(.312) (#4003)
1   18” 4mm Hose                    (#3104)
1   10” 8mm Hose                    (#3091)
1   15” 10mm Hose                  (#3017)
1   Instruction
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Note:  Disconnect the battery terminals before starting this installation

1   Remove the air intake box and air intake duct leading to the throttle body.

2   Slip th 2.75” straight hose onto the throttle body and  use two clamps.  Tighten the clamp
on throttle body at this point.  See fig. 3 

3   Remove the air temperature sensor from the air intake box and the rubber gasket.   Place
the gasket and the air temperature sensor onto the billet bracket on the intake.  See fig. 3

4   Take the intake with the air temperature control sensor facing the drivers side of the fender
insert the intake into the throttle body as seen in figures 1 and 2.  Do not tighten the clamp
at this point.  The longest straight end of the intake should face towards the front of   
the car.

5   Replace all of the stock lines with the red hose provided in the kit.  Be sure to match up 
inner diameter of the red hose to the vacuum ports.  You may need to trim the hose to
the size you need  when replacing the lines. See figures 1 and 2

6   Slightly lift the intake up and slip the Injen filter onto the intake and tighten the clamp on 
the filter.

7   Properly fit the entire system in place as seen in figure 1.  Make sure the clamp is 
tightly secured onto the throttle body.  Snap the harness back onto the sensor attached 
to the billet piece.  Once proper clearance has been made continue to tighten all nuts, bolts
and clamps.

8   Reconnect the battery terminals and remove all tools and rags from the engine compartment
before starting your engine.

9   Congratulations! You have just completed this installation.

AIR INTAKES CAR ACCESSORIES

http://www.carid.com/
http://www.carid.com/air-intakes.html

