
Part Number RD1700
1992-1996 Honda Prelude

Si/V-tec

1- one piece cold air intake
1- 2 3/4” Injen filter                (#1013)
1- 2 3/4” straight hose           (#3043)
2- Power-Bands(.040)(.312) (#4003)
1-  7”   3mm vacuum hose    (#3104)
1- 12”   8mm vacuum hose   (#3091)
1- 10”  10mm vacuum hose  (#3077)
1- m6 vibra-mount                 (#6020)
1- m6 flange nut                    (#6002)
1- Fender washer                   (#6010)
1- 5mm vacuum cap            (#8004)
1- 4 page instruction  
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Diagram A

Diagram B
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Note: Disconnect the battery terminals before starting this installation.

1-  Remove the air intake box and air intake duct.  Remove the check valve, control
solenoid valve and control diaphragm.  Remove all of the components marked along line
8 in the vacuum diagram.  Then cap off the port on the throttle body with the 3mm cap 
provided.  This application will require you to remove the front bumper and resonator box.

2-  Place the 2 3/4” straight hose onto the throttle body and use two clamps as seen in 
figure 2.  Tighten the clamp on the throttle body at this point.

3-  Screw in the rubber vibra-mount in the bolt location of the air intake box as seen in 
figure 3.  Use an m6 nut and washer with the vibra-mount

4- We recommend you enlarge the width of the resonator hole opening by at least 1/4” to
3/8” on each side of the intake to prevent any damage to the system,  see figure 6. Tools
that can be used: air or electric tools such as disc sanders, belt sanders or drill with
tapered cartridge rolls.   This application may not be applicable.  Injen Technology now
swaged the intake at the resonator hole opening to make the installation easier.

5-  Remove the stock PCV pipe seen in diagram B (make sure the car is completely cooled
before attempting to disconnect any of these lines).  Use the 12”- 8mm hose to reconnect
the coolant line and use the stock clamps to fasten the hose . See diagram B

6-  Place the 7”- 3mm vacuum hose on the small tube over the throttle body as seen in 
figure 5.  This small tube leads to the starting air valve (refer to diagram A).

7-  Place the 10”- 10mm vacuum hose onto the valve cover port as seen in figures 2 and 5.

8-  Place the nipple end of the cold air intake into the throttle body and semi-tighten the clamp
on the intake side.   (A) Insert filter end into the open resonator hole, (B) press the end
with two nipples into the 2 3/4” straight hose on the throttle body and tighten the clamp
to secure it, (C) Align the intake bracket to the vibra-mount bolt and make sure there
is plenty of clearance around the intake prior to fastening any clamps.  Semi-tighten the
m10 nut on the vibra-mount.  See fig. 5, 6 and 7

9-  Take the 10”- 10mm vacuum hose installed earlier on the valve cover and complete the
connection to the 1/2” nipple on the intake.  See fig. 5

10-  Now place the Injen 2 3/4” filter onto the lower end of the pipe and fasten the 
clamp tight.

11-  Make sure that the complete cold air intake system fits well and that there is no rubbing
anywhere, then continue to fasten all nuts. bolts and clamps prior to starting your engine

12- Reinstall the front bumper back to its original location and reconnect the battery terminals.

13- Congratulation! you have just completed this installation.
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