
1. Clean the area to which you wish to 
apply your LED Door Handle Lights. 
Use warm water and dish soap, 
followed by rubbing alcohol to 
ensure a strong bond to the surface. 
Refer to figure B above for placement 
instructions.

2. Find a way to feed the wires to the 
inside of the door panel. Some cars 
will have a small crevice or crack for 
the hinge of the door handle; others 
will require drilling a hole to create a 
path for the wires. For this step, it is 
important to remember that the wire 
for the LED light assembly should be 
fed upward to avoid snagging on 
fingers, and should be secured on the 
other side with tape should snagging 
occur.

3. Now that you have the power wire 
fed into your door, you will need to 
fish it through to find a power source. 
Some vehicles may require removal 
of the interior door panel to access 
the inside of the door. The black 
ground (-) wire needs to be 
connected to a clean bare metal 
surface that is grounded. You can also 
connect it directly to the negative 
post of the battery. If the wires need 
to be extended, make sure to use 
wire that is similar gauge to the 
provided wire.

4. The red positive (+) wire should be 
connected to a power source. The 
recommended way to wire is shown 
in Diagram C above. All four LED 
panels can be wired to a single 
switch. If the wires need to be 
extended, make sure to use wire that 
is similar gauge to the provided wire.

5. Repeat these steps for each door
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PLASMAGLOW LIGHTING UNIVERSAL LIGHTING

http://www.carid.com/universal-lighting/
http://www.carid.com/plasmaglow/

