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• FM Radio/AUX/Clock Modes 
• Built in FM Radio with Electric Tuning
• Up/Down Auto-scan Tuning System
• FM Coverage : 87.5-108.0MHZ
• FM Stereo/Mono Operation
• Dot Matrix LCD FM Frequency and Clock Time 

Display
• Volume/Treble/Bass Digital Control
• Mute Function
• POWER Switch and Indicator
• 3.5mm Stereo Input Jack, Easy Connection to the 

Output of Other  Audio Devices Like CD/MD/Mp3/
Ipod, etc

• Remote Control Unit 
• Mini Amplifier Suitable for 12 Volts Motorcycles/

Scooters/Boat/snowmobile/ATV/Waverunner
• 50 Watts— 2 @ 2 Ohm 10%THD
• Frequency Response 20Hz-20KHz
• S/N: >50dB
• 3 Dual weatherproof Speakers
• Channel Balance:<2dB
• FM Sensitivity:10V @ S/N 30dB
• Easy Mounting Brackets and Accessories included
• Amplifer Dimensions: 4.37H X 3.14W X 1.77D
• Speaker Dimensions: 4.46H X 4.09W X 4.09D

100 Watts Motorcycle/ATV/Snowmobile Mount MP3/Ipod Amplifier 
with Dual handle-bar Mount Weatherproof speakers W/FM Radio   PLMCA10

• Mini Amplifier Suitable for 12 Volts Motorcycles/
Scooters/Boat/snowmobile/ATV/Waverunner

• 3 Dual weatherproof Speakers
• 3.5mm/RCA Stereo Input Jack, Easy Connection to 

the Output of Other  Audio Devices Like CD/MD/Mp3/
Ipod, etc

• Volume Control
• Mute Function
• POWER Switch and Indicator

• Easy Mounting Accessories included
• Remote Control Power on/off
• 50 Watts — 2 @ 2 Ohm 10%THD
• Frequency Response 20Hz-20KHz
• S/N: >50dB
• Channel Balance:<2dB
• FM Sensitivity:10V @ S/N 30dB
• Amplifer Dimensions: 3.74H X 3.14W X 1.57D
• Speaker Dimensions: 4.46H X 4.09W X 4.09D

100 Watts Motorcycle/ATV/Snowmobile Mount Amplifier with Dual 
handle-bar Mount Weatherproof speakers w/MP3/Ipod Input   PLMCA20

• 200 Watts X 2 micro amplifier with Wire harness 
• Dual 2.25 Bullet style Wheatherproof speakers 
• Universal handlebar mount rotary volume control
• 12 Volt T-TAP

• Easy Chorome Stainless Mounting Brackets and 
Accessories included

• Speaker Dimensions : 2.5(W) x 2.5(H) x 3.75(L)
• Amplifier Dimensions : 3.25(W) x 1.25(H) x 2(L)

400 Watts Motorcycle/ATV/Snowmobile Mount Amplifier w/Dual 
handle-bar Mount Weatherproof speakers w/MP3/Ipod Input   PLMCA30

• FM Radio/AUX Modes
• Built in FM Radio Electric Auto-scan Tuning
• Up/Down Auto-scan Tuning System
• FM Coverage : 87.5-108.0MHZ
• Dot Matrix LCD FM Frequency
• Volume Digital Control
• Mute Function
• POWER On/Off Switch
• 3.5mm Stereo Input Jack, Easy Connection to the 

Output of Other Audio Devices Like CD/MD/Mp3/
Ipod, etc

• Remote Control Unit
• Mini Amplifier Suitable for 12 Volts Motorcycles/

Scooters/Boat/snowmobile/ATV/Waverunner
• 50 Watts — 2 @ 2 Ohm 10%THD
• Frequency Response 20Hz-20KHz
• S/N: >50dB
• 3 Dual weatherproof Speakers
• Channel Balance:<2dB
• FM Sensitivity:10uV @ S/N 30dB
• USB port: support USB Flash Memory
• SD slot: support 

128MB,256MB,512MB,1GB,2GB/4GB.
• Easy Mounting Brackets and Accessories included
• Amplifer Dimensions: 5.2H X 3.15W X 1.86D
• Speaker Dimensions: 4.8H X 4.13W X 4.13D

300 Watts Motorcycle/ATV/Snowmobile Mount MP3/Ipod/USB Amplifier 
with Dual handle-bar Mount Weatherproof speakers W/FM Radio   PLMCA40

• 300 Watts Total Channel Micro Amplifier with wire 
harness

• 3.5mm Stereo Input Jack, Easy Connection to the 
Output of Other  Audio Devices Like CD/MD/Mp3/
Ipod, etc.

• Dual chrome aluminum bullet style 2.25” speakers 
• Pair of clamps
• Universal handlebar mount rotary volume control

• Chorome Stainless Universal handlebar audio mount
• 12 Volt T-TAP
• USB charger & Satellite 5V plug
• Easy Chorome Stainless Mounting Brackets and 

Accessories included
• Speaker Dimensions : 2.5(W) x 2.5(H) x 3(L) 

li>Amplifier Dimensions : 3.25(W) x 1.5(H) x 2(L)

300 Watts Motorcycle/ATV/Snowmobile Mount Amplifier w/Dual handle-bar Mount 
Aluminium Diacast Weatherproof speakers w/MP3/Ipod Input and USB Charger   PLMCA60
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• 200 Watts X 2 micro amplifier with Wire harness
• Dual 2.25 Bullet style Weatherproof speakers
• Universal handlebar mount rotary volume control
• 12 Volt T-TAP
• Easy Chrome Stainless Mounting Brackets and 

Accessories included
• Environment resistance and water proof Bluetooth 

and in-line volume control console with 3.5mm Stereo 
Input Jack, Easy Connection to the Output of Other 
Audio Devices

• Works with iPhone/Smartphones, iPod/MP3 Players, 

Cell Phones, etc.
• Bluetooth 3.0 technology
• Bluetooth auto connected while power on
• Bluetooth auto disconnected while Aux-in (3.5mm 

connector)
• Bluetooth console Dimension: 1.65(W) x 0.87(H) x 

2.36(L)
• Easy and quick installed handle-bar mount bracket is 

included
• Speaker Dimensions : 2.5(W) x 2.5(H) x 3.75(L)
• Amplifier Dimensions : 3.25(W) x 1.25(H) x 2(L)

400 Watt Bluetooth Sound System for Motorcycle/ATV/Snowmobile with Weatherproof Speakers, Amplifier, 
3.5mm Input for iPod/MP3 Players, iPhones, Smartphones, Dual Handle-Bar Mount and USB Charger   PLMCA31BT

• 300 Watts x 2 Channel Micro Amplifier with wire 
harness

• 3.5mm Stereo Input Jack, Easy Connection to the 
Output of Other Audio Devices Like CD/MP3/Ipod

• Dual Chrome Aluminum Die-Cast Bullet Style 2.25 
Speakers / Strontium Magnet Structure

• Pair of Clamps
• Universal Handlebar Mount Rotary Volume Control

• Chrome Stainless Universal Handlebar Audio Mount
• 12 Volt T-TAP
• USB Charger & Satellite 5V Plug
• Easy Chrome Stainless Mounting Brackets and 

Accessories included
• Speaker Dimensions : 2.5(W) x 2.5(H) x 3(L)
• Amplifier Dimensions : 3.25(W) x 1.25(H) x 2(L)
• Sold as: Unit

600 Watts Motorcycle/ATV/Snowmobile Mount Amplifier w/Dual handle-bar Mount 
Aluminum Die -Cast Weatherproof Speakers w/MP3/Ipod Input and USB Charger   PLMCA61

• 300 Watts x 2 Channel Micro Amplifier with wire 
harness

• Dual chrome aluminum bullet style 2.25” speakers
• Pair of clamps
• Universal handlebar mount rotary volume control
• Chrome Stainless Universal handlebar audio mount
• 12 Volt T-TAP
• USB charger & Satellite 5V plug
• Easy Chrome Stainless Mounting Brackets and 

Accessories included
• Environment resistance and water proof Bluetooth 

and in-line volume control console with 3.5mm Stereo 
Input Jack, Easy Connection to the Output of Other 

Audio Devices
• Works with iPhone/Smartphones, iPod/MP3 Players, 

Cell Phones, etc.
• Bluetooth 3.0 technology
• Bluetooth auto connected while power on
• Bluetooth auto disconnected while Aux-in (3.5mm 

connector)
• Bluetooth console Dimension : 1.65(W) x 0.87(H) x 

2.36(L)
• Easy and quick installed handle-bar mount bracket is 

included
• Speaker Dimensions : 2.5(W) x 2.5(H) x 3(L)
• Amplifier Dimensions : 3.25(W) x 1.5(H) x 2(L)

600 Watt Bluetooth Sound System for Motorcycle/ATV/Snowmobile with Weatherproof Speakers, Amplifier, 
3.5mm Input for iPod/MP3 Players, iPhones, Smartphones, Dual Handle-Bar Mount and USB Charger   PLMCA62BT

• Power On / Off Switch and Mute Function
• 3.5mm Stereo / AUX Input Jack Connector Cable
• Connects your iPod/MP3 Player for Direct Audio 

Playback
• Chrome Universal Handlebar Mount Rotary Volume 

Control
• Chrome Stainless Universal Handlebar Audio Mount
• Universal 12 Volt T-TAP and Wiring Harness 

Connection
• 12 Volt Direct Plug for Compatible Motorcycles
• Chrome USB Charger Accessory Cable
• Includes All Necessary Stainless Mounting Hardware 

and AccessoriesAmplifier Specifications 150 Watt x 2 
@ 4 Ohms

• 2-Channel Micro Amplifier (300W Each Speaker 
Output)

• Built-in FM Frequency Radio with Auto-Scan Tuning
• SD Memory Card and USB Flash Readers
• Dot Matrix LCD Display
• Easy to use Touch Button Controls
• Secure Installation with Attached Mounting Brackets
• Amplifier Dimensions : 3.25(W) x 1.25(H) x 2(L)

Speaker SpecificationsIncludes (2) 2.25 Speakers
• Aluminum Die-cast Bullet Style Housings
• Kapton Voice Coils
• Comes Complete with Attached Speaker Connector 

Wires
• Speaker Dimensions : 2.5(W) x 2.5(H) x 3(L)

600 Watts Motorcycle/ATV/Snowmobile Mount 2 Channel Amplifier w/ Handlebar Mount Aluminum 
Die-cast Weatherproof Speakers w/MP3/Ipod Input, USB/SD Card Insertion and USB charger w/ FM Radio   PLMCA64
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• 12 Volt T-TAP
• iPod/MP3 Player Compatible
• Neodymium Magnet Structure
• 200 Watts X 4 Micro Amplifier with Wire Harness
• Universal Handlebar Mount Rotary Volume Control
• Easy Chrome Stainless Mounting Brackets and 

Accessories Included
• Quad Chrome 2.25 Bullet Style Weatherproof 

Speakers
• Speaker Dimensions : 2.5(W) x 2.5(H) x 3.75(L)
• Amplifier Dimensions : 3.05(W) x 1.19(H) x 5.71(L)

(4) Speakers - 800 Watt Weatherproof Speaker Kit for Motorcycle, ATV,
Snowmobile - Includes Amplifier, Handle-Bar Mounts & iPod/MP3 Input   PLMCA70

• 200 Watts X 4 Micro Amplifier with Wire Harness
• Quad Black Shiny 2.25 Bullet style Weatherproof 

speakers / Neodymium Magnet Structure
• Universal Handlebar Mount Rotary Volume Control
• 12 Volt T-TAP

• Easy Chrome Stainless Mounting Brackets and 
Accessories Included

• Speaker Dimensions : 2.5(W) x 2.5(H) x 3.75(L)
• Amplifier Dimensions : 3.05(W) x 1.19(H) x 5.71(L)
• Sold as: Unit

800 Watt Weatherproof Motorcycle/ATV/Snowmobile Amplifier System 
w/Dual Handle-Bar Mount, Speakers & iPod/MP3 Input   PLMCA76

• Power On / Off Switch and Mute Function
• 3.5mm Stereo / AUX Input Jack Connector Cable
• Connects your iPod/MP3 Player for Direct Audio 

Playback
• Chrome Universal Handlebar Mount Rotary Volume 

Control
• Chrome Stainless Universal Handlebar Audio Mount
• Universal 12 Volt T-TAP and Wiring Harness 

Connection
• 12 Volt Direct Plug for Compatible Motorcycles
• Chrome USB Charger Satellite 5V Plug Accessory 

Cable
• Includes All Necessary Stainless Mounting Hardware 

and AccessoriesAmplifier Specifications300 Watt x 
4@ 4 Ohms

• 4-Channel Micro Amplifier (300W Each Speaker 
Output)

• Secure Installation with Attached Mounting Bracket
• Amplifier Dimensions : 3.05(W) x 1.19(H) x 5.71(L)

Speaker SpecificationsIncludes (4) 3.25 Speakers
• Aluminum Die-cast Bullet Style Housings
• Neodymium Magnet Structure
• Kapton Voice Coils
• Come Complete with Attached Speaker Connector 

Wires
• Speaker Dimensions: 3.25(W) x 3.25(H) x 4.375(L)

1200 Watts Motorcycle/ATV/Snowmobile Mount Amplifier w/Dual Handle-Bar Mount 
Aluminum Diecast Weatherproof Speakers w/ iPod/MP3 Input and USB Charger   PLMCA90

• FM Radio / AUX Input
• Built In FM Radio Electric Up/Down Auto-Scan Tuning 

System
• Dot Matrix LCD FM Frequency
• Digital Volume Control & Mute Function
• Power On / Off Switch
• 4 Channel Micro Amplifier(300W of each Speaker 

Output) with Wire Harness
• 300 Watts x 2 @ 4 ohms or 150 Watts x 4 @ 4 ohms
• 3.5mm Stereo Input Jack, Easy Connection to the 

Output of Other Audio Devices Like CD/MD/Mp3/
Ipod, etc

• 3 Dual Aluminum Die-cast Bullet Speakers with 

Kapton Voice Coil
• Two Pairs of Chrome Handlebar Clamps
• Chrome Universal Handlebar Mount Rotary Volume 

Control
• Chrome Stainless Universal Handlebar Audio Mount
• 12 Volt T-TAP
• Chrome USB 5 Volt Charger
• Easy Chrome Stainless Mounting Brackets and 

Accessories Included
• Speaker Dimensions: 3.25(W) x 3.25(H) x 4.375(L)
• Amplifier Dimensions: 3.50(W) x 1.375(H) x 3(L
• Sold as: Unit

600 Watts Motorcycle/ATV/Snowmobile Mount 4 Channel Amplifier w/ Handlebar Mount Aluminum 
Die-cast Weatherproof Speakers w/MP3/Ipod Input, USB/SD Card Insertion and USB charger w/ FM Radio   PLMCA98

Motorcycle Speaker Kits
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• Chrome Bullet Style Cabinet
• 2.25 High Quality Poly Mica Cone
• Full Range Water Resistant Construction Design
• 3/4 High Temperature Voice Coil
• Neodymium Magnet Structure
• 400 Watts Rated Peak Power

• Frequency Response : 250-20K Hz
• 4 Ohm Impedance
• Pair of clamps
• Easy Chrome Stainless Mounting Brackets and 

Accessories included
• Speaker Dimensions : 2.5(W) x 2.5(H) x 3.75(L)

400 Watts Motorcycle/ATV/Snowmobile Mount w/Dual 
handle-bar Mount Weatherproof 2.25 Speakers   PLMCS32

• Black Shiny Bullet Style Cabinet
• 2.25 High Quality Poly Mica Cone
• Full Range Water Resistant Construction Design
• 3/4 High Temperature Voice Coil
• Neodymium Magnet Structure
• 400 Watts Rated Peak Power
• Frequency Response : 250-20K Hz

• 4 Ohm Impedance
• Pair of clamps
• Easy Chrome Stainless Mounting Brackets and 

Accessories included
• Speaker Dimensions : 2.5(W) x 2.5(H) x 3.75(L)
• Sold as: Pair

400 Watts Motorcycle/ATV/Snowmobile Mount w/Dual 
handle-bar Mount Weatherproof 2.25 Speakers   PLMCS36

• 4 Ohm Impedance
• Neodymium Magnet Structure
• Mounting Hardware Included
• Peak Power Output: 600 Watt
• 1 High Temperature Voice Coil
• 2.5 High Quality Poly Mica Cone

• Frequency Response: 200-20K Hz
• Aluminum Die-Cast Bullet-Style Cabinets
• Full Range Water Resistant Construction Design
• Easy Chrome Stainless Mounting Brackets and 

Accessories included
• Speaker Dimensions : 2.5(W) x 2.5(H) x 3(L)

600 Watt 2.25” Speaker Pair with Dual Handle-Bar Mounts  - Weatherproof, 
Aluminum Die-Cast Cabinets & Motorcycles, ATVs & Snowmobile Mountable   PLMCS62

• 4 Ohm Impedance
• Strontium Magnet Structure
• Mounting Hardware Included
• Peak Power Output: 600 Watt
• 1 High Temperature Voice Coil
• 2.5 High Quality Poly Mica Cone

• Frequency Response: 200-20K Hz
• Aluminum Die-Cast Bullet-Style Cabinets
• Full Range Water Resistant Construction Design
• Easy Chrome Stainless Mounting Brackets and 

Accessories included
• Speaker Dimensions : 2.5(W) x 2.5(H) x 3(L)

600 Watt 2.25” Speaker Pair with Dual Handle-Bar Mounts - Weatherproof, 
Aluminum Die-Cast Cabinets & Motorcycles, ATVs & Snowmobile Mountable   PLMCS64

• 4 Ohm Impedance
• Neodymium Magnet Structure
• Mounting Hardware Included
• Peak Power Output: 800 Watt
• 1 High Temperature Voice Coil
• 3 High Quality Poly Mica Cone

• Frequency Response: 180-20K Hz
• Aluminum Die-Cast Bullet-Style Cabinets
• Full Range Water Resistant Construction Design
• Easy Chrome Stainless Mounting Brackets and 

Accessories included
• Speaker Dimensions : 3.35(W) x 3.35(H) x 4.8(L)

800 Watt 3” Speaker Pair with Dual Handle-Bar Mounts - Weatherproof, Aluminum 
Die-Cast Cabinets & Motorcycle, ATV & Snowmobile Mountable (Pair)   PLMCS92

• 4 Ohm Impedance
• Strontium Magnet Structure
• Mounting Hardware Included
• Peak Power Output: 800 Watt
• 1 High Temperature Voice Coil
• 3 High Quality Poly Mica Cone

• Frequency Response: 180-20K Hz
• Aluminum Die-Cast Bullet-Style Cabinets
• Full Range Water Resistant Construction Design
• Easy Chrome Stainless Mounting Brackets and 

Accessories included
• Speaker Dimensions : 3.35(W) x 3.35(H) x 4.8(L)

800 Watt 3” Speaker Pair with Dual Handle-Bar Mounts - Weatherproof, Aluminum 
Die-Cast Cabinets & Motorcycle, ATV & Snowmobile Mountable (Pair)   PLMCS94

Motorcycle Speakers
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• Dual 6.5” 2-Way Stereo Marine Grade Speakers & 
Built-In 2 Channel internally Mounted Amplifier 

• 500 Watts(250w x 2) Max Power / 250 
Watts(125w x 2) RMS Power

• 3.5mm / 1/8” Stereo Audio Input Jack, Easy 
Connection to the Audio Output of External Audio 
Device (Mp3/Cell Phone / Etc) 

• Rugged Universal Heavy Duty Mounting System 
• Leather Bag Included for Cell Phone/ MP3 Players
• Plug & Play For Easy Installation
• Dimensions: 26.55” (W) x 10.35” (H) x 7.75 ”(L)

• Bluetooth 3.0 Technology
• Dual 6.5” 2-Way Stereo Marine Grade Speakers 
• Built-In 2 Channel Internally Mounted Amplifier 
• 500 Watts (250w x 2) Max Power / 250 Watts (125w x 2) 

RMS Power
• Waterproof Housing, Bluetooth Console and in-Line 

Volume Control 
• 3.5mm / 1/8” Stereo Audio Input Jack (for use with MP3 

Players, Smartphones, Cell phones, etc.) 
• Easily Connect to the Audio Output of External Audio 

Device and Stream Music 
• Automatic Bluetooth Activation with System Power On
• Automatic Bluetooth Disconnection with Aux-in Connection
• Rugged Universal Mounting Heavy Duty Speaker Housing 
• Leather Bag Included for Cell Phone/MP3 Players
• Plug & Play For Easy Installation
• Speaker Housing Dimensions: 

26.55” (W) x 10.35” (H) x 7.75 ”(L)
• Bluetooth Console Dimension : 

1.65’’(W) x 0.87’’(H) x 2.36’’(L)

• 400 Watts X 2 channel micro amplifier built in the 
speaker enclosure with Wire harness

• Pair of handlebar Mounting clamps
Chrome stainless universal handlebar audio mount 
Easy Chrome Stainless Mounting Brackets and 
Accessories included 

• Environment resistance and water proof Bluetooth 
and in-line volume control console with 3.5mm Stereo 
Input Jack, Easy Connection to the Output of Other 
Audio 

• Devices
• Works with iPhone/Smartphones, iPod/MP3 Players, 

Cell Phones, etc.

• 3” Chromed Plastic Bullet Speaker with Supreme 
High Temperature Voice Coil 

• Strontium Magnet Structure
• Bluetooth 3.0 technology 

Bluetooth auto connected while power on  
Bluetooth auto disconnected while Aux-in (3.5mm 
connector) 

• Easy and quick installed handle-bar mount bracket is 
included 

• Speaker Dimension: 4.21’(W) x 4.21’’(H) x 4.61’’(L)
• Bluetooth console Dimension: 2.09’’(W) x 0.83’’(H) x 

3.17’’(L)

500 Watts ATV/UTV/Jet Ski/Snowmobile Waterproof Powered Sound System w/ 6.5” 2-way Stereo 
Marine Speakers & Built in Leather Case suitable for MP3, Mobile Phone, & Aux 3.5mm Devices   

800 Watts Motorcycle/ATV/Snowmobile Mount with Dual Handle-bar Mount Chromed Weather-
proof 3-Inch Speakers w/Amplifier Built-In W/Bluetooth In-Line Control for iPod/MP3 PlayersPLATVB84A

• FM Radio/AUX/Clock Modes 
• Built in FM Radio with Electric Tuning 
• Up/Down Auto-scan Tuning System 
• FM Coverage : 87.5-108.0MHZ 
• FM Stereo/Mono Operation 
• Dot Matrix LCD FM Frequency and Clock Time 

Display 
• Volume/Treble/Bass Digital Control 
• Mute Function 
• POWER Switch and Indicator 
• 3.5mm Stereo Input Jack, Easy Connection to the 

Output of Other Audio Devices Like CD/MD/Mp3/
Ipod, etc 

• Remote Control Unit 
• Mini Amplifier Suitable for 12 Volts Motorcycles/

Scooters/Boat/snowmobile/ATV/Waverunner 
• 50 Watts — 2 @ 2 Ohm 10%THD 
• Frequency Response 20Hz-20KHz 
• S/N: >50dB 
• 3 Dual weatherproof Speakers 
• Channel Balance:<2dB 
• FM Sensitivity: 10V @ S/N 30dB 
• Easy Mounting Brackets and Accessories included 
• Amplifer Dimensions: 4.37H X 3.14W X 1.77D 
• Speaker Dimensions: 4.46H X 4.09W X 4.09D

100 Watt Motorcycle/ATV/Snowmobile/Golf Cart Mount Speakers w/MP3/iPod Stereo Input (Black)PLATV18A

• FM Radio/AUX/Clock Modes 
• Built in FM Radio with Electric Tuning 
• Up/Down Auto-scan Tuning System 
• FM Coverage : 87.5-108.0MHZ 
• FM Stereo/Mono Operation 
• Dot Matrix LCD FM Frequency and Clock Time 

Display 
• Volume/Treble/Bass Digital Control 
• Mute Function 
• POWER Switch and Indicator 
• 3.5mm Stereo Input Jack, Easy Connection to the 

Output of Other Audio Devices Like CD/MD/Mp3/
Ipod, etc 

• Remote Control Unit 
• Mini Amplifier Suitable for 12 Volts Motorcycles/

Scooters/Boat/snowmobile/ATV/Waverunner 
• 50 Watts — 2 @ 2 Ohm 10%THD 
• Frequency Response 20Hz-20KHz 
• S/N: >50dB 
• 3 Dual weatherproof Speakers 
• Channel Balance:<2dB 
• FM Sensitivity: 10V @ S/N 30dB 
• Easy Mounting Brackets and Accessories included 
• Amplifer Dimensions: 4.37H X 3.14W X 1.77D 
• Speaker Dimensions: 4.46H X 4.09W X 4.09D

100 Watt Motorcycle/ATV/Snowmobile Mount Speakers w/MP3/iPod Stereo Input (White)PLGLF18A

PLATV550BTPLATV520
*Bluetooth Model  

Motorcycle Speaker Kits
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800 Watts Motorcycle/ATV/Snowmobile Mount with Dual Handle-bar Mount Chromed Weather-
proof 3-Inch Speakers w/Amplifier Built-In W/Bluetooth In-Line Control for iPod/MP3 Players

Marine Receivers

• In-Dash Marine CD/MP3 Player 
• Anti-Theft Full Detachable Front Panel 
• AM/FM MPX Electronic Tuning Receiver 
• USA Tuner 
• MP3/CD-R/CDRW Compatible 
• Full Function Wired Remote Control 
• Digital Compact Disc Player 
• Bit D/A Converter 
• 3-Beam Laser Tracking 
• 8 x Oversampling 
• Anti-Skip Mechanism 
• Auto Power Loading 
• Minute, Second Track Display 

• Auxiliary Input Function 
• Dual RCA 
• 30 Station Memory (18FM/12AM) 
• Full Function LCD Display
• Auto Best Station Memory 
• Loudness Mute Button 
• Subwoofer Output 
• PCB & Front Panel w Conformal & UV Coating 
• Full Illumination & Carry Case 
• ISO/DIN Chassis 
• 4x60 Watts Maximum Total Output 
• Chassis Dimensions: 7W x 7D x 1.96H

AM/FM-MPX In-Dash Marine CD/MP3 Player w/Full Face Detachable Panel with Wired RemotePLCD15MR

• In-Dash Marine CD/MP3 Player 
• Anti-Theft Detachable Face 
• AM/ FM/ MPX Tuning Receiver (USA) 
• CD/ CDR/ CDRW/ MP3/WMA Compatible 
• Full Function Wireless Remote Control 
• 3 Beam Laser Tracking 
• 8 x Oversampling 
• Anti-Skip Mechanism 
• Auto Power Loading 
• Auxiliary Input on Face Plate

• Minute/ Second Track Display 
• 24 Station Memory 
• Full Function LCD Display 
• Auto Best Station Memory 
• Full Illumination Carrying Case 
• Pair of 5.25 Waterproof Speakers 
• Splash Proof Radio Housing 
• Transparent Smoke Tint Face Cover 
• 4 x 25 Watts Maximum Total Output 
• Chassis Dimensions: 7 W x 7 D x 1.96 H

Waterproof Marine CD/MP3 Player Receiver w/5.25 Speakers & Splash Proof Radio CoverPLCD11MRKT

• In-Dash Marine CD/MP3 Player 
• Anti-Theft Detachable Face 
• AM/ FM/ MPX Electronic Tuning Receiver (USA) 
• CD/ CDR/ CDRW/ MP3/WMA Compatible 
• Full Function Wireless Remote Control 
• 3 Beam Laser Tracking 
• 8 x Oversampling 
• Anti-Skip Mechanism 
• Auto Power Loading 
• Minute/ Second Track Display 

• 25 Station Memory 
• Full Function LCD Display 
• Auto Best Station Memory 
• Full Illumination Carrying Case 
• Pair of 5.25 Waterproof Speakers 
• Auxiliary Input on Face Plate 
• Splash Proof Radio Housing 
• Transparent Smoke Tint Face Cover 
• 4 x 25 Watts Maximum Total Output 
• Chassis Dimension: 7 W x 7 D x 1.96H

Waterproof Marine CD/MP3 Player Receiver w/ Speaker & Splash Proof Radio CoverPLCD14MRKT

• In-Dash Marine CD/MP3 Player 
• PLL Synthesizer Stereo Radio 
• AM/FM MPX Electronic Tuning Receiver 
• Program CD Tracks 
• Full Function Wireless Remote Control 
• Digital Compact Disc Player 
• Bit D/A Converter 
• 3-Beam Laser Tracking 
• 8x Oversampling 
• Anti-Skip Mechanism 
• Auto Power Loading 

• Auxiliary Input Function 
• USB & SD Card Function 
• Minute, Second Track Display 
• 30 Station Memory (18FM/12AM) 
• Full Function LCD Display 
• Auto Best Station Memory 
• Loudness Mute Button 
• Full Illumination Carrying Case 
• 4 x 50 Watts Maximum Total Output 
• Chassis Dimensions: 7W x 7D x 1.96H

AM/FM-MPX IN-Dash Marine CD/MP3 Player/USB & SD Card Function (Black Color)PLCD33MR

• In-Dash Marine CD/MP3 Player 
• PLL Synthesizer Stereo Radio 
• AM/FM MPX Electronic Tuning Receiver 
• Program CD Tracks 
• Built-in Weatherband 
• Full Function Wireless Remote Control 
• Digital Compact Disc Player 
• Bit D/A Converter 
• 3-Beam Laser Tracking 
• 8x Oversampling 
• Anti-Skip Mechanism 

• Auto Power Loading 
• Auxiliary Input Function 
• USB & SD Card Function 
• Minute, Second Track Display 
• 30 Station Memory (18FM/12AM) 
• Full Function LCD Display 
• Auto Best Station Memory 
• Loudness Mute Button 
• Full Illumination Carrying Case 
• 4 x 50 Watts Maximum Total Output 
• Chassis Dimensions: 7W x 7D x 1.96H

AM/FM-MPX IN-Dash Marine CD/MP3 Player/Weatherband/USB & SD Card FunctionPLCD34MRW
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• In-Dash Marine CD/MP3 Player 
• PLL Synthesizer Stereo Radio 
• AM/FM MPX Electronic Tuning Receiver 
• Program CD Tracks 
• Full Function Wireless Remote Control 
• Digital Compact Disc Player 
• Bit D/A Converter 
• 3-Beam Laser Tracking 
• 8x Oversampling 
• Anti-Skip Mechanism 
• Auto Power Loading 

• Auxiliary Input Function 
• USB & SD Card Function 
• Minute, Second Track Display 
• 30 Station Memory (18FM/12AM) 
• Full Function LCD Display 
• Auto Best Station Memory 
• Loudness Mute Button 
• Full Illumination Carrying Case 
• 4 x 50 Watts Maximum Total Output 
• Chassis Dimensions: 7W x 7D x 1.96H

AM/FM-MPX IN-Dash Marine CD/MP3 Player/USB & SD Card FunctionPLCD35MR

• In-Dash Marine CD/MP3 Player 
• PLL Synthesizer Stereo Radio 
• AM/FM MPX Electronic Tuning Receiver 
• Program CD Tracks 
• Built-in Weatherband 
• Full Function Wireless Remote Control 
• Digital Compact Disc Player 
• Bit D/A Converter 
• 3-Beam Laser Tracking 
• 8x Oversampling 
• Anti-Skip Mechanism 

• Auto Power Loading 
• Auxiliary Input Function 
• USB & SD Card Function 
• Minute, Second Track Display 
• 30 Station Memory (18FM/12AM) 
• Full Function LCD Display 
• Auto Best Station Memory 
• Loudness Mute Button 
• Full Illumination Carrying Case 
• 4 x 50 Watts Maximum Total Output 
• Chassis Dimensions: 7W x 7D x 1.96H

AM/FM-MPX IN-Dash Marine CD/MP3 Player/Weatherband/USB & SD Card FunctionPLCD36MRW

• 8x Oversampling
• Bit D/A Converter
• Program CD Tracks
• Auto Power Loading
• Anti-Skip Mechanism
• Loudness Mute Button
• 3-Beam Laser Tracking
• Full Function LCD Display
• Digital Compact Disc Player
• PLL Synthesizer Stereo Radio

• Minute, Second Track Display
• Auto Station Memory Function
• CD-R & CD-RW Disc Compatible
• 30 Station Memory (18FM/12AM)
• USB, SD & Auxiliary Input Functions
• 4 x 40 Watts Maximum Total Output
• Full Function Wireless Remote Control
• AM/FM MPX Electronic Tuning Receiver
• Chassis Dimensions: 7.0 W x 7.0 D x 1.96 H

AM/FM-MPX IN -Dash Marine CD/MP3 Player/USB & SD Card FunctionPLCD3MR
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• In-Dash Marine CD/MP3 Player 
• PLL Synthesizer Stereo Radio 
• AM/FM MPX Electronic Tuning Receiver 
• Program CD Tracks 
• Full Function Wireless Remote Control 
• Digital Compact Disc Player 
• Bit D/A Converter 
• 3-Beam Laser Tracking 
• 8x Oversampling 
• Anti-Skip Mechanism 
• Auto Power Loading 
• Auxiliary Input Function 

• USB & SD Card Function 
• Minute, Second Track Display 
• 30 Station Memory (18FM/12AM) 
• Full Function LCD Display 
• Auto Best Station Memory 
• Loudness Mute Button 
• Full Illumination Carrying Case 
• 4 x 50 Watts Maximum Total Output 
• Chassis Dimensions: 7W x 7D x 1.96H 
• 2 Pairs 150 Watts 6.5 2 Way White Marine Speakers
• Complete with Wires Mounting Hardware 
• White Water Resistant Radio Shield

Complete Marine Water Proof 4 Speaker CD/USB/Mp3/Combo w/ Stereo Cover (Black)PLCD4MRKT

• With Built-in 2.0 Bluetooth Technology you can stream 
audio directly from your hand-held A2DP bluetooth 
enabled device with crystal clear wireless perfor-
mance (iPhone, Droid, Blackberry, Tablets, Etc.)

• AM/FM MPX PLL Sythesizer Stereo Tuner
• CD/CDR/CD-RW Compatible
• Full Size USB Port & SD/MMC Card port for MP3/

WMA Digital Music file playback
• Digital Volume/Balance/Bass/Treble & Fader Control

• 30 Station Pre-Set Memory 18FM/12AM
• Front Auxiliary 3.5mm / 1/8 Input jack (Direct 

headphone input from a portable MP3/CD/ipod/etc)
• Fold-Down Anti-Theft Detachable Face Plate
• Full Function Wireless Remote Control
• Seek/Scan Function
• Blue Illumination with LCD Digital Display & ID3 Tag
• 240 watt total output (60w x 4)
• Dimensions: 7W x 4.72D x 1.98H

AM/FM Marine In-Dash Fold Down Detachable Face Radio w/CD/MP3/
USB/SD/AUX Input with Bluetooth Wireless Technology   PLCD5MRBTS

• In-Dash Marine CD Player 
• Anti-Theft Detachable Face 
• AM/FM/ MPX Tuning Receiver (USA) 
• CD/CDR/CDRW/ Compatible 
• Full Function Wireless Remote Control 
• 3 Beam Laser Tracking 
• 8 X Oversampling 
• Ant-Skip Mechanism 
• Auto Power Loading 
• Auxiliary Input On Face Plate 

• Minute/ Second Track Display 
• 24 Station Memory 
• Full Function LCD Display 
• Auto Best Station Memory 
• Full Illumination Carrying Case 
• 2 Pairs Of 5.25 Waterproof Speakers 
• Splash Proof Radio Housing 
• Transparent Smoke Tint Cover Face 
• 4 X 50 Watts Maximum Total Output 
• Chassis Dimensions: 7W X 7D X 1.96H

Waterproof Marine AM/FM/CD Player Receiver W/ 4 X 
5.25 Speakers & Splash Proof Radio Cover (White)   PLCD6MRKT

• In-Dash Marine CD Player 
• Anti-Theft Detachable Face 
• AM/FM/ MPX Tuning Receiver (USA) 
• CD/CDR?CDRW/WMA Compatible 
• Full Function Wireless Remote Control 
• 3 Beam Laser Tracking 
• 8 X Oversampling 
• Ant-Skip Mechanism 
• Auto Power Loading 
• Auxiliary Input On Face Plate 

• Minute/ Second Track Display 
• 24 Station Memory 
• Full Function LCD Display 
• Auto Best Station Memory 
• Full Illumination Carrying Case 
• 2 Pairs Of 5.25 Waterproof Speakers 
• Transparent Smoke Tint Cover Face 
• 4 X 25 Watts Maximum Total Output 
• Chassis Dimensions: 7W X 7D X 1.96H

Waterproof Marine AM/FM/CD Player Receiver W/ 4 X 5.25 
Speakers & Splash Proof Radio Cover (Black)   PLCD7MRKT

• In-Dash Marine CD/MP3 Player 
• PLL Synthesizer Stereo Radio 
• AM/FM MPX Electronic Tuning Receiver 
• Program CD Tracks 
• Full Function Wireless Remote Control 
• Digital Compact Disc Player 
• Bit D/A Converter 
• 3-Beam Laser Tracking 
• 8x Oversampling 
• Anti-Skip Mechanism 
• Auto Power Loading 
• Auxiliary Input Function 
• USB & SD Card Function 

• Minute, Second Track Display 
• 30 Station Memory (18FM/12AM) 
• Full Function LCD Display 
• Auto Best Station Memory 
• Loudness Mute Button 
• Full Illumination Display
• 4 x 50 Watts Maximum Total Output 
• Chassis Dimensions: 7W x 7D x 1.96H 
• 2 Pairs 120 Watts 6.5 2 Way White Marine Speakers
• Complete with Wires Mounting Hardware 
• Mounting Depth: 2.5 
• White Water Resistant Radio Shield

Complete Marine Water Proof 4 Speaker CD/USB/Mp3/Combo w/ Stereo Cover (White)PLCD8MRKT
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• CD-DA/CD-R/RW Ready
• MP3,WMA with ID3-TAG Display
• Splash-proof to IPX5 standards 
• Watertight Flip-down Front panel 
• AM/FM MPX Electronic Tuning Receiver 
• USA - EURO Tuner
• Designed to withstand salt and UV exposure with 

conformal-coated PCB
• 18 FM/ 12 AM Presets Memory Station
• Digital Compact Disc Player 
• 3-Beam Laser Tracking 
• 8 x Over-sampling 

• Anti-Skip Mechanism 
• Auto Power Loading 
• Minute, Second Track Display
• BBE MP for Compressed Audio Sound Improvement
• 4 x 90 Watts (360 watts total) 
• 2 Channel 2 Volt RCA Line output
• Full Function LCD Display 
• Auto Best Station Memory 
• Loudness Mute Button 
• Built-in IR Eye
• Remote Included

1.5-Din AM/FM Receiver / CD/CDR/MP3/AM-FM Marine Grade PlayerPLCDMR97

• DVD/VCD/MPEG4/CD/CD-R/CDRW Compatible 
• Slide Down Detachable Face 
• Treble/Bass/Balance/Fader/Encoder/Volume 
• PLL Synthesizer Tuner 
• Marine Coded 
• Auto Store / Preset Scan 
• AM/FM 2 Band Radio 
• 30 Station Memory (18FM / 12AM) 
• Built-In 3 (16:9) TFT Color Monitor 
• PAL / NTSC Color 
• On Screen Display Title/Time/Chapter/Subtitle Angle 
• Anti-Shock Mechanism 
• ESP Function 
• Mute Control 

• RCA Line Out 
• Selectable View Angle 
• A/V Input A/V Output 
• Remote Control 
• Rear Camera Output 
• 240 Watts (4 x 60 W) 
• Last Position Memory 
• Dual Zone Function 
• Telephone Mute Hands Free Function 
• Full Function Remote Control 
• Weather Band 
• Digital Audio Output 
• Marine Stereo Cover Included

In-Dash Marine CD/DVD Receiver with 3 Built In MonitorPLDMR3U

• DVD-Video/DVD±R/DVD±RW/CD-DA/CD-R/RW 
• MP3, WMA with ID3-TAG Display
• Splash-proof to IPX5 standards
• Watertight Flip-down Front panel
• AM/FM MPX Electronic Tuning Receiver 
• USA - EURO Tuner
• Designed to withstand salt and UV exposure with 

conformal-coated PCB 
• 18 FM/ 12 AM Presets Memory Station
• 24-Bit D/A Converter
• Digital Compact Disc Player 
• 3-Beam Laser Tracking 
• 8 x Over-sampling 

• Anti-Skip Mechanism 
• Auto Power Loading 
• Minute, Second Track Display
• BBE MP for Compressed Audio Sound Improvement
• 4 X 90 Watts ( 360 watts total) 
• 2 Channel 2 Volt RCA Line output
• RCA Video Output
• Full Function LCD Display 
• Auto Best Station Memory 
• Loudness Mute Button 
• Built-in IR Eye
• Remote Included

1.5-Din AM/FM Receiver / CD/DVD/MP3/AM-FM Marine Grade PlayerPLDMR87

• AM/FM-MPX PLL Tuning
• USB Slot &SD/MMC Card Port For MP3/WMA Music 

File Playback
• Encoding.Volume,Balance,Bass,Treble&Fader 

Control
• 30 Station Memory:18FM/12AM
• Front Auxiliary Input Jack
• Fold-Down Detachable Panel
• Full Function Remote Control

• Seek/Scan Function
• ISO Connector
• ID3 Tag
• AM Frequency Ranges:350-1710 KHz
• FM Frequency Range:87.5-107.9 MHz
• 4X60 Watts Maximum Power Output
• Bluetooth Function
• Dimensions: 7W x 4.72D x 1.96H

AM/FM-MPX In-Dash Marine Detachable Face Radio w/SD/MMC/
USB Player & Bluetooth Wireless Technology   PLMR17BTB

• AM/FM-MPX PLL Tuning
• USB Slot &SD/MMC Card Port For MP3/WMA Music 

File Playback
• Encoding.Volume,Balance,Bass,Treble & Fader 

Control
• 30 Station Memory:18FM/12AM
• Front Auxiliary Input Jack
• Fold-Down Detachable Panel
• Full Function Remote Control
• Seek/Scan Function

• ISO Connector
• ID3 Tag
• AM Frequency Ranges:350-1710 KHz
• FM Frequency Range:87.5-107.9 MHz
• 4X60 Watts Max Power Output
• With Bluetooth
• Dimensions:7”(W) x 4.72”(D) x 1.96”(H)
• Color: Silver
• Bluetooth connection code 0000

AM/FM-MPX In-Dash Marine Detachable Face Radio w/SD/MMC/
USB Player & Bluetooth Wireless Technology   PLMR17BTS
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1.5-Din AM/FM Receiver / CD/DVD/MP3/AM-FM Marine Grade Player   

• AM / FM -MPX PLL Tuning Radio
• 30 Station Memory
• Dot Matrix LCD Display 
• Encoder Volume ,Bass ,Treble, Balance ,Fader 

Control 
• Power output 4 x 50 Watts 
• 2 Channel RCA Line Out 

• USB Interface (Decode MP3 WMA ) 
• SD/MMC Slot 
• Aux Input 
• Remote Control 
• Marine Coating 
• Blue Illumination 
• Dimensions: 7.0”W X 6.29”D X 1.9”H

AM/FM-MPX PLL Tuning Radio w/SD/MMC & USB   PLMR18

• AM / FM -MPX PLL Tuning Radio 
• 30 Station Memory 
• Dot Matrix LCD Display 
• Volume ,Bass ,Treble, Balance ,Fader Control 
• Power output 4 x 50 Watts 
• 2 Channel RCA Line Out 
• USB Interface (Decode MP3 WMA) 

• SD/MMC Slot 
• Aux Input 
• Remote Control 
• Marine Coating 
• Blue Illumination 
• Weather Band 
• Dimensions: 7.0”W X 6.29”D X 1.9”H

AM/FM-MPX PLL Tuning Radio w/SD/MMC/USB & Weather BandPLMR19W

• Balanced Microphone Input 
• Low Level (RCA Type) Inputs for CH1-4 
• 4-Channel Output 
• Variable Low Pass/Fixed High Pass Crossovers on 

CH1-4 
• Variable 0-+18db Bass Boost on CH1/2 and CH3/4 

• Input Sensitivity Selector 
• Variable Input Gain On CH1-4 
• Can Be Used with 2CH or 4CH Audio Input Source 
• Waterproof, Hardwired Input/Output and Power 

Cables 
• Dimensions: 8-5/8W x 6D x 2-1/8H

Marine Public Address System ControllerPLMR20PA

• AM/FM-MPX PLL Tuning Dual-Band Radio
• USB Slot & SD Card Port for MP3/WMA Music Files 

Playback
• Volume, Balance, Balance, Bass, Treble & Fader 

Control
• 30 Station Memory: 18FM/12AM
• ID3 Tag Readout with Relevant Track Info

• LCD Digital Backlit Display
• AM Frequency Ranges: 530-1710 KHz
• FM Frequency Range: 87.5-107.9 MHz
• 4 x 60 Watts Maximum Power Output
• ISO Connector
• Dimensions: 7(W) x 4.25(D) x 1.97(H)

Marine In-Dash Receiver with AM/FM Radio, AUX Input for iPod/
MP3 Players & SD/USB Memory Readers   PLMR20W

• Electronic Volume/Bass/Treble/Fader/Balance Control 
• Digital Green LCD Display Panel 
• RCA Line Output 
• Mute/Clock 
• Seek/Scan Function 
• 30 Radio Preset Station Memory 18FM-12AM 
• EQ Preset (Flat,Classic,Rock,Pop) 
• USB/SD/MMC MP3 Player 

• Front Aux Input 
• 160 Watts Total Output (4 X 40 Watts) 
• One pair RCA Line out
• AM Frequency Range: 530~1710kHz 
• FM Frequency Range: 87.5~107.9MHz 
• Wireless Remote control 
• Dimensions: 7W x 4.72D x 1.96H

AM/FM-MPX Electronic Tunning Radio w/USB/SD/MMC (BLACK COLOR UNIT)PLMR86B

• Electronic Volume/Bass/Treble/Fader/Balance Control 
• Digital Green LCD Display Panel
• Built-in Weatherband
• RCA Line Output 
• Mute/Clock 
• Seek/Scan Function 
• 30 Radio Preset Station Memory 18FM-12AM 
• EQ Preset (Flat,Classic,Rock,Pop) 

• USB/SD/MMC MP3 Player 
• Front Aux Input 
• 160 Watts Total Output (4 X 50 Watts) 
• One pair RCA Line out
• AM Frequency Range: 530~1710kHz 
• FM Frequency Range: 87.5~107.9MHz 
• Wireless Remote control 
• Dimensions: 7W x 4.72D x 1.96H

AM/FM-MPX IN-Dash Marine MP3 Player/Weatherband/USB & SD Card Function (Black)PLMR87WB
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• Electronic Volume/Bass/Treble/Fader/Balance Control 
• Digital Green LCD Display Panel 
• RCA Line Output 
• Mute/Clock 
• Seek/Scan Function 
• 30 Radio Preset Station Memory 18FM-12AM 
• EQ Preset (Flat,Classic,Rock,Pop) 
• USB/SD/MMC MP3 Player 

• Front Aux Input 
• 160 Watts Total Output (4 X 40 Watts) 
• One pair RCA Line out
• AM Frequency Range: 530~1710kHz 
• FM Frequency Range: 87.5~107.9MHz 
• Wireless Remote control 
• Dimensions: 7W x 4.72D x 1.96H

AM/FM-MPX IN-Dash Marine MP3 Player/USB & SD Card FunctionPLMR88W

• Electronic Volume/Bass/Treble/Fader/Balance Control 
• Digital Green LCD Display Panel
• Built-in Weatherband
• RCA Line Output 
• Mute/Clock 
• Seek/Scan Function 
• 30 Radio Preset Station Memory 18FM-12AM 
• EQ Preset (Flat,Classic,Rock,Pop) 

• USB/SD/MMC MP3 Player 
• Front Aux Input 
• 160 Watts Total Output (4 X 40 Watts) 
• One pair RCA Line out
• AM Frequency Range: 530~1710kHz 
• FM Frequency Range: 87.5~107.9MHz 
• Wireless Remote control 
• Dimensions: 7W x 4.72D x 1.96H

AM/FM-MPX IN-Dash Marine MP3 Player/Weatherband/USB & SD Card FunctionPLMR89WW

• Protects Your Stereo From The Elements 
• Smoke Colored Housing Window 
• Spring Loaded Flip-Up Door 
• Support Shelf In Rear Of Housing For Radio

• UV Resistant Plastic 
• Black Base Color 
• Mounting Gasket Included
• Dimensions: 9” W x 1.95” D x 4.10”H

Black Water Resistant Radio Shield   PLMRCB1

• Universal Marine Stereo Housing 
• Protect your Stereo from Harsh Marine Environment 
• Includes a 2 Position Hinged Front Door 
• Sealed with a Neoprene Gasket 
• Accommodate Dual Post/ Removable & DIN Style 

Stereos 
• Fits Din Style or Removable Stereos 
• U shaped Mounting Bracket for Deck or Overhead 

Installation 
• Stainless Steel Mounting Hardware 
• Polycarbonate Bracket 
• Support Shelf for Radio in Rear of Housing 
• Pre-Wired Power(3 Wire), Speaker (8 Wire), RCA (2 

Wire), Antenna
• UV Resistant Plastic 
• Dimensions: 4(H) x 9.1/8(W)x 1/2(D)

Universal Marine Stereo Housing w/Full Chassis Wired Casing (Black)PLMRCB3

• Protects Your Stereo From The Elements 
• Smoke Colored Housing Window 
• Spring Loaded Flip-Up Door 
• Support Shelf In Rear Of Housing For Radio 

• UV Resistant Plastic 
• White Base Color 
• Mounting Gasket Included
• Dimensions: 9” W x 1.95” D x 4.10”H

White Water Resistant Radio ShieldPLMRCW1
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• Protects Your Stereo From The Elements 
• Smoke Colored Housing Window 
• Spring Loaded Slide-up Door 
• Support Shelf In Rear Of Housing For Radio 

• UV Resistant Plastic 
• White Base Color 
• Mounting Gasket Included
• Dimensions: 9.5” W x 1”Outside(4.5Overall) D x 4H

White Water Resistant Radio ShieldPLMRCW2

• Universal Marine Stereo Housing 
• Protect your Stereo from Harsh Marine Environment 
• Includes a 2 Position Hinged Front Door 
• Sealed with a Neoprene Gasket 
• Accommodate Dual Post/ Removable & DIN Style 

Stereos 
• Fits Din Style or Removable Stereos 
• U shaped Mounting Bracket for Deck or Overhead 

Installation 
• Stainless Steel Mounting Hardware 
• Polycarbonate Bracket 
• Support Shelf for Radio in Rear of Housing 
• Pre-Wired Power(3 Wire), Speaker (8 Wire), RCA (2 

Wire), Antenna
• UV Resistant Plastic 
• Dimensions: 4(H) x 9.1/8(W)x 1/2(D)

Universal Marine Stereo Housing w/Full Chassis Wired Casing (White)PLMRCW3

• AM/FM-MPX IN -Dash Marine CD/MP3 Player/USB & 
SD Card Function

• In-Dash Marine CD/MP3 Player 
• PLL Synthesizer Stereo Radio 
• AM/FM MPX Electronic Tuning Receiver 
• Program CD Tracks 
• Full Function Wireless Remote Control 
• Digital Compact Disc Player 
• Bit D/A Converter 
• 3-Beam Laser Tracking 
• 8x Oversampling 
• Anti-Skip Mechanism 
• Auto Power Loading 
• Auxiliary Input Function 

• USB & SD Card Function 
• Minute, Second Track Display 
• 30 Station Memory (18FM/12AM) 
• Full Function LCD Display 
• Auto Best Station Memory 
• Loudness Mute Button 
• Full Illumination Carrying Case 
• 4 x 25 Watts Maximum Total Output 
• Chassis Dimensions: 7W x 7D x 1.96H 
• 6.5 Dual Cone Full-Range Speakers 
• White Water Resistant Radio Shield
• USB Drive: Easy plug and play installation, no 

external power required

Complete Marine Water Proof 4 Speaker CD/USB/Mp3/Combo 
6.5Speakers w/ Stereo Cover And USB Drive (Black)   PLMRKIT109

• AM/FM-MPX PLL Tuning Radio
• LCD Display
• Volume/Bass/Treble/Fader Control
• 30 Station Memory
• Power Output 4 x 50 Watts
• 2 Channel RCA Linea Out
• USB Interface (Decode MP3 WMA)

• SD/MMC Slot
• AUX Input
• Remote Control
• Marine Coating 
• Blue Illumination
• Clock Function 
• 5.25” Speaker System

IN-Dash marine AM/FM PLL Tuning Radio w/ USB/SD/MMC ReaderPLMRKT12BK

• AM/FM-MPX PLL Tuning Radio
• LCD Display
• Volume/Bass/Treble/Balance/Fader Control
• 30 Station Memory
• Power Output 4 x 50 Watts
• 2 Channel RCA Line Out
• USB Interface (Decode MP3 WMA)

• SD/MMC Slot
• Aux Input
• Remote Control Marine COating
• Blue Illumination 
• Clock Function
• 6.5” Speaker System
• Weather Band Function

In-Dash Marine AM/FM PLL Tuning Radio w/ USB/SD/MMC ReaderPLMRKT13BK

• AM/FM-MPX PLL Tuning Radio
• LCD Display
• Volume/Bass/Treble/Balance/Fader Control
• 30 Station Memory
• Power Output 4 x 50 Watts
• 2 Channel RCA Line Out
• USB Interface (Decode MP3 WMA)

• SD/MMC Slot
• Aux Input
• Remote Control Marine COating
• Blue Illumination 
• Clock Function
• 2 Pairs of 6.5” Speakers System
• Weather Band Function

In-Dash Marine AM/FM PLL Tuning Radio w/ USB/SD/MMC ReaderPLMRKT14BK
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• AM/FM-MPX PLL Tuning Radio
• LCD Display
• Volume/Bass/Treble/Balance/Fader Control
• 30 station Memory
• Power Output 4 x 50 Watts
• 2 Channel RCA Line Out
• USB Interbase (decode MP2 WMA)

• SD/MMC Slot
• AUX Input
• Remote Control
• Marine Coating
• Blue Illumination
• CLock Function
• 5.25” Speaker System

In-Dash Marine AM/FM PLL Tuning Radio w/ USB/SD/MMC ReaderPLMRKT32WT

• AM/FM-MPX PLL Tuning Radio
• LCD Display
• Volume/Bass/Treble/Balnce/Fader Control
• 30 Station Memory
• Power Output 4 x 50 Watts
• 2 Channel RCA Line Out
• USB Interface (Decode MP3 WMA)
• SD/MMC Slot

• AUX Input
• Remote Input
• Marine Coating
• Blue Illumination
• Clock Function
• 6.5” Speaker System
• Weather Band Function

In-Dash Marine AM/FM PLL Tuning Radio w/ USB/SD/MMC ReaderPLMRKT33WT

• AM/FM-MPX PLL Tuning Radio
• LCD Display
• Volume/Bass/Treble/Balance/Fader Control
• 30 Station Memory
• Power Output 4 x 50 Watts
• 2 Channel RCA Line Out
• USB Interface (Decode MP3 WMA)

• SD/MMC Slot
• Aux Input
• Remote Control Marine COating
• Blue Illumination 
• Clock Function
• 2 Pairs of 6.5” Speakers System
• Weather Band Function

In-Dash Marine AM/FM PLL Tuning Radio w/ USB/SD/MMC ReaderPLMRKT34WT

• 7 High Resolution Color TFT/LCD Monitor
• IPX-7 Waterproof Protection for Up To 3.3 Feet Deep
• Soft Touch Control Button Layout
• 3 Source Selectable RCA Video Input with Individual 

Source DC Triggered Activation
• Marine Grade Water Resistant White Colored Durable 

Coated Housing
• Intergraded Anti Glare Visor Designed For Maximum 

Visibility

• Universal U Shaped Stand with Rotatable Angle 
Adjustment & Position Tensioner

• PAL/NTSC Automatic Compatible
• Resolution: 800 x 400
• OSD Menu Control (Color, Contrast, & Brightness)
• Full Function Wireless IR Remote Control
• Power Source DC 12-24 Volt Compatible
• Monitor Dimension:4.76H x 7.08W x 0.91D
• Monitor & Visor Dimension:5.53H x 7.51W x 5.19D

Marine Grade Water Proof IPX7 7’’ LCD Wide-Screen Monitor with 
Anti-Glare Shield & Universal Stand (White Color)   PLMRM71W

• 7 High Resolution Color TFT/LCD Monitor
• IPX-7 Waterproof Protection for Up To 3.3 Feet Deep
• Soft Touch Control Button Layout
• 3 Source Selectable RCA Video Input With Individual 

Source DC Triggered Activation
• Marine Grade Water Resistant White Colored Durable 

Coated Housing
• Intergraded Anti Glare Visor Designed For Maximum 

Visibility

• Universal U Shaped Stand with Rotatable Angle 
Adjustment & Position Tensioner

• PAL/NTSC Automatic Compatible
• Resolution: 800 x 400
• OSD Menu Control (Color, Contrast, & Brightness)
• Full Function Wireless IR Remote Control
• Power Source DC 12-24 Volt Compatible
• Monitor Dimension:4.76H x 7.08W x 0.91D
• Monitor & Visor Dimension:5.53H x 7.51W x 5.19D

Marine Grade Waterproof IPX7 7’’ LCD Wide-Screen Monitor with 
Anti-Glare Shield & Universal Stand (Black Color)   PLMRM72B
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Model
Total

Watt Output Channels
Compact

Micro Amplifier Color
PLMRMP1A 200 2 Yes White
PLMRMP1B 200 2 Yes Black
PLMRMP2A 400 4 Yes White
PLMRMP2B 400 4 Yes Black
PLMRMP3A 400 4 No White
PLMRMP3B 400 4 No Black

Model
Total

Watt Output Channels
Compact

Micro Amplifier
Speakers
Included Color

PLMRKT2A 200 2 Yes 2 White
PLMRKT2B 200 2 Yes 2 Black
PLMRKT4A 400 4 No 4 White
PLMRKT4B 400 4 No 4 Black

Hydra Series Waterproof iPod/MP3 Marine Power Amplifiers

Hydra Series  Waterproof iPod/MP3 Marine Power Amplifiers & Speaker Kits

• All Models Include: 
• iPod/MP3 Waterproof 3.5mm Stereo to RCA Connector 
• iPod/MP3 Waterproof Poly Bag
• Adjustable High / Low Level Inputs
• Electronic Crossover Network
• Power Protection Circuitry
• 2 Ohm Stereo Stable
• Frequency Response: 10Hz - 40 kHz

• Volume Gain Remote Control
• Channel Separation: > 65 dB
• Anti-Thump Power-On
• Soft Turn On / Off
• S/N Ratio: >95 dB
• RCA Line Input
• Fuse: 10A

• All Models Include: 
• iPod/MP3 Waterproof 3.5mm Stereo to RCA Connector 
• iPod/MP3 Waterproof Poly Bag
• Adjustable High / Low Level Inputs
• Electronic Crossover Network
• Power Protection Circuitry
• 2 Ohm Stereo Stable
• Frequency Response: 10Hz - 40 kHz

• Volume Gain Remote Control
• Channel Separation: > 65 dB
• Anti-Thump Power-On
• Soft Turn On / Off
• S/N Ratio: >95 dB
• RCA Line Input
• Fuse: 10A

• 6.5” 2-Way Marine Speakers :
• 6.5’’ High Quality Polypropylene Cone
• Suspension Cloth Surround
• 2” Polymer Cone Tweeter

• 200 Watt RMS / 400 Watt Peak
• Frequency Response: 80-20kHz
• Impedance: 8 Ohm

• 4 x 150 Watts RMS at 4 ohm
• 4 x 300 Watts MAX at 4 ohm
• 4 x 500 Watts RMS at 2 ohm
• Electronic Crossover Network
• 2 Ohm Stereo Stable
• Anti-Thump Turn- On
• Soft Turn On / Off
• Adjustable High / Low Level Inputs
• RCA Line Input
• Power Protection Circuitry

• Volume Gain Remote Control
• T.H.D S/N Ratio : >95 dB
• Channel Separation : >65 dB
• Frequency Response : 10 - 40K Hz
• Fuse : 10 A
• Dimensions : 6.18(L) x 3.50(W) x 2.05(H) 
• Accessories:
• IPod / MP3 / Waterproof 3.5mm Stereo to RCA 

Adaptor
• Remote Control for Volume Gain

4 Channel Waterproof MP3 / Ipod Marine Power AmplifierPLMRMP4A
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• Excellent for Use On Boats/Marine/Decks/Poolside/
Outdoors 

• Completely Water Proof 
• 3.5” Aluminum Injection Cone Woofer 
• 24 Oz. Magnet Structure 
• 1.75” Wide Dispersion Cone Midrange 
• 1” Super Dome Tweeter 
• Capacitor Crossover Network 
• Bass Reflex Vent for Added Bass Response 

• Heavy Duty ASB Construction 
• Quick Connect / Disconnet Speaker Terminals 
• Removable Rustproof of Mesh Grills 
• Power: 100 Watts RMS / 200 Watts Peak 
• Frequency Response: 70-21 Khz 
• Impedance: 4 Ohms 
• Complete Mounting Kit Wires 
• Dimensions: 5.25”W x 3.75”H x 3.75”D

3.5’’ 200 Watt 3-Way Weather Proof Mini Box Speaker System (White)   PLMR24

• Excellent for Use On Boats/Marine/Decks/Poolside/
Outdoors

• Completely Water Proof
• 3.5 Aluminum Injection Cone Woofer
• 24 Oz. Magnet Structure
• 1.75 Wide Dispersion Cone Midrange
• 1 Super Dome Tweeter
• Capacitor Crossover Network
• Bass Reflex Vent for Added Bass Response

• Heavy Duty ASB Construction
• Quick Connect / Disconnet Speaker Terminals
• Removable Rustproof of Mesh Grills
• Power: 100 Watts RMS / 200 Watts Peak
• Frequency Response: 70-21 Khz
• Impedance: 4 Ohms
• Complete Mounting Kit Wires
• Dimensions: 5.25W x 3.75H x 3.75D

3.5’’ 200 Watt 3-Way Weather Proof Mini Box Speaker System (Black)PLMR24B

• Excellent for Use On Boats/Marine/Decks/Poolside/
Outdoors

• Completely Water Proof
• 3.5 Aluminum Injection Cone Woofer
• 24 Oz. Magnet Structure
• 1.75 Wide Dispersion Cone Midrange
• 1 Super Dome Tweeter
• Capacitor Crossover Network
• Bass Reflex Vent for Added Bass Response

• Heavy Duty ASB Construction
• Quick Connect / Disconnet Speaker Terminals
• Removable Rustproof of Mesh Grills
• Power: 100 Watts RMS / 200 Watts Peak
• Frequency Response: 70-21 Khz
• Impedance: 4 Ohms
• Complete Mounting Kit Wires
• Dimensions: 5.25W x 3.75H x 3.75D

3.5’’ 200 Watt 3-Way Weather Proof Mini Box Speaker System (Silver Color)PLMR24S

• Excellent for Use On Boats/Marines/Decks/Patios/
Poolside/Outdoors

• Completely Water Proof
• 4P.P Injection Cone Woofer
• 30 Oz. Magnet Structure 
• 1.75 Wide Dispersion Cone Midrange
• Super Dome Tweeter
• Capacitor Crossover Network
• Bass Reflex Vent for Added Bass Response

• Heavy Duty ASB Construction
• Quick Connect/Disconnect Speaker Terminals
• Removable Rustproof Mesh Grills
• Power: 150Watts RMS/300Watts Peak
• Frequency Response: 60-21K Hz
• Impedance:4 Ohms
• Complete Mounting Kit & Wires
• Dimensions: 5.6(W) x 8.4(H) x 4.8(D)

4’’ 300 Watt 3-Way Weather Proof Mini Box Speaker System (White)   PLMR25

• Excellent for Use On Boats/Marines/
• Decks/Patios/Poolside/Outsdoors
• Completley Water Proof
• 5 P.P Injection Cone Woofer
• 40 Oz. Magnet Structure
• 1.75 Wide Dispersion Cone Midrange
• 1 Super Dome Tweeter
• Capacitor Crossover Network
• Bass Reflex Vent for Added Bass Response

• Heavy Duty ASB Construction
• Quick Connect/Disconnect Speaker Terminals
• Removable Rustproof Mesh Grills
• Power:250 Watts RMS/500Watts Peak
• Frequency Response:50-21K Hz
• Impedance:4 Ohms
• Complete Mounting Kit & Wires 
• Dimensions:6(W) x 9(H) x 4.8(D)

5’’ 500 Watt 3-Way Weather Proof Mini Box System (White)   PLMR26
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• Excellent for Monitor or Surround Sound Applications 
• 3.5 Long Throw Woofer 
• 1 Polymer Dome Tweeter 
• 200 Watts Rated Peak Power 
• Frequency Response: 100Hz-20k Hz 
• 8 Ohm Impedance 

• Vented Design For High Power and Deep Bass 
Response 

• Heavy Duty Plastic Cabinet 
• Gold Plated Plug Terminals 
• Spring Loaded Mounting Bracket Included 
• Dimensions: 5.35W x 7.95H x 5D

3.5’’ 200 Watt Two Way Sealed Speaker System   PLMR34

• Excellent for Monitor or Surround Sound Applications 
• 4 Long Throw Woofer 
• 1 Polymer Dome Tweeter 
• 250 Watts Rated Peak Power 
• Frequency Response: 90Hz-20k Hz 
• 8 Ohm Impedance 

• Vented Design For High Power and Deep Bass 
Response 

• Heavy Duty Plastic Cabinet 
• Gold Plated Plug Terminals 
• Spring Loaded Mounting Bracket Included 
• Dimensions:6.95W x 10.15H x 6.15D

4’’ 250 Watt Two Way Sealed Speaker System   PLMR44

• Excellent for Monitor or Surround Sound Applications 
• 5.25 Long Throw Woofer 
• 1 Polymer Dome Tweeter 
• 300 Watts Rated Peak Power 
• Frequency Response: 75Hz-20k Hz 
• 8 Ohm Impedance 

• Vented Design For High Power and Deep Bass 
Response 

• Heavy Duty Plastic Cabinet 
• Gold Plated Plug Terminals 
• Spring Loaded Mounting Bracket Included 
• Dimensions: 7.35W x 10.65H x 6.5D

5.25’’ 300 Watt Two Way Sealed Speaker System   PLMR54

• 6.5 Shielded Two-Way Speakers
• Excellent For Monitor or Surround Sound Applications
• Water Resistant Construction Design
• 6.5” Poly Mica Woofer Cone With Butyl Rubber 

Surround
• 30oz Shielded Magnet Structure
• 1.0 Polymer Dome Tweeter 
• 200 Watts Rated Peak Power 
• Frequency Response: 70Hz - 20k Hz

• 4 Ohms Impedance
• For Marine or Car Use 
• Built-in Molded Grill 
• Gold Plated Plug Terminals
• Built-In Spring Loaded Rear Mounting Hook
• Molded White ABS Plastic Basket 
• Complete with Wires 
• Dimensions: 7.35W x 7.35H x 5.35L

6.5’’ 200 Watt Two-Way Shielded Marine Water Proof Speakers   PLMR63

• 5.25 Shielded Two-Way Speakers
• Excellent For Monitor or Surround Sound Applications
• Water Resistant Construction Design
• 5.25” Poly Mica Woofer Cone With Butyl Rubber 

Surround
• 25oz Shielded Magnet Structure
• 1.0 Polymer Dome Tweeter
• 150 Watts Rated Peak Power
• Frequency Response: 80Hz - 20k Hz

• 4 Ohms Impedance 
• For Marine or Car Use 
• Built-in Molded Grill 
• Gold Plated Plug Terminals
• Threaded Rear Mounting Pos
• Molded White ABS Plastic Basket 
• Complete with Wires 
• Dimensions: 6.25W x 6.25H x 4.15L

5.25’’ 150 Watt Two-Way Shielded Marine Water Proof Speakers   PLMR53
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• Wall Mount Speaker System Impact ABS Plastic 
Cabinet.

• 5” Woofer With Rubber Edge.
• 1” Aluminum Voice Coil.
• 3” Mid & High Quality Cone & Cloth Edge.

• 0.75” Aluminum Voice Coil.
• 500 Watts Max Power.
• Frequency Response: 60--16K HZ (+-3dB).
• Sensiivity:90dB@1W/M.
• 8 Ohms Impedance.

5’’  3 Way Indoor/Outdoor Water Proof Wall Mount Speaker System (Black)PLMR64B

• Wall Mount Speaker System Impact ABS Plastic 
Cabinet.

• 5” Woofer With Rubber Edge.
• 1” Aluminum Voice Coil.
• 3” Mid & High Quality Cone & Cloth Edge.

• 0.75” Aluminum Voice Coil.
• 500 Watts Max Power.
• Frequency Response: 60--16K HZ (+-3dB).
• Sensiivity:90dB@1W/M.
• 8 Ohms Impedance.

5’’  3 Way Indoor/Outdoor Water Proof Wall Mount Speaker System (White)PLMR64W

• Flush-mounted design for boat pre-cut opening
• 5” Woofer PP Cone
• High Impact ABS Ported Enclosure
• 1” Aluminum Voice Coil.
• 500 Watts Max Power.

• Frequency Response: 70--15K HZ (+-3dB).
• Sensiivity:88dB@1W/M.
• 4 Ohms Impedance.
• Unit Dimensions: 7.75”W x 12”H x 4.5”D

5’’ High Quality PP Cone & PU Edge 500 Watts Marine Speakers (Black)PLMR66B

• Flush-mounted design for boat pre-cut opening
• 5” Woofer PP Cone
• High Impact ABS Ported Enclosure
• 1” Aluminum Voice Coil.
• 500 Watts Max Power.

• Frequency Response: 70--15K HZ (+-3dB).
• Sensiivity:88dB@1W/M.
• 4 Ohms Impedance.
• Unit Dimensions: 7.75”W x 12”H x 4.5”D

5’’  High Quality PP Cone & PU Edge 500 Watts  Marine Speakers (White)PLMR66W

Marine Speakers
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• 5.25 Dual Cone Full-Range Speakers
• 100 Watts Rated Power
• Completely Waterproof 
• For Marine or Car Use 
• Polypropylene Cone w/Cloth Surround 
• Built-in Molded Grill 
• Molded ABS Plastic Basket 

• 20oz Circuit Magnet 
• Frequency Response: 100Hz - 18k Hz 
• 4 Ohms Impedance 
• Slim Mounting Depth: 1.5 
• Complete with Wires Mounting Hardware
• Cut-out Size: 122 mm

100 Watts 5.25’’ 2 Way Black Marine Speakers   PLMR51B

• 5.25 Dual Cone Full-Range Speakers
• 100 Watts Rated Power 
• Completely Waterproof 
• For Marine or Car Use 
• Polypropylene Cone w/Cloth Surround 
• Built-in Molded Grill 
• Molded ABS Plastic Basket 

• 20oz Circuit Magnet 
• Frequency Response: 100Hz - 18k Hz 
• 4 Ohms Impedance 
• Slim Mounting Depth: 1.5 
• Complete with Wires Mounting Hardware
• Cut-out Size: 122 mm

100 Watts 5.25’’ 2 Way White Marine SpeakersPLMR51W

• 5-1/4 High Quality Poly Carbon Cone 
• 2-Way Water Resistant Construction Design 
• 1 High Temperature Voice Coil 
• 1/2 Neodymium Dome Tweeter 
• 150 Watts Rated Peak Power 

• Frequency Response: 100Hz-20K Hz 
• 4 Ohm Impedance 
• Mounting Depth: 2.25
• Cut-out Size: 111 mm

150 Watts 5.25’’ 2 Way White Marine Speakers   PLMR52

• 5.25 Dual Cone Full Range Speakers 
• 100 Watt Rated Peak Power
• Completely Waterproof 
• For Marine or Car Door Use 
• Polypropylene Cone w/ Cloth Surround 
• Built-In Molded Grill 
• Molded ABS Plastic Basket 

• 20 Oz. Circuit Magnet 
• Frequency Response: 100Hz-18Khz 
• Cut-Out: 122 mm
• Impedance: 4 Ohms 
• Mounting Depth: Only 2 
• Complete Pair with Wire & Mounting Hardware

5 1/4’’ Dual Cone Waterproof Stereo Speaker SystemPLMR57W

• 4 Dual Cone Full range Speakers 
• Completely Water Proof 
• For Marine or Car Door Use 
• Polypropelyne Cone with Cloth Surround 
• Built-In Molded Grill 
• Molded ABS Plastic Basket 
• 15 Oz. Circuit magnet 

• Frequency Response: 100 Hz-18 Khz 
• Impedance: 4 Ohms 
• Mounting Depth: Only 3 
• Black Color Marine Speaker 
• Complete Pair with wire & Mounting Hardware
• Cut-out Size: 97 mm

4’’ Dual Cone Waterproof Stereo Speaker System   PLMR41B

• 4 Dual Cone Full range Speakers 
• Completely Water Proof 
• For Marine or Car Door Use 
• Polypropelyne Cone with Cloth Surround 
• Built-In Molded Grill 
• Molded ABS Plastic Basket 
• 15 Oz. Circuit magnet 

• Frequency Response: 100 Hz-18 Khz 
• Impedance: 4 Ohms 
• Mounting Depth: Only 3 
• White Color Marine Speaker 
• Complete Pair with wire & Mounting Hardware
• Cut-out Size: 97 mm

4’’ Dual Cone Waterproof Stereo Speaker SystemPLMR41W
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• 6.5 Dual Cone 2-way Full Range Speakers
• 400 Watts Peak Power/ 200 Watts RMS
• Marine Coated Completely Waterproof
• For Marine, RV, Automotive, & Motorcycle Use
• Polypropylene Cone with Butyl Rubber Surround
• 1 Aluminum Voice Coil

• 1/2 Neodymium Dome Tweeter
• Frequency Response: 85Hz-20Khz
• Sensitivity: 90dB
• 4 Ohm Impedance
• Complete Pair with Grill and Mounting Hardware

6 1/2’’ Dual Cone Marine Speakers (Black)PLMR605B

• 4 Ohm Impedance
• Sensitivity: 90dB
• 1 Aluminum Voice Coil
• 1/2 Neodymium Dome Tweeter
• Frequency Response: 85Hz-20Khz
• 400 Watts Peak Power/ 200 Watt RMS

• Marine Coated Completely Waterproof
• 6.5 Dual Cone 2-way Full Range Speakers
• Polypropylene Cone with Butyl Rubber Surround
• Complete Pair with Grill and Mounting Hardware
• For Marine, RV, ATV, Automotive, & Motorcycle Use

6 1/2’’ Dual Cone Marine Speakers (White)PLMR605W

• 6.5” Dual Cone Full Range speakers
• Completely Waterproof
• For Marine or Car Door Use
• Cut-out Size: 135 mm
• Polypropelyne Cone with Cloth Surround
• Built-In Molded Grill
• Molded ABS Basket

• 1” Aluminum Voice Coil
• 20 Oz. Circuit Magnet
• Power handling: 150 Watts Peak
• Frequency Response: 45-16KHz
• Impedance: 4 Ohms
• Mounting Depth: Only 11/2”

6 1/2” Dual Cone Waterproof Stereo Speaker SystemPLMR60B

• 6.5 Dual Cone Full-Range Speakers 
• Completely Waterproof 
• For Marine or Car Use 
• Polypropylene Cone With Cloth Surround 
• Built-in Molded Grill
• Cut-out Size: 135 mm
• Molded ABS Plastic Basket 

• 1” Aluminum Voice Coil
• 20oz Circuit Magnet
• Power Handling: 150 Watts Peak
• Frequency Response: 45Hz - 16k Hz 
• 4 Ohms Impedance 
• Complete with Wires Mounting Hardware
• Mounting Depth: 2.5

150 Watts 6.5’’ 2 Way White Marine SpeakersPLMR60W

• 6.5 Dual Cone Full-Range Speakers
• Completely Waterproof
• For Marine or Car Use
• Polypropylene Cone With Cloth Surround
• Built-in Molded Grill
• Cut-out Size: F135 mm
• Molded ABS Plastic Basket
• 1 Aluminum Voice Coil

• 20oz Circuit Magnet
• Power Handling: 150 Watts Peak
• Frequency Response: 45Hz - 16k Hz
• 4 Ohms Impedance
• Complete with Wires Mounting Hardware
• Mounting Depth: 2.5
• Sold as Pair

150 Watts 6.5’’ 2 Way Marine Speakers (Silver Color)   PLMR60S
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• 6.5 Dual Cone Full-Range Speakers 
• Completely Waterproof 
• For Marine or Car Use 
• Polypropylene Cone With Cloth Surround 
• Built-in Molded Grill 
• Molded ABS Plastic Basket 
• 1” Aluminum Voice Coil 

• 20oz Circuit Magnet 
• Power Handling: 120 Watts Peak 
• Frequency Response: 45Hz - 16k Hz 
• 4 Ohms Impedance 
• Slim Mounting Depth: 2.5 
• Complete with Wires Mounting Hardware
• Cut-out Size: 135 mm

120 Watts 6.5’’ Dual Cone Black Marine Speakers   PLMR61B

• 6.5 Dual Cone Full-Range Speakers 
• Completely Waterproof 
• For Marine or Car Use 
• Polypropylene Cone With Cloth Surround 
• Built-in Molded Grill 
• Molded ABS Plastic Basket 
• 1” Aluminum Voice Coil 

• 20oz Circuit Magnet 
• Power Handling: 120 Watts Peak 
• Frequency Response: 45Hz - 16k Hz 
• 4 Ohms Impedance 
• Slim Mounting Depth: 2.5 
• Complete with Wires Mounting Hardware
• Cut-out Size: 135 mm

120 Watts 6.5’’ Dual Cone White Marine SpeakersPLMR61W

• 6.5 High Quality Poly Carbon Cone 
• 2-Way Water Resistant Construction Design 
• 1 High Temperature Voice Coil 
• 1/2 Neodymium Dome Tweeter 
• 200 Watts Rated Peak Power 

• Frequency Response: 85Hz-20K Hz 
• 4 Ohm Impedance 
• Sensitivity: 90dB 
• Mounting Depth: 2.5
• Cut-out Size: 135 mm

200 Watts 6.5’’ 2 Way White Marine Speakers   PLMR62

• 6.5 High Quality Poly Carbon Cone
• 2-Way Water Resistant Construction Design
• 1 High Temperature Voice Coil
• 1/2 Neodymium Dome Tweeter
• 200 Watts Rated Peak Power

• Frequency Response: 85Hz-20K Hz
• 4 Ohm Impedance
• Sensitivity: 90dB
• Mounting Depth: 2.5
• Cut-out Size: F135 mm

200 Watts 6.5’’ 2 Way Marine Speakers (Silver Color)   PLMRS62

• 6.5” Dual Cone Full Range Speakers
• Completely Waterproof
• For Marine or Car Door Use
• Polypropelyne Cone with Cloth Surround
• Built-In Molded Grill
• Molded ABS BAsket
• 1” Aluminum Voice Coil

• 20 Oz. Circuit Magnet
• Cut-out Size: 135 mm
• Power Handling: 120 Watts Peak
• Frequency Response: 45-16 KHz
• Impedance: 4 Ohms
• Mounting Depth: Only 11/2”
• Complete Pair with Wire & Mounting Hardware

6 1/2’’ Dual Cone Waterproof Stereo Speaker System   PLMR67B

• 6-1/2 Dual Cone Full Range Speakers 
• Completely Waterproof 
• For Marine or Car Door Use 
• Polypropylene Cone w/ Cloth Surround 
• Built-In Molded Grill 
• Molded ABS Plastic Basket 
• 1 Aluminum Voice Coil 

• 20 Oz. Circuit Magnet 
• Frequency Response: 45-16Khz 
• Impedance: 4 Ohms 
• Mounting Depth: Only 2.5
• Cut-out: 135 mm
• Complete Pair with Wire & Mounting Hardware

6-1/2’’ Dual Cone Waterproof Stereo Speaker SystemPLMR67W
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• 6 x 9 High Quality Poly Carbon Cone 
• 2-Way Water Resistant Construction Design 
• 40 oz Magnet Structure 
• 1.5 High Temperature Voice Coil 
• 1/2 Neodymium Dome Tweeter 
• 260 Watts Peak Power 

• Frequency Response: 55-20 KHz 
• 4 Ohm Impedance 
• Sensitivty: 92 dB
• Mounting Depth: 3.45
• Cut-out Size: Ellipse, 225mmx152mm

260 Watts 6 x 9’’ 2 Way White Marine Speakers   PLMR692

• 8 High Quality Poly Carbon Cone 
• 2-Way Water Resistant Construction Design 
• 1.5 High Temperature Voice Coil 
• 0.5 Neodymium Dome Tweeter 
• 300 Watts Rated Peak Power 

• Frequency Response: 60Hz-20K Hz 
• 4 Ohm Impedance 
• Sensitivty: 91 dB 
• Mounting Depth: 3.25
• Cut-out Size: 182 mm

300 Watts 8’’ 2 Way White Marine Speakers   PLMR82

• 6.5 High Quality White Polypropylene Cone 
• Santoprene Surround 
• Water-Resistant Construction 
• 2 Way Attachable Grille Design 
• 1 High Temperature Kapton Voice Coil 
• .75 Neodymium Dome Tweeter 
• 35 Oz Magnet Structure 
• 250 Watts Rated Peak Power 

• Frequency Response: 65Hz-20K Hz 
• 4 Ohm Impedance 
• Sensitivity: 90dB 
• Includes Custom Grills, Mounting Gasket, Installation 

Hardware 
• Mounting Depth: 2.55”
• Cut-out Size: 142 mm

250 Watts 6.5’’ 2 Way Marine Speakers   PLMRX67

• 7.7 High Quality White Polypropylene Cone 
• Santoprene Surround 
• Water-Resistant Construction 
• 2 Way Attachable Grille Design 
• 1 High Temperature Kapton Voice Coil 
• 0.75 Neodymium Dome Tweeter 
• 50 Oz Magnet Structure 

• 280 Watts Rated Peak Power 
• Frequency Response: 60Hz-20K Hz 
• 4 Ohm Impedance 
• Sensitivity: 92dB 
• Includes Custom Grills, Mounting Gasket, Installation 

Hardware
• Mounting Depth: 2.95”

280 Watts 7.7’’ 2 Way Marine SpeakersPLMRX77

• 6 x 9”&nbsp;High Quality White Polypropylene Cone 
• Santoprene Surround 
• Water-Resistant Construction 
• 2 Way Attachable Grille Design 
• 1.25 High Temperature Kapton Voice Coil 
• 1 Neodymium Dome Tweeter 
• 70 Oz Magnet Structure 

• 300 Watts Rated Peak Power 
• Frequency Response: 50Hz-20K Hz 
• 4 Ohm Impedance 
• Sensitivity: 93dB
• Includes Custom Grills, Mounting Gasket, Installation 

Hardware 
• Mounting Depth: 3.35”

300 Watts 6 x 9’’ 2 Way Marine SpeakersPLMRX69
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• This Custom Kit Contains:
• One Pair 5.25 Mid Bass Speaker
• One Pair 5.25 Mid Bass Speaker: 
• 5.25 High Quality Poly Carbon Cone 
• Water Resistant Construction Design 
• 1 High Temperature Voice Coil 
• 90 Watts RMS/180 Watts Peak Power 
• Frequency Response: 100Hz-7K Hz 
• 4 Ohm Impedance 
• Mounting Depth: 2.15”
• One Pair 1” Tweeter: 
• 1” PEI Dome Tweeter
• Neodymium Magnet 
• 2 Mounting Options: Flush / Surface Mount 

• 50 Watts RMS / 100 Watts Peak 
• Frequency Response: 1.4-24KHz
• Impedance: 4 Ohms
• One Pair Passive Crossover Network: 
• Two - Way Passive Crossover 
• Water Proof ABS Protective Hosing 
• Direct Connect Woofer and Tweeter Wiring 
• 12dB Octave Slope 
• Impedance: 4 Ohm  Accessories
• Includes Grills Wires Installation Hardware
• Wiring Kit
• Wiring Diagram Template
• Cut-out Size: 111 mm

180 Watts 5.25’’ 2-Way Marine Component System   PLMR5K

• Excellent For Monitor or Surround Sound Applications 
• Water Resistant Construction Design 
• 6-1/2 Poly Mica Woofer Cone 
• Butyl Rubber Surround 
• 25Oz. Magnet Structure 
• 1 Polymer Dome Tweeter 
• 200 Watts Rated Peak Power 

• Frequency Response: 70Hz-20KHz 
• 4 Ohm Impedance 
• Heavy Duty Plastic Cabinet 
• Gold Plated Plug Terminals 
• 1.75” Mounting Bracket Included 
• Dimensions: 8.5 D x 10 L

6.5’’ 200 Watt Two-Way Black Wake Board SpeakersPLMRB65

• Excellent For Monitor or Surround Sound Applications 
• Water Resistant Construction Design 
• 8 Poly Mica Woofer Cone 
• Butyl Rubber Surround 
• 30 Oz. Magnet Structure 
• 1 Polymer Dome Tweeter 
• 300 Watts Rated Peak Power 

• Frequency Response: 60Hz-20KHz 
• 4 Ohm Impedance 
• Heavy Duty Plastic Cabinet 
• Gold Plated Plug Terminals 
• 1.75” Mounting Bracket Included 
• Dimensions: 10 D x 10 L

8’’ 300 Watt Two-Way Black Wake Board SpeakersPLMRB85

• 4 Ohm Impedance
• Butyl Rubber Surround
• 25Oz. Magnet Structure
• Gold Plated Plug Terminals
• White Bullet-Style Cabinets
• 6-1/2 Poly Mica Woofer Cone
• 1-Inch Polymer Dome Tweeter
• Frequency Response: 70Hz-20KHz

• 200 Watts Maximum Power Output
• 1.75” Mounting Bracket Included
• USB Charger &amp; Satellite 5V Plug
• Water Resistant Construction Design
• Full Range Water Resistant Construction
• Excellent For Monitor or Surround Sound Applications
• Dimensions: 8.5 D x 10 L

6.5’’ 200 Watt Two-Way White Wake Board SpeakersPLMRW65

• Excellent For Monitor or Surround Sound Applications
• Water Resistant Construction Design
• 8 Poly Mica Woofer Cone
• Butyl Rubber Surround
• 30Oz. Magnet Structure
• 1 Polymer Dome Tweeter
• 300 Watts Rated Peak Power

• Frequency Response: 60Hz-20KHz
• 4 Ohm Impedance
• Heavy Duty Plastic Cabinet
• Gold Plated Plug Terminals
• 1.75” Mounting Bracket Included
• Dimensions: 10 D x 10 L

8’’ 300 Watt Two-Way White Wake Board  Marine SpeakersPLMRW85
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• IC Power 120 Watts x 2 Output 
• Variable Input Gain Control 
• Power ON LED Indicator 
• High/Low Level Input 
• Remote Turn On/Off 
• Speaker Output Connector 
• Gold Plated RCA Inputs 

• Thermal / Overload / Short Circuit Protection 
• Heavy Duty Aluminum Alloy Heatsink 
• Load Dump Over Voltage Thermal Shutdown AC/DC 

Short Circuit Protector 
• Dimensions: 7.87W x 2H x 5.20L 
• Weight: 2.30 (lbs)

2 Channel 240 Watt Waterproof Marine AmplifierPLMRA120

• 200 Watts x 2 Output 
• 400 Watts x 1 Bridged Output 
• Variable Hi/Lo Electronic Crossover Network 
• MOSFET Power Supply 
• Variable Input Gain Control 
• Power ON LED Indicator 
• Protection LED Indicator 
• High/Low Level Input 

• Remote Turn On/Off 
• Speaker Output Connector 
• Gold Plated RCA Inputs 
• Soft Turn-On Circuit 
• Thermal / Overload / Short Circuit Protection 
• Heavy Duty Aluminum Alloy Heatsink 
• Dimensions: 7.87W x 2H x 10L 
• Weight: 4.20 (lbs)

2 Channel 400 Watt Bridgeable Waterproof Marine AmplifierPLMRA200

• IC Power 100 Watts x 4 Output 
• Variable Input Gain Control 
• Power ON LED Indicator 
• High/Low Level Input 
• Remote Turn On/Off 
• Speaker Output Connector 

• Gold Plated RCA Inputs 
• Thermal / Overload / Short Circuit Protection 
• Heavy Duty Aluminum Alloy Heatsink 
• Load Dump Over Voltage 
• Dimensions: 7.87W x 2H x 8.0L 
• Weight: 3.30 (lbs)

4 Channel 400 Watt Waterproof Marine AmplifierPLMRA400

• 250 Watts x 4 Output 
• 500 Watts x 2 Bridged Output (250W x 2 + 500W x 1)
• Dual Variable Hi/Lo Electronic Crossover Network 
• Dual Variable Bass Boost 
• Power On LED Indicator 
• LED Protection Indicator 

• Blue LED Level Display 
• Tri-Mode Configurable 
• Variable Input Level (Gain) Control 
• Thermal, Overload, Short Circuit Protection 
• Dimensions: 10.9 W x 2.7 H x 12 L

4 Channel 1000 Watt Waterproof Marine Bridgeable Mosfet AmplifierPLMRA420

• 4 x 100W + 2 x 250W RMS @ 4 Ohms
• 4 x 250W + 2 x 500W MAX @ 4 Ohms
• 2 x 400W + 1 x 900W MAX @ 4 Ohms Bridged
• 4 x 175W + 1 x 400W RMS at 2 Ohms
• Variable Hi/Lo Electronic Crossover Network (CH1 / 

CH2 and CH3 / CH4)
• In-Line Low Pass Filter For Ch5 / CH6
• Variable Bass Boost (CH5 / CH6)
• 2 Ohm Stereo Stable
• Power ON LED Indicator

• Protection LED Indicator
• Gold RCA Inputs
• Remote Bass Boost
• Blue LED Level Display
• Soft Turn On/Off
• Tri-Mode Configurable
• Low and High Pass Filter Controls (CH3 / CH4)
• Variable Input Level (Gain) Control
• Thermal / Overload / Short Circuit Protection
• Dimensions: 10.9W x 2.7H x 19.6L

6 Channel 2000 Watt Waterproof Marine Bridgeable Mosfet AmplifierPLMRA620
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• 100 Watts x 4 Output + 250 Watts x 2 Output
• 250 W x 6. +500 W x 2 Bridged Output (400W x 2 + 

900W x 1)
• Variable Hi/ Lo Electronic Crossover Network (CH1/

CH2/ and CH3/CH4)
• Variable Bass Boost (0- +18dB @ 60Hz) (CH7/CH8)
• Variable Input Level (Gain) Control
• Low and High Pass Filter Controls (CH/CH4)
• Remote Turn on/Off
• Gold Plated RCA Inputs

• Power On LED indicator 
• LED Protection Indicator 
• S/N Ratio: >95 dB
• THD: <0.04%
• Thermal Protection
• Overload Protection 
• Short Circuit Protection
• Anti-Thump Turn-Om 
• Blue LED Level Display 

High Performance 200 Watt 8 Channel Bridgeable Mosfet AmplifierPLMRA820

• 8’’ Slim marine woofer 
• RCA low level input
• High level input
• Green & red LED power status indicator
• Remote level control
• Phase shift switch: 0 or 180°
• Adjustable input sensitivity: 0.2V-3V
• 0 to +12dB variable Bass Boost (@45Hz)
• Low pass filter (50-150 Hz)
• Soft delay remote turn-on
• Thermal, short and overload protection circuits
• Fuse: 2x15A
• Max power: 600 Watts
• Dimension: 14.5 X9.5 X 3
• Weight: 10.5 LBS.

8’’ Low-Profile Super Slim Active Amplified 
Marine/Waterproof Subwoofer System   

PLMRBS8

• 10’’ Slim Marine Woofer 
• RCA Low Level Input 
• High Level Input 
• Green and Red LED Power Status Indicator 
• Remote Level Control 
• Phase Shift Switch : 0 or 180°
• Adjustable Input Sensitivity : 0.2V-3V 
• 0 to +12Db Variable Bass Boost (@ 45Hz)
• Low Pass Filter (50-150 Hz) 
• Soft Delay Remote Turn-On 
• Thermal , Short and Overload Protection Circuits 
• Fuse : 2 x 20A 
• Max Power : 1000 Watts 
• RMS Power of Amplifier : 500 Watts 
• Dimension : 15 (L) x 11.8(W) x 3(H) 
• Weight : 15.5 LBS

10’’ 1000 Watts Low-Profile Super Slim Active 
Amplified Marine/Waterproof Subwoofer System   

PLMRBS10

• 8 High Quality Polypropylene Cone 
• Water Resistant Construction Design 
• 40 oz Magnet Structure 
• 1.5 High Temperature Voice Coil 
• 400 Watts Peak Power 
• Frequency Response: 35-3.5K Hz 
• 4 Ohm Impedance 
• Sensitivity: 91 dB 
• Overall Diameter: 8.5 
• Mounting Depth: 3.60

8” 400 Watt Marine Subwoofer   

PLMRW8

• 10 High Quality Polypropylene Cone 
• Water Resistant Construction Design 
• 50 oz Magnet Structure 
• 1.5 High Temperature Voice Coil 
• 500 Watts Peak Power 
• Frequency Response: 25-2.5K Hz 
• 4 Ohm Impedance 
• Sensitivity: 93 dB 
• Overall Diameter: 10.6 
• Mounting Depth: 4.60

10” 500 Watt Marine Subwoofer   
PLMRW10

• 12 High Quality Polypropylene Cone 
• Water Resistant Construction Design 
• 60 Oz Magnet Structure 
• 2 High Temperature Voice Coil 
• 600 Watts Peak Power 
• Frequency Response: 20-2.2K Hz 
• 4 Ohm Impedance 
• Sensitivity: 95 dB 
• Overall Diameter:12.7
• Mounting Depth: 5.25

12” 600 Watt Marine Subwoofer   

PLMRW12

• 12 High Quality White Polypropylene Cone 
• Santoprene Surround 
• Water-resistant Construction 
• 2 Way Attachable Grille Design 
• 2 High Temperature TIL Voice Coil 
• 80 Oz Magnet Structure 
• 1000 Watts Rated Peak Power 

• Frequency Response: 28Hz-2.5K Hz 
• 4 Ohm Impedance 
• Fs:30, Qms:7.406, Qes:0.699, Qts:0.639,X-

Max(mm):8.9 Vas (Cu ft)2.53
• Sensitivity: 92dB 
• Overall Diameter: 12 7/8 
• Mounting Depth: 5 5/8

12” 1000 Watt White 4 Ohm Marine SubwooferPLMRDW124



86

• 18 AWG Stereo Wire 
• Blue White Marine Grade Insulation 

• Ideal for new Marine Installation 
• 50ft Length Spool

18 Gauge 50 FT Stereo Marine Grade Speaker WirePLMRSW50

• Marine Grade Cables and Wires
• Perfect for Installations in Boats and Outdoor
• High Resistance to Moisture
• 20ft. 8 Gauge Red Power Wire
• 4ft. 8 Gauge Black ground Wire
• 20ft. 18 Gauge Blue Remote Turn-On
• 20ft. 12 Gauge StereoSpeaker Wire
• 20ft. Right Angle/Standard Stereo RCA Audio Cable

• 6ft. Black Split Loom Cable Conduit
• AGU Type 60A Gold Plated Fuse
• Water Resistant In-line Fuse Holder
• 2 Ring Terminals: 8G
• 2 Spade Terminals: 8G
• 5 Spade Terminals: 14-16G
• 3 Butt Connectors 20 Cable Ties
• 1 Black Grommet

Marine Grade 8 Gauge Amplifier Installation KitPLMRAKT8

Wiring

iPod/MP3 Waterproof 3.5mm Stereo to RCA AdaptorPLMRIPWG
• Waterproof 3.5mm Stereo To RCA 3 Foot Adaptor 
• Allows Direct Connection Of Any Headphone 

Equipped Audio Device To Your Existing RCAs On 
The Head Unit 

• Easily Mounted Under Dash For Convenience 
• Stereo 3.5mm Audio Cable Male to Male 3 Foot
• Dimensions: 2’’L x 2’’W x 0.85’’H 

iPod/MP3 Waterproof 3.5mm Stereo to RCA Adaptor  PLMRJPT
• Waterproof 3.5mm Stereo To RCA Adaptor 12 Foot
• Allows Direct Connection Of Any Headphone 

Equipped Audio Device To Your Existing RCSs On 
The Head Unit 

• Mounting Diagram For A Factory Finish Installation 
• Stereo 3.5mm Audio Cable Male to Male 3 Foot
• 0.75” Diameter x 1.5” Length

Marine Wire AntennaPLMRNT1
• Weather Resistant AM/FM Marine Antenna 
• Provides excellent Radio reception 
• 22” Braided Cable

Shop for other motorcycle & powersports electronics on our website.

https://www.carid.com/motorcycle-powersports-electronics.html



