
Tools Required:
• (1’) Masking Tape
• Phillips head Screw Driver
• Car Jack
• Cleaner and De-Waxing Solution

General Notes:

Remove parts from the carton and unfold them.  The Front & Rear Valance pieces have a memory. 
When the parts are placed in the sun, heated with a hair dryer and/or heat gun, they will return to  
their original shape.  

** IMPORTANT**

**   It is very important that you “Pre-fit” the parts to your vehicle prior to removing the red, double-
sided tape from the backing until you are prepared and ready for the final installation.  If drying 
painted parts in an oven, carefully support each piece evenly.   

 
FRONT & REAR FASCIA:

Using the masking tape to hold the fascia in place, make sure that the fascia is exactly where you want 
it.  Starting from the middle of the part, begin removing the double-sided tape.  Then, work towards 
the other side of the part. 

LEFT & RIGHT SIDE SKIRTS:

It is extremely important that the metal door sill where the “double-sided” tape on the side skirt(s) be 
clean of all dirt, moisture, and/any other contaminates.  This will insure a good bonding for the tape.  
Also, a warm surface will enhance the bonding process.  Again, the final adjustments will be made 
when attaching the wheel well flanges with two (2) self-tapping screws on each flange.

Painting Instructions:

The following contains important information regarding painting of the hand-laid fiberglass pieces. 
It is imperative that these steps be followed in order to avoid any problems with the paint.  If these 
instructions are not followed, you may experience peeling, chipping, and bubbling of the paint.

1. All painted surfaces must be sanded with 150 grit paper.  This step is very important as the 
primer needs a rough surface for adhesion.

2. Clean with a wax and grease remover.
3. Prime with a high-build primer.
4. Putty any pinholes.
5. Re-prime if required.
6. ** Pre-fit the part to the vehicle. **
7. Hand sand with “320” grit sandpaper to smooth out the surface.
8. Clean very well with a wax and grease remover.  Ensure that the area where the “3M” 

adhesive tape is going to be applied is cleaned thoroughly so that the tape has a surface free of 
any dirt, moisture and/or debris where it will adhere to.

PRODUCT INSTALLATION INSTRUCTIONS
2008 & Up Chevy Malibu Spoiler – RKSport Ground Effects 
Installation Part # 37012000 (Package “A”), Part # 37013020 

(Package “B”)
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