
*Please Note*
If you are unfamiliar with the installation pro-
cesses, professional installation is highly rec-

ommended.
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1) Open the trunk. Remove the thumbscrew securing 
the trunk liner.
1) Open the trunk. Remove the thumbscrew securing 
the trunk liner.

3) Unseat the tail light.3) Unseat the tail light. 4) Remove the taillight bulbs from the sockets in the 
OEM tail light. Set aside the OEM tail light. You may 
wish to thread the 10mm nuts onto the studs of the 
OEM tail light, should you keep the OEMs.

4) Remove the taillight bulbs from the sockets in the 
OEM tail light. Set aside the OEM tail light. You may 
wish to thread the 10mm nuts onto the studs of the 
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2) Peel back the trunkliner. Remove the four 10mm 
nuts securing the taillight (one is hidden by the trunk 
liner). Discard the 10mm nuts.
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http://www.carid.com/spyder/
http://www.carid.com/led-tail-lights.html


6) Seat the SPYDER tail light.

7) Use the four included 8mm nuts to secure the 
SPYDER tail light to the body.

9) Enjoy your new SPYDER LED tail lights.

8) Replace the trunk liner and reinstall the plastic 
thumbscrew that secures the liner.

5) Locate the SPYDER LED tail light. Discon-
nect each of the brake light bulbs and connect 
each of the three the socket insert harnesses. 
Line up the black wire side of the socket with 
the black wire side of the insert. If you do not 
do this, you can blow fuses and void your 
warranty. Leave the reverse bulb in place.




