
*Please Note*
If you are unfamiliar with the installation pro-
cesses, professional installation is highly rec-

ommended.
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INSTALLATION GUIDE:
ALT-YD-AA496-LED-(ALL COLORS)
INSTALLATION GUIDE:
ALT-YD-AA496-LED-(ALL COLORS)

1) Open the trunk. Remove the plastic trunk retain-
ers, then peel back the trunk liner to access the 
backside of the tail light.

1) Open the trunk. Remove the plastic trunk retain-
ers, then peel back the trunk liner to access the 
backside of the tail light.

3) Disconnect the wiring harness plug. To dis-
connect the plug, push the side of the plug, then 
pry it outwards.

3) Disconnect the wiring harness plug. To dis-
connect the plug, push the side of the plug, then 
pry it outwards.

4) Unseat the tail light and remove it from the car. 
We’ll need to transfer a few bulbs from the OEM tail 
light to the SPYDER tail light, so keep it handy.

4) Unseat the tail light and remove it from the car. 
We’ll need to transfer a few bulbs from the OEM tail 
light to the SPYDER tail light, so keep it handy.

2) Remove the four 8mm nuts securing the tail light.2) Remove the four 8mm nuts securing the tail light.

http://www.carid.com/spyder/


6) Remove the bulb from the raised position on 
the bulb mount bar and install it into the socket 
with black and white wires on the SPYDER tail 
light. Remove the center bulb from the bulb mount 
bar and install it in the socket with blue and black 
wires on the SPYDER tail light.

6) Remove the bulb from the raised position on 
the bulb mount bar and install it into the socket 
with black and white wires on the SPYDER tail 
light. Remove the center bulb from the bulb mount 
bar and install it in the socket with blue and black 
wires on the SPYDER tail light.

7) Seat the SPYDER tail light.7) Seat the SPYDER tail light.

9) Reconnect the wiring harness, then replace 
the trunk liner and reinstall the two plastic 
retainers.

9) Reconnect the wiring harness, then replace 
the trunk liner and reinstall the two plastic 
retainers.

8) Reinstall the four 8mm nuts that secure the tail 
light to the body.
8) Reinstall the four 8mm nuts that secure the tail 
light to the body.

10) Enjoy your new SPYDER tail lights.10) Enjoy your new SPYDER tail lights.

5) Remove the bulb mount bar from the OEM 
A4/S4 tail light. Release the mounting tabs to 
remove the bulb mount bar.

5) Remove the bulb mount bar from the OEM 
A4/S4 tail light. Release the mounting tabs to 
remove the bulb mount bar.

http://www.carid.com/tail-lights.html

