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1)  Open the tailgate. Remove [2x] 10mm bolts se-
curing the tail light to the body.
1)  Open the tailgate. Remove [2x] 10mm bolts se-
curing the tail light to the body.

2) Unseat the tail light by pulling it outward and  
away from the body.
2) Unseat the tail light by pulling it outward and  
away from the body.

3) Remove the brake lamp and reverse lamp bulb 
sockets from the housing, then remove the OEM 
tail light housing and set it aside.

3) Remove the brake lamp and reverse lamp bulb 
sockets from the housing, then remove the OEM 
tail light housing and set it aside.

4) Remove the brake lamp bulb from the socket.4) Remove the brake lamp bulb from the socket.
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7) Seat the SPYDER tail light.7) Seat the SPYDER tail light. 8) Reinstall [2x] 10mm bolts securing tail light, 
then close the tail gate.
8) Reinstall [2x] 10mm bolts securing tail light, 
then close the tail gate.

6) Install the reverse lamp socket and brake lamp 
socket into the Spyder tail light housing, being 
sure to seal the bulb sockets properly.

6) Install the reverse lamp socket and brake lamp 
socket into the Spyder tail light housing, being 
sure to seal the bulb sockets properly.

5) Locate the SPYDER headlight. Locate the 
wedge bulb socket insert harness. Install the 
wedge bulb socket insert, making sure to align the 
black wire side of the insert harness and the black 
wire side of the bulb socket harness. Failure to do 
so could result in electrical problems.

5) Locate the SPYDER headlight. Locate the 
wedge bulb socket insert harness. Install the 
wedge bulb socket insert, making sure to align the 
black wire side of the insert harness and the black 
wire side of the bulb socket harness. Failure to do 
so could result in electrical problems.
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