
*Please Note*
If you are unfamiliar with the installation processes, 
professional installation is highly recommended.

*Please Note*
If you are unfamiliar with the installation processes, 
professional installation is highly recommended.

1) Open the tailgate.1) Open the tailgate.
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3) Unseat the OEM tail light.3) Unseat the OEM tail light. 4) Disconnect the tail light wiring harness. Push up on 
the red tab to unlock the harness, disconnect the 
harness and remove the OEM tail light.

4) Disconnect the tail light wiring harness. Push up on 
the red tab to unlock the harness, disconnect the 
harness and remove the OEM tail light.
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2) Open the tail light access panel by releasing the 
two tabs.
2) Open the tail light access panel by releasing the 
two tabs.

http://www.carid.com/spyder/


6) Transfer the reverse lamp bulb to the white and 
black wire reverse lamp socket of the Spyder tail 
light. Reinstall the socket, then your Spyder tail 
light is ready to install.

6) Transfer the reverse lamp bulb to the white and 
black wire reverse lamp socket of the Spyder tail 
light. Reinstall the socket, then your Spyder tail 
light is ready to install.

7) Connect the Spyder tail light harness to the 
main wiring harness. Then push down on the red 
tab to lock the harness.

7) Connect the Spyder tail light harness to the 
main wiring harness. Then push down on the red 
tab to lock the harness.

9) Transfer the turn signal bulb to the yellow and 
black wire bulb socket. Transfer the reverse lamp 
bulb to the white and black wire bulb socket. Then 
reinstall the sockets. Now your Spyder tail light is 
ready to install.

9) Transfer the turn signal bulb to the yellow and 
black wire bulb socket. Transfer the reverse lamp 
bulb to the white and black wire bulb socket. Then 
reinstall the sockets. Now your Spyder tail light is 
ready to install.

10) Close the tailgate and enjoy your new Spyder 
tail lights!
10) Close the tailgate and enjoy your new Spyder 
tail lights!
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8) Seat the Spyder tail light.8) Seat the Spyder tail light.

5) Remove reverse lamp bulb from the OEM tail 
light. Never touch exposed bulbs with bare hands.
5) Remove reverse lamp bulb from the OEM tail 
light. Never touch exposed bulbs with bare hands.

http://www.carid.com/tail-lights.html

