
ENGLISH

1. Open vehicle's rear door, and temporarily remove
the driver's side storage compartment door. Remove
the four plastic trim fasteners securing the storage
compartment tray to locate the vehicle's wiring 
harness. (Fig. 1) There will be a connection point
matching the ends of the T-connector adapter behind
the tray, rearward of the opening. (Fig. 2)

Note: On some vehicles with air compressors the
plugs will not be accessible through the storage
compartment. Pull back interior panels to access
connectors. (Fig. 3)

2. Ensure the connector is free of dirt. Clean if 
necessary. Attach the T-connector to the vehicle's
wiring harness. Ensure that the connector is fully 
inserted with locking tabs in place.

Note: Based on vehicle options, the connector may
already be joined with another. If so, separate the 
vehicle's wiring connectors, being careful not to break
the locking tabs and insert the T-connector between
the separated halves.

3. Locate a suitable grounding point near the adapter
(Do not drill into vehicle floor or bed). Clean dirt and 
rustproofing from the area. Drill a 3/32" hole and
secure the white wire using the eyelet and screw 
provided.

4. Test the installation with a test light or trailer. All 
connections must be complete for the T-connector
adapter to function properly.  Secure the black box to
the vehicle using the screw or cable tie provided. 

5. Reattach the storage compartment tray using the
plastic trim fasteners removed in step 1. Replacement
fasteners are provided should damage occur. Retain
the 4-Flat connector in the storage compartment tray
for future use. Return the storage compartment door
to its original position.

This unit is rated for 4 amps per circuit.

Installation instructions

Plug location for vehicle's without compressor 
Emplacement de prise pour le véhicule sans compresseur 
Localización del enchufe para el vehículo sin el compresor 

Plug location for vehicle's with compressor 
Emplacement de prise pour le véhicule avec le compresseur 
Localización del enchufe para el vehículo con el compresor 

Interior panel removed for plug clarity.
Panneau intérieur retiré pour la clarté de prise.

Panel interior quitado para la claridad del enchufe.Fig. 1

Fig. 2

Fig. 3

http://www.carid.com/tow-ready/
http://www.carid.com/trailer-hitches.html

