
INSTRUCTIONS—INSTRUCCIONES—CONSIGNES 
APPLICATION: 00-11 CHEVY SILVERADO/ GMC SIERRA 1500/2500 HD, 

3500 HD EXTENDED CAB, 6.5’ BED 

ITEM QUANTITY DESCRIPTION TOOLS NEEDED 

1 2 SIDEBARS 

2,3 2 FRONT MOUNTING BRACKET (2) DRIVERS SIDE, (3) PASSEN-

GER SIDE 

3/4” SOCKET AND RATCHET 

4,5 2 CENTER MOUNITNG BRACKET (4) DRIVERS SIDE, (5) PASSEN-

GER SIDE 

16MM SOCKET AND RATCHET 

6,7 2 REAR MOUNTING BRACKETS (6) DRIVERS SIDE, (7) PASSEN-

GER SIDE 

ALLEN WRENCH (INCLUDED) 

8 8 M10 X 30MM BUTTON HEAD ALLEN BOLT TORQUE WRENCH 

9 2 1/2” X 2” HEX HEAD BOLT 

10 2 1/2” FLAT WASHER 

11 2 1/2” LOCK WASHER 

12 8 M10 X 20MM OD FLAT WASHER 

13 8 M10  LOCK WASHER 

1. Remove all contents from box, verify all parts listed are present and free from damage. Carefully read and understand all instructions

before attempting installation.

2. Starting at the front drivers side body mount. Remove the factory body mount bolt, then install the front drivers side mounting bracket by

taking the factory bolt, going through the bracket, then into its original location. Do not fully tighten at this time (fig 1).

3. Move to the center body mount and remove the body mount bolt. Install the center  mounting bracket as stated in step 1. Do not fully

tighten at this time NOTE: The cradle mount will face the rear of the vehicle (fig 2).

4. Move to the rear body mount bolt and remove the body mount bolt. Install the rear mounting bracket as stated in step 1. Do not fully

tighten at this time NOTE: The cradle mount will face the rear of the vehicle (fig 3).

5. Take the drivers side step bar and place it on the cradle mounts. Move to the front mounting bracket and attach the bar to it using one

( item 9) 1/2” x 2” hex head bolt, one ( item 11) 1/2” lock washer, and one (item 10) 1/2” flat washer. Do not fully tighten at this time (fig

4). 

6. Line the step bar up with the mounting holes in the center mounting bracket and attach the bar to it using two (item 8) M10 button head

bolts, two (item 13) M10 lock washer, and (item 12) M10 flat washers. Do not fully tighten at this time (fig 5). 

7. Repeat step 7 to attach the rear bracket to the step bar.

8. Align the step bar as needed and fully tighten all hardware at this time.

9. Torque all 1/2” hardware to 50-55 ft lbs, M10 to 35-40 ft lbs.

http://www.carid.com/tuff-bar/
http://www.carid.com/running-boards.html
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IMPORTANT ALERT: GM uses a very strong thread-locking compound on all body 
bolts. Use of an air assisted impact ratchet WILL cause damage to the threads on 
factory body mount bolts and the internal nut assembly because of this thread 
locking compound.  
We only recommend the use of hand tools to slowly remove and reinstall body 
mount bolts on all GM vehicles.  
 
 
CRITICAL INFORMATION: If during the removal process, it becomes increasingly 
difficult to unscrew the body mount bolt with hand tools, tighten the bolt several 
rotations to clear the thread locking compound from the threads, then reverse di-
rection and continue to unscrew until the body mount bolt is out. Repeat this 
process as necessary on all GM body mount bolts. Use of an appropriate anti-
seize compound is highly recommended for re-installation. Tighten body mount 
bolt to factory torque specifications for your particular model year.  
 
 

Example of GM factory body mount bolt 


