
INSTALLATION INSTRUCTIONS

AUTOMOTIVE PRODUCTS, INC. 

APPLICATION:  2007-2012 CHEVROLET SILVERADO / GMC SIERRA REGULAR CAB 

PART NUMBER: 21-1400,21-1405, 23-1400, 23-1405, 23-71400 

ITEM QUANTITY DESCRIPTION TOOLS NEEDED 

1 2 SIDE BARS 9/16” SOCKET AND RATCHET 

2,3 2 
FRONT MOUNTING BRACKETS (2) DRIVERS 

SIDE, (3) PASSENGER SIDE 
9/16” WRENCH 

4 2 REAR MOUNTING BRACKETS TORQUE WRENCH 

5 4 1/2” X 2” HEX HEAD BOLTS 

6 4 1/2” LOCK WASHERS 

7 4 1/2” FLAT WASHERS 

1. Remove contents from box, verify all parts are present and free from damage. Carefully read and understand all instructions before at-

tempting installation.

2. From underside of vehicle, remove the driver side body mounts bolts.

3. Determine driver/left and passenger /right Mounting Brackets. Attach driver/left front Mounting Bracket by partially threading back the

factory body mount bolt (Figure 1 & 2). Repeat this step for driver rear Mounting Bracket.

4. Position driver/left Sidebar onto Mounting Brackets. Attach Sidebar to Mounting Brackets by using the included (2) ½” x 2” Hex Head

Bolts, (2) ½” Lock Washers, and (2) ½” Flat Washers. Do not tighten at this time.

5. Level and adjust sidebar, and then tighten all hardware at this time

6. Torque all 1/2” hardware to 55 ft lbs

(On heavy duty models, it may be required to attach mounting brackets to opposing side of the vehicle to complete installation.)

http://www.carid.com/westin-automotive/


CRITICAL INFORMATION: If during the removal process, it becomes 
increasingly difficult to unscrew the body mount bolt with hand tools, tighten the 
bolt several rotations to clear the thread locking compound from the threads, 
then reverse direction and continue to unscrew until the body mount bolt is out. 
Repeat this process as necessary on all GM body mount bolts. Use of an 
appropriate anti-seize compound is highly recommended for re-installation. 
Tighten body mount bolt to factory torque specifications for your particular 
model year.

IMPORTANT ALERT: GM uses a very strong thread-locking compound on all
body bolts. Use of an air assisted impact ratchet WILL cause damage to the

threads on factory body mount bolts and the internal nut assembly because of
this thread locking compound.

We only recommend the use of hand tools to slowly remove and reinstall body
mount bolts on all GM vehicles.

PROCEDURE:

Choose reliable running boards offered on our website.

http://www.carid.com/running-boards.html



