
AMERICAN CAR CRAFT INSTRUCTIONS 

2011-2012 MUSTANG PERFORATED 8PC HOOD PANEL 

PART #273029 & #273037 

PARTS INCLUDED: 

7- Stainless Hood Panel Sections

1- Main Hood Panel

2-Trim Rings

13-Chrome Hood Buttons

2-Adhesive Promoter Packs

PROTECTIVE LINER INFORMATION:  Your new accessories will come to you with a protective surface liner. Leave this 

liner in place until the installation is complete to prevent finger prints and/or possible scratches during installation and 

shipping. 

1. Remove the hood from the car and set atop a sturdy table covered with a blanket to protect the paint.

Stabilize the hood by placing several rolls of paper towels along the outer edges so that the hoods will

not rock around when you are working with it.



2. Remove the factory insulation pad. You will notice that your hood contains two tabs that held the 

bottom of the hood pad. These two tabs will need to be sniped off the hoods sub frame using a good 

pair of tin snips. 

  

3. The next thing to do will be to re route the windshield sprayer supply line. The idea here is to eliminate 

this tube from plain sight. Drill a small 1/4 hole into the hoods sub frame at the lower left hand corner 

of the sub frames recessed area and also on the lower outer corner. This will allow you to sneak the 

supply tube through the hoods sub frame and out to a new location that will be hardly noticeable 

when opening and closing the hood. Seal the exit hole with some clear silicone sealant. 

 

4. The next step will be to scuff up the top surface of the sub frame as well as perimeter of all the sub 

frames recesses and then thoroughly scrub clean any and all dust particles and dirt with rubbing 

alcohol. The idea here is to create a good bondable surface for the smaller panels as well as the main 

section. Because this hood panel is mostly bonded to the factory hood you will want to does a very 

thorough and complete job here in order to expect the installation to be trouble free long term. 

 

5. Now you are ready to install all of the smaller perforated sections. If you are installing the kit on a black 

hood use black 100% silicone to set the sections. In all other colors use clear 100% silicone. It is crucial 

that you use pure 100% silicone for this installation! Do not substitute the silicone for any other type 

of adhesive. The silicone has been tested to work perfectly and is heat resistant and a very reliable. So 

what you will need to do is to set each of the smaller panels into place to get acquainted with just how 

they are intended to fit. Although it should not be necessary you may need to tweak the shapes of 

each panel so that they sit into place nice and contoured to the hoods recesses. Once these panels are 

ready to be bonded apply a bead of the silicone to the perimeter only. You will want to apply the 

silicone in such a way as to make a good contact but not so much that when you set the panels the 

silicone won’t ooze out of the perforations. Some oozing will be unavoidable but as long as it is 

minimal it will work just fine. If you happen to have created more oozing then you would like, DO NOT 

wipe the silicone as this will make an unsightly mess. Instead simply allow it to dry completely and then 

you will be able to just pick it off that area. 

 

6. Now that all the small sections have been set you can proceed to the main panel. (Read this entire 

section first!) You will notice the main panel has two slits at the top. These have been designed this 

way to allow the panel to contour into the hoods sub frame. Once the hood has been set in place 

simply lock this contour with the two loose trim rings provided. Apply a bead of the adhesive promoter 

along the openings edge and then peel the red release liner from the ring and then carefully press it 

into place. This will be the last thing you will do for this panel. You will also notice that panel contains 

small holes that will match the holes in the sub frame. At all of these locations you will insert the 

decorative hood buttons provided in the kit however these buttons must be assisted with the silicone 

in order to expect a good solid bond. Simply run a good bead of the silicone along the top of the sub 

frame surface but be careful not to apply the silicone directly over or near each of the holes as this will 

cause the silicone to ooze out of these holes and create a mess! (TECH NOTE: Setting the main section 

in place is NOT a one man job so have a friend help you set the panel carefully and slowly. If you 



attempt to do this yourself you will scratch the paint causing you to touch up.) Once the panel has 

been set into position align all the holes with a Philips screwdriver but be careful not to poke the outer 

skin. Once you have aligned all the holes Remove the protective liner and simply press in all of the 

chrome hood buttons. Then set the two loose upper trim rings, mentioned earlier, to finish the 

installation.  

7. If you have elected to install the optional 5.0 Mustang decorative hood badge simply place the unit

into position and secure it in place with the hardware provided (4-Rivets or 4-Sheet Metal Screws).

Then cap that hardware with the decorative peel and stick trim ring. The attachment hardware

contains several rivets and or several flat head screws to be drill into the hoods sub fame and secured.

You can choose which ever method you prefer screws or rivets. Then peel the red release liner from

the back of the trim ring and set it over the badge plate and press it between your fingers to create the

bond. Then peel the protective liner. If you have elected to purchase the illuminated version of this

plate you will need to have already pre routed the power supply wire thought the same area of the sub

frame that you routed your windshield sprayer supply tube. Then route the wire down towards your

battery or to your own power source and switch.

When it comes to quality chrome trim and accessories, American Car Craft is the brand you can depend on.

https://www.carid.com/chrome-accessories.html
https://www.carid.com/american-car-craft/

