
INSTALLATION INSTRUCTIONS
PART NUMBER: 600-0100

 2010-2011 KIA Soul L4-2.0L

http://www.carid.com/aem/


 Description Qty. Part Number

PARTS LIST

A Exhaust; Axle Back 1 83005
B Bolt, M12x1.75x35mm Hex Bolt SS 2 RHBA-M12X175X35A2
C Washer, Fst, M12 Split Lock 2 RHWA-M12A2
D Nut, M12-1.75 Hex Brass 2 RHNA-M12X175B



1. Preparing Vehicle
a. Make sure vehicle is parked on level surface.
b. Set parking brake.
c. If engine has run in the past two hours, let it cool down.
d. Raise the front and rear of the vehicle with a jack.  Refer to your owner’s manual for proper jack and jack stand

placement to properly support vehicle.  Support your vehicle using properly rated jack stands before wheel removal
or while working under the vehicle.
NEVER WORK UNDER A VEHICLE WITHOUT USING JACK STANDS.

2. Removal of stock system

Read and understand these instructions BEFORE attempting to install this product. Failure to 
follow installation instructions and not using the provided hardware may damage the 
exhaust system.

a. Stock exhaust system installed. b. Remove the two nuts securing the muffler pipe to
the exhaust pipe.

c. Disconnect the exhaust hanger from the rubber
isolator.

d. Disconnect the two exhaust hangers from the rear
rubber isolator.

http://www.carid.com/exhaust-systems.html


e. Remove the OE muffler, ensure the exhaust gasket 
is removed and set aside.  The gasket will be reused 
during the installation of the AEM®  exhaust system.



3. Installation of AEM® exhaust system.
 a. When installing the exhaust system, do not completely tighten the mounting hardware until instructed to do so.

b. Route the exhaust pipe over the rear sub frame. c. Install the exhaust bracket in the single rubber
isolator.

d. Install the two exhaust hangers into the rear rubber 
isolator.

e. Install the OE exhaust gasket between the OE
exhaust pipe and the AEM®  exhaust pipe.

f. On each side of the exhaust flange, install a supplied 
bolt, washer and nut as shown.  Ensure the gasket is 
properly aligned with the exhaust flanges and the bolts 
slide through gasket’s bolt holes.  

g. Ensure the bolt/nut assemblies are tightened to
factory torque specification (see service manual).



AEM®  Exhaust System installed

4. Reassemble Vehicle
 a. Position the exhaust pipes for the best fitment. Be sure that the exhaust pipes or any other components do not
  contact any part of the vehicle.  Tighten the all bolts and nuts.
 b. Check for proper clearance. Re-adjust exhaust pipes if necessary and re-tighten them.
 c. To prevent permanent staining of your new exhaust system, wipe the exhaust tubes and muffler with a solution of
  mild detergent and water before starting the engine.  Any contaminants left on the exhaust system such as grease,
  oil, and / or fingerprints will result in PERMANENT staining.
 d. Let the vehicle idle for 3 minutes. Re check bolts after vehicle has cooled for 1 hour.
 e. You may instantly see smoke coming from the exhaust both from inside and outside the system.  This is normal as
  there may be residual oils in or on the exhaust system from the manufacturing process.
 f. Let the vehicle idle for 3 minutes.  Perform a final inspection before driving the vehicle.


