
INSTALLATION INSTRUCTIONS
ELITE SERIES
fULL SwEEp ELECTRIC bOOST/vAC gAUgE

2650-1458-00

Installation
1. Check that you have all parts required for installation, and the engine is cool.
2. Disconnect the negative (-) battery cable.
3. Gauge mounts in a 21⁄16” hole. Use supplied brackets and nuts to secure gauge to dash.
4. Drill 1” diameter hole where wires pass through sheet metal (such as firewall) and install rubber grommet provided. (Grommet will require slit.)
5. Securely mount the MAP sensor to the firewall or inner fender with pressure port facing down. (Bracket fabrication may be required.)
6. Install T-Fitting in a manifold vacuum hose. Attach one end of the nylon tubing to the T-Fitting  using  a tubing adapter.  Connect the other end of

the nylon tubing to the MAP sensor with the other tubing adapter.
7. Connect the white wire to dash lighting or switchable 12v light source.
8. Connect the red power wire to a switched +12 volt source.
9. Reconnect negative (-) battery cable.

peak Recall
Press and hold the pEAK button to recall the highest pressure reading since the memory was last cleared. To clear the memory, press and 
hold the pEAK button, and while still holding the pEAK button, press the wARN button. The pointer will move to the stop pin to indicate that 
the memory has been cleared. Release the pEAK and wARN buttons to resume normal operation. The peak recall point is retained when 
power is removed from the gauge.

full Dial warning
This gauge features full dial warning. When a warning point is reached, the entire dial illuminates in the programmed warning color. This feature 
is available for both a high and low warning set point. In addition, the warning color will flash when an over warn point is reached.
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CAUTION!
As a safety precaution, the +12V terminal of this product should be fused before 
connecting to the 12V ignition switch.  We recommend using a 1 Amp, 3AG fast-
acting type cartridge fuse (Littlefuse® # 312 001 or an equivalent). 
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NOTE:
MAP Sensor should be mounted with PRESSURE PORT facing down. 
Failure to do so could result in inaccurate readings due to condensation 
in the line. (Bracket fabrication may be required.)
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pro Control High warning Set point
To adjust the high warning set point, press and release the wARN button. The warning light will begin to flash and the pointer will move to the 
previous high warning set point signifying that warning set mode has been selected. Once in set mode, press the wARN button to move the 
pointer down, or press the pEAK button to move the pointer up. Three seconds after the last button press, the warning light will stop blinking 
and the pointer will return to the current reading. The warning set points are retained when power is removed from the gauge. 

pro Control High Over warn Set point 
To adjust the high over warn set point, press and hold the wARN button. After three seconds the warning light will begin to flash and the 
pointer will move to the previous high over warning set point signifying that over warn set mode has been selected. Release the warn button.  
Once in set mode, press the wARN button to move the pointer down, or press the pEAK button to move the pointer up. Three seconds after 
the last button press, the warning light will stop blinking and the pointer will return to the current reading. The over warn set points are retained 
when power is removed from the gauge. 

pro Control Low warning Set point
To adjust the low warning set point, press and hold the wARN button, and while still holding the wARN button, press and release the PEAK 
button. The warning light will begin to flash and the pointer will move to the previous low warning set point signifying that warning set mode has 
been selected. Once in set mode, press the wARN button to move the pointer down, or press the pEAK button to move the pointer up. Three 
seconds after the last button press, the warning light will stop blinking and the pointer will return to the current reading. The warning set points 
are retained when power is removed from the gauge. 

pro Control Low Over warn Set point
To adjust the low over warn set point, press and hold the wARN button, and while still holding the wARN button, immediately press and hold 
the pEAK button. After three seconds the warning light will begin to flash and the pointer will move to the previous low over warning set point 
signifying that over warn set mode has been selected. Release both buttons. Once in set mode, press the wARN button to move the pointer 
down, or press the pEAK button to move the pointer up. Three seconds after the last button press, the warning light will stop blinking and the 
pointer will return to the current reading. The over warn set points are retained when power is removed from the gauge. 

Change backlight Color
To change the backlight color:
With power off, press and hold the warning button. Apply power to the gauge. Release the wARN button. Press and release the pEAK button.  
The pointer will move to half scale and the dial will illuminate with the current Backlight Color. Press and hold the pEAK button to cycle through 
the available colors. Once you have selected the desired color, release pEAK and don’t press any buttons for about three seconds. The dial 
will flicker white several times to indicate the desired setting has been saved  and the gauge will return to normal operation with your new color 
selection. Color selections are saved when power is off.

Change Low warn Color
(Region A color)
warn Color Set Mode:
With power off, press and hold the wARN button. Apply power to the gauge. Release the wARN button. The pointer will be at the stop pin and 
the dial illumination will be off. Press and release the wARN button to cycle between HIgH warn color set and LOw warn color set modes. In 
High Warn color set mode, the pointer will move to full scale and the dial will illuminate with the current High Warn color. In Low Warn color set 
mode, the pointer moves to the minimum position and the dial will illuminate with the current Low Warn color.  
To change Low warn Color:
When the Low Warn color set mode has been selected (see above), press and HOLD the wARN button to cycle through the available colors.  
Once you have selected the desired color, release the wARN button. Don’t press any buttons for about three seconds. The dial will flicker 
white several times to indicate the desired setting has been saved  and the gauge will return to normal operation with your new Low Warn color 
selection. Color selections are saved when power is off.

Change High warn Color
(Region C color)

warn Color Set Mode:
With power off, press and hold the wARN button. Apply power to the gauge. Release the wARN button. The pointer will be at the stop pin and the dial 
illumination will be off. Press and release the wARN button to cycle between HIgH warn color set and LOw warn color set modes.  In High warn color set 
mode, the pointer will move to full scale and the dial will illuminate with the current High Warn color. In Low Warn color set mode, the pointer moves to the 
minimum position and the dial will illuminate with the current Low Warn color.  

To change High warn Color:
When the High Warn color set mode has been selected (see above), press and hold the wARN button to cycle through the available colors.  Once you 
have selected the desired color, release the wARN button. Don’t press any buttons for about three seconds. The dial will flicker white several times to 
indicate the desired setting has been saved and the gauge will return to normal operation with your new High Warn color selection. Color selections are 
saved when power is off.



Lighting Mode
(Region B Color)

This gauge allows the dial lighting to operate in two modes, Full On or Dimmable. Factory default is Full On.

full On: In this mode, the white lighting wire is ignored. The gauge dial lighting is always on at full brightness. (unless you select NO color 
 when setting the Backlight Color). If using Full On mode, white wire hook-up is not needed.
Dimmable: In this mode, the white wire is used to set the intensity of the dial lighting from full brightness down to off.

To change the Lighting Mode:
With power off, press and hold the pEAK button. Apply power to the gauge. Release the pEAK button and the dial face will illuminate with either white 
lighting or blue lighting. Press and release the PEAK button to toggle between Full On (dial is illuminated white) and Dimmable (dial is illuminated blue). Once 
you have selected the desired mode, don’t press any buttons for about three seconds. The dial will flicker white several times to indicate the desired setting 
has been saved and the gauge will return to normal operation with your new mode selection. Mode selections are saved when power is off.

gauge Reset
It may be desired to reset the gauge. This clears programmable settings to a system default.
With power off, hold in both buttons. Apply power to the gauge, wait two seconds, 
and release both buttons. The dial face will flicker white several times and return to
normal operation. At this point, the gauge has been reset.  

Reset Settings:

High Warning Set Point: Max Value
Low Warning Set Point: Lowest Value
Peak: Lowest Value
High Warning Color: Red
Low Warning Color: Green
Backlighting Color: White
Lighting Mode: Full On
High Warning Pro Control State: Active High
Low Warning Pro Control State: Active Low
High Over Warn Set Point: Max Value
Low Over Warn Set Point: Lowest Value

pro Control Active States
The active region for Pro Control outputs are user configurable. For example, consider a pressure gauge with a low warning set point at 20 PSI . The gauge 
can be configured so the associated Pro Control output is active when the pointer falls below the set point [less than 20 PSI] (active low) OR when the pointer 
is beyond the set point [greater than 20 PSI] (active high). Likewise, consider a pressure gauge with high warning set point at 95 PSI. Again, the gauge can 
be configured so the associated Pro Control is active when the pointer falls below the set point [less than 95 PSI] (active low) OR when the pointer progresses 
beyond the set point [greater than 95 PSI] (active high).

To change the active state:
With power off, press and hold the pEAK button. Apply power to the gauge. Release the pEAK button. Press and release the wARN button.  The gauge is 
now in Active State Set Mode. The pointer will point straight up at the value in the top center of the dial. Press and release the wARN button to toggle back 
and forth between the low and high warning point active state modes. Doing so will cause the dial to change back and forth between green and red. When 
setting the low warning active state the dial face will be green. When setting the high warning active state the dial face will be red.

Once the designated warning mode is selected (green or red) press and hold the wARN button to toggle between active high and active low. As you hold the 
button the pointer will continuously sweep from the left of center and to the right of center pausing at each side. Left of center is active low and right of center 
is active high. Release the wARN button when the pointer is in the position of the desired active state. Once you have selected the desired state, don’t press 
any buttons for about three seconds. The dial will flicker white several times to indicate the desired setting has been saved and the gauge will return to normal 
operation with your new state selection. State selections are saved when power is off.

NOTE: The Pro Control Active State does not 
affect the color of each dial region.



pro Control
The Pro Control feature activates a switched ground output at a user defined set point. Pro Control can be used to switch on a relay to activate 
ignition kill, cooling fans, lamps, alarms, etc. The set points define three regions on the gauge dial, the region below the low set point, between the 
set points, and above the high set point. 

warning: Pro Control outputs shall not 
exceed 2.0 amps at 12 volts

REgION A

REgION b HIgH

REgION C

LOw

Low Set Point - ACTIVE STATE LOW (orange wire)

Pointer region
Pro Control output 

#1
normally open 

Contact
normally Closed 

Contact Dial Color

a active (on) CLoSeD (on) oPen (oFF) Low warn Color

B oFF oPen (oFF) CLoSeD (on) Backlight Color

C oFF oPen (oFF) CLoSeD (on) High warn Color

Low Set Point - ACTIVE STATE HIGH (orange wire)

Pointer region
Pro Control output 

#1
normally open 

Contact
normally Closed 

Contact Dial Color

a oFF oPen (oFF) CLoSeD (on) Low warn Color

B active (on) CLoSeD (on) oPen (oFF) Backlight Color

C active (on) CLoSeD (on) oPen (oFF) High warn Color

High Set Point - ACTIVE STATE HIGH (BLue wire)

Pointer region
Pro Control output 

#2
normally open 

Contact
normally Closed 

Contact Dial Color

a oFF oPen (oFF) CLoSeD (on) Low warn Color

B oFF oPen (oFF) CLoSeD (on) Backlight Color

C active (on) CLoSeD (on) oPen (oFF) High warn Color

High Set Point - ACTIVE STATE LOW (BLue wire)

Pointer region
Pro Control output 

#2
normally open 

Contact
normally Closed 

Contact Dial Color

a active (on) CLoSeD (on) oPen (oFF) Low warn Color

B active (on) CLoSeD (on) oPen (oFF) Backlight Color

C oFF oPen (oFF) CLoSeD (on) High warn Color
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ExAmPLE

Looking for dependable gauges and dashboards? Rely on Auto Meter for quality and long-lasting products.

https://www.carid.com/custom-gauges.html
https://www.carid.com/auto-meter/

