
Installation Instructions

INSTALLATION TIME SKILL LEVEL

1 Hour 2 - Moderately Easy

TOOLS

Vehicle Application

• Jeep Wrangler
 2003 – 2006   
 Part Number: 80032Windjammer™

1/8" Bit



#8 x 1" Pan Head Screw Part Number 295.95, Qty - 5, 

Installation

Safety glasses should be worn at all 
times while installing this product.

Caution

Windjammer Fabric Qty - 1
“Z” Channel, 29 1/2" Qty - 1

Parts List and Hardware Identifi cation

Snap Head Screw, Part Number 200.49, Qty - 3, Acorn Locknut, 427.11, Qty - 3, 

Step One
INSTALL “Z” CHANNEL

Fold the front seats forward and 
locate the “Z” Channel in the parts 
kit. Orient the channel so that, when 
installed, the opening will be down. 
Place the channel on the vertical 
face of the riser between the front 
and rear fl oors, centered in the fl at 
area in the middle of the vehicle. 
The top edge of the channel should 
be fl ush with the top of the riser. 
Use the  holes in the channel as 
guides to mark, center punch and 
drill fi ve 1/8" holes. Install the chan-
nel using the fi ve #8 x 1" Pan Head 
Screws from the parts kit. 

WARNING Check for wiring and fuel lines before drilling holes in riser.

Note: It is easier to drill holes by either slitting the carpet with a 1/2"  “X” shape to access the sheet metal, or center punch through the carpet, 
remove the carpet and drill the necessary holes - then add smaller slits in the carpet to access the holes for attachment.

Note: After drilling the holes for the “Z” Channel in the fl oor riser, put silicone sealer on the holes before installing the channel with the screws.

Note: If the vehicle is equipped with a factory console, it will be necessary to leave the center screw out of the channel.
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Step Two
FASTEN STRAPS

Orient the Windjammer with the window 
toward the top and with the vinyl side out, 
toward the rear of the vehicle. Start with 
the top straps and wrap the four top straps 
around the sport bar. Then thread the end 
of each strap through each buckle. Loosely 
tighten each strap to hold the Screen in 
position. Repeat this procedure with the 
side straps. It may be necessary to lift up 
slightly on the Fold Down Bow to work the 
middle strap underneath, in order to wrap 
it around the sport bar.
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Step Three
SECURE WINDJAMMER TO “Z” CHANNEL

Gently pull down on the bottom of the 
Windjammer fabric and slip the plastic 
strip sewn on the bottom of the fabric 
into the “Z” Channel installed earlier.

Once the plastic strip is in place in the 
“Z” Channel, fasten the web straps on 
the door to the loop strips on either side 
of the opening. Adjust the plastic strip if 
necessary. Tighten up all the straps.
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Step Four
TO OPEN THE CENTER FLAP

To open the center fl ap in the Windjammer, pull on the Web Straps at the bottom 
of the door to release them from the Loop Strips. Roll the door and fasten the Web 
Straps to the Loop Strips on each side of the top of the door.
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If You Have a New Duster Deck Cover on Your Vehicle*
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Over Duster

Windjammer - From 
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Step One - Optional
Locate the fl ap sewn to the vinyl side of 
the Windjammer. Pull the fl ap out over 
the top of the front edge of the Duster.

Step Two - Optional
Pull up on the front, reinforced edge of the 
Duster and mark the locations matching the 
three snaps on the Windjammer fl ap, on the 
webbing along the top of the Duster. 

Snaps - on underside of fl ap

Install Studs on Webbing Rein-
forced Front Edge of Duster

Step Three - Optional
At the marked locations, push the sharp end 
of a Snap Head Screw through the Duster 
from the webbing side, to make a hole. Once 
a hole is formed, pull the screw back out of 
the hole. Then push the screw through the 
hole from the vinyl side so that the snap is 
on top of the vinyl. Thread an Acorn Locknut 
over the pointed end of the Snap Head 
Screw. Snap the Duster and the Windjam-
mer together with the three snaps.
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BESTOP ACCESSORIES BED ACCESSORIES

http://www.carid.com/bed-accessories.html
http://www.carid.com/bestop/



