
If your vehicle does not have a Bestop Supertop part number 51530, you will need to pur-
chase a Bestop Windshield Header part number 51207 to install this Bikini.

Installation Instructions

INSTALLATION TIME SKILL LEVEL

3/4 Hour 1 - Easy

TOOLS

Vehicle Application

Bikini®
• International Scout II
(including Super Scout)
1972  – 1980
Part Number: 52550

5/32" and 
3/32" Bits

https://www.carid.com/bestop/
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Body Stud, Part 
Number 9.68, Qty - 2

Parts List and Hardware Identifi cation

Bikini Top, Qty - 1

Bikini Installation

Step One
Install Footman Loops
Install the Footman Loops  on the rear corners 
of the vehicle. Center the loops on the top, 
rear corner on each side of the vehicle. Use 
the loop as a template to mark, center punch 
and drill two 5/32" holes. Install the Footman 
Loop with two #10 x 1/2" Oval Head Phillips 
Screws. Do this on both sides of the vehicle.

Step Two
Install Bikini Fabric
Slide the extrusion along the front 
of the Bikini into the channel in the 
windshield header. Make sure the 
fabric is centered on the vehicle.

#10 x 1/2" Oval Head Phillips Screw, 
Part Number 155.49, Qty - 4

Footman Loop, Part 
Number 272.29, Qty - 2

Footman Loop

#10 x 1/2" Oval Head 
Phillips Screw

Windshield

Slide Extrusion 
into channel

#6x3/8" Sheet Metal Screw, 
Part Number 9.69, Qty - 2 
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Thread Strap through 
Footman Loop

Footman Loop

Step Three
Secure Long Straps
Pull one of the long straps on the 
rear of the Bikini to the Footman 
Loop on the rear of the vehicle. 
Thread the strap through the loop. 
Pull the end of the strap back and 
thread it through the buckle sewn 
to the strap. Repeat this with the 
other strap.

Thread Strap 
through Buckle

Step Four
Secure Short Straps
Make sure the Bikini is centered above the windshield. Wrap the short 
straps sewn to the top around the sport bars and thread them through 
the buckles sewn to the top.

Sport Bar

Wrap Strap around 
Sport Bar

Thread Strap 
through Buckle

Step Five
Secure Windshield Snaps
Snap the Bikini to the studs above the windshield. 

If your vehicle does not have these studs mark the location of the snaps 
on the Bikini. Center punch and drill a 3/32" hole at these locations. In-
stall a Body Stud with a #6 x 3/8" Sheet Metal Screw in each hole.

Tighten all straps.

Windshield

Snap Bikini to Stud

If necessary install Body 
Stud with #6 x 3/8" Sheet 
Metal Screw
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Care and Maintenance of your Bestop Product
Your Bestop product is made of the fi nest materials available. To keep it looking new and for the maximum possible 
wear, it will need periodic cleaning and maintenance.

Washing: The fabric should be washed often using soap, warm water and a soft bristle brush. Rinse with clear water 
to remove all traces of soap or use Bestop-recommended Bestop Cleaner and Bestop Protectant.  Bestop Cleaner 
and Bestop Protectant are specially formulated to provide a total cleaning and protection system.  Bestop Cleaner will 
not harm vehicle fi nish, is biodegradable and environmentally friendly.  Bestop Protectant protects against UV-fading, 
cracking and hardening.

Water: Seeping through at the seams may be stopped by applying 3-M Scotchgard® on the inside of the seams. Rips 
in the fabric may be repaired with Bondex® iron on patches. Iron the patches to the Inside of the top, carefully following 
the Bondex® instructions.

Learn more about soft tops and hard tops we have.

https://www.carid.com/soft-hard-tops.html



