
Parts List
Seat Back Cover, Qty - 1
Seat Bottom Cover, Qty - 1

 

Seat Covers are not waterproof.

Warning: DO NOT remove the seat from the vehicle to install Rear Seat Cover.

Step Two

Fold the back of the seat forward and fasten the
hook and loop strips to each other.  Fasten along
the side corners and the bottom of the cover.

Seat Back Installation
Step One
Orient the Seat Cover with the quilting toward the front
of the seat and the opening along the bottom.  Slip the
cover over the top of the seat.  Engage the release latch
and tilt the seat forward slightly to increase  an opening
between the upper and lower seat.  Tuck the front tails
through the opening towards the back.

Rear Bench Seat Cover
Installation Instructions

Part Number: 29229For:  TJ Wrangler '03-Current and Unlimited '04- Current

Warning:
This Rear Bench Seat Cover is designed to enhance the appearance of the vehicle.  Do not rely in any way on the components of the Seat Cover
to contain occupants within the vehicle, or to protect against injury or death in the event of an accident.  The Seat Cover will not protect the occupants
from falling objects.  Never operate vehicle in excess of manufacturer's specification.

Wear seat belts at all times.
Read and follow, precisely, all installation instructions provided when installing the Seat Cover.  Failure to do so may result in a poor fit and could place
occupants of the vehicle in a potentially dangerous situation.
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Seat Bottom Installation Step Two
Fold the seat back down and tumble the seat forward to
access the bottom.  Pull the small flap,  that is between
the upper and lower seat through letting the sides curve
around the hardware.  Wrap the seat sides around to the
bottom tucking it's edges around the hardware.  Pull the
large flap up and align the hook to the loop of the sides.

Step One
Place the bottom cover over the seat quilted
side up.  Tuck the smaller flap under the seat
back.  Tuck the larger flap under the front of
the seat, between the seat and the hardware.

Tuck Small Flap
under seat back

Tuck Large Flap
under seat 

Pull Small Flap through
between seat back and
bottom

Pull Large Flap up
along bottom of seat.

Sides wrap around
hardware

Note:  Make sure the large
flap is between the seat and
the hardware.

Step Three
Pull the large flap up and align the
hook to the loop of the sides.  Zip
together the small and large flaps.

Zip  Flaps together

Line up the Hook on the
large flap to the Loop on
the sides.

Step Four
Locate the center seat belts mounted to the back floor
and insert them through the holes in the Seat Cover
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