
3. Remove the wire from the tool and twist the cut end of the sleeve off in a counterclockwise direction.

1. Position the wire in the correct strip hole. The smaller hole is for 8.5mm wire and the larger hole is for 9mm wire.

2. Slide the wire into the strip hole until the edge of the wire is at the edge of the
large half of the tool.

and rotate the wire 360°.

Blue Streak Wire Set Assembly Instructions
Caution: When installing wire leads, verify that the lead is routed properly and does not contact hot surfaces, sharp edges or 
moving parts. Vehicle performance and product longevity may be compromised as a result of improper installation. Improper 

.

Spread out the Blue Streak wire leads and determine the routing of each wire lead on the engine. 
Determine the desired cut length, terminal and boot for each wire lead. Cut each lead to the length needed and follow the 
instructions. Allow at least ½” of additional cut length for the core strip (see Step 2 below).

SEMI-CUSTOM SETS

4. Using pliers, bend the ends of the crimp wings at a 45 degree angle for a stronger crimp.
Fold the conductive core back along the wire insulation and slide the wire into the terminal. Position the conductive core so it is 
in contact with the bottom of the terminal. The insulation should extend at least 1/8” beyond the crimp wings. Do not allow the 
end of the conductive core to extend beyond the terminal.

6. Insert the small half of the tool into the large half of the tool and carefully
press them together. 
Make sure the wire and terminal do not roll out of position.

7. Put the wire and tool assembly into a bench vise. The tabs on the tool are designed to 
overlap the jaws of the bench vise.

8. Slowly close the vise. Make sure the tool and terminal stay correctly positioned and 
aligned.  Apply pressure as necessary to secure the crimp wings around the wire.

9. Open the vise and remove the wire and terminal from the tool. Inspect the terminal, make 
sure the crimp is secure.

5. Apply grease to the metal anvil in the small half of the tool. Insert the wire and terminal 
into the small half of the tool. Be sure to center the crimp wings on the metal anvil 
(shaded area).



If you are installing the 90° socket style terminals: Slide the wire through the boot, strip and terminate the wire. Grip the terminal 
near the wire crimp and bend it. Then slide the boot into position.

To ease installation of the boots, use the supplied dielectric grease.

If you are installing the high-temperature fiberglass sleeving*: Spread the sleeving out next to the wire and cut the sleeving to 
the needed length. Install the sleeving over the wire before installing the boots.

If you are installing the numbered cylinder markers*: Slide markers over the sleeve before installing boots. Once lead is as-
sembled, position markers and shrink them with a heat gun.

If you are installing the high-temperature silicone tape*: Once the wire lead is assembled cut a 6” long piece of silicone tape and 
wrap it around the fiberglass sleeve and boot. Do this on both ends. Place the white line side of the tape facing the sleeve and 
boot. 

If you are installing the high-temperature fiberglass socks*: Slide them over the plug boots.

Use the separators* to arrange the wires as needed once they are installed on the engine.   
Route the wires as needed to avoid hot surfaces, sharp edges or moving parts. Vehicle performance and product longevity may 
be compromised as a result of improper installation.

*Components noted with an asterisk * may not be included with all wire sets.

SILICONE COMPOUND APPLICATION INSTRUCTIONS

medical attention.
KEEP OUT OF REACH OF CHILDREN.
CONTAINS: dimethylpolysiloxane

INSTRUCTIONS

boot. Only a small amount of silicone is necessary to coat the spark plug boot inner lip. Applying this silicone coating helps 
prevent the boot from sticking to the spark plug and lengthens the life of the wire set.



BLUE STREAK IGNITION SYSTEMS

Blue Streak Wire Set Installation Instructions
Caution: When installing wire leads, verify that the lead is routed properly and 
does not contact hot surfaces, sharp edges or moving parts. Vehicle performance 
and product longevity may be compromised as a result of improper installation. 

non- automotive applications may void warranty.

Spread out the Blue Streak wire leads and determine the length of each wire lead. 

IMPORTANT: Remove and replace one wire lead at a time.

    wire lead. Twist slightly to break the boot seal. 
    Then remove it with a steady, even pull.
2. Select LONGEST wire lead from the Blue Streak set.
3. Install spark plug end of the Blue Streak wire lead. Make sure the terminal
    snaps onto the spark plug. Insert other end of the Blue Streak wire lead into the
    distributor cap or coil.
4. Repeat the above steps with each wire lead. 

    Slide them over the plug boots before installation.

Use the separators* to arrange the wires as needed once they are 
installed on the engine.   
Route the wires as needed to avoid hot surfaces, sharp edges or moving parts. 
Vehicle performance and product longevity may be compromised as a result of 
improper
installation.

*Components noted with an asterisk may not be included with all wire sets.

SILICONE COMPOUND APPLICATION INSTRUCTIONS

WARNING: 
eyes with water for 15 minutes and obtain medical attention.

KEEP OUT OF REACH OF CHILDREN.
CONTAINS: dimethylpolysiloxane

INSTRUCTIONS

the inner surface of the spark plug boot. Only a small amount of silicone is 
necessary to coat the spark plug boot inner lip. Applying this silicone coating helps 
prevent the boot from sticking to the spark plug and lengthens 
the life of the wire set.

CUSTOM SETS

PERFOMANCE IGNITION SYSTEMS

http://www.carid.com/ignition-systems.html
http://www.carid.com/blue-streak/

