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The +12V DC Power cable should be a heavy gauge stranded copper cable with heavy insulation, since it 
draws power directly from the positive battery terminal. Select the cable gauge that is appropriate. 
The ground cable gauge should be the same as the +12V DC power cable.  

Connect the +12V Power terminal to the battery (+) terminal. The in-line fuse must be installed on the 
+12V power cable less than 18 inches from the battery. Not using a fuse is dangerous and can lead to a
fire hazard and damage both your car or amplifier. Connect the fuse holder to the battery; however, do not
install the fuse at this time.

Connect the GROUND cable to the terminal directly on the battery (-) position or to the car chassis. Ensure 
that all paint or other insulation is removed from around the hole area. Using a self-tapping screw, securely 
affix the wire ring terminal and then screw the ring terminal to the chassis ground.  Use as short a length of 
ground cable as possible to maxximize current to your amplifier.  

Many radios and other source units have an output terminal for connection of the remote turn on. This wire 
tells the unit to ‘turn on” and “turn off”. Connect the output wire of the source unit to the Crunch under seat 
subwoofer REM wire.  

To help minimize interference, it is best to run the power cable along the opposite side of the vehicle from 
the audio cables. 

CAUTION: The Power cables must be connected tightly. A loose connection may cause 
malfunctions, interference, noise or distortion.  

Once all connections are made and tightened down, it is safe to complete the fuse connection at the 
vehicle’s battery.  

IMPORTANT! 
Before making any connections, disconnect the car’s battery until the installation has been 
completed to avoid possible damage to the electrical system. 



WARRANTY
Maxxsonics USA Inc. warrants this product, to the original consumer purchaser, to be free from 
defects in material and workmanship for a period of one (1) year from the date of purchase.
Maxxsonics USA Inc. will, at it’s discretion, repair or replace defective products during the warranty 
period. Components that prove to be defective in materials and workmanship under proper installation 
and use must be returned to the original authorized Maxxsonics USA Inc. retailer from where it was 
purchased. A photocopy of the original receipt must accompany the product being returned. The 
costs associated with removal, re-installation and freight are not the responsibility of Maxxsonics 

consequential damages connected therewith. To view the full warranty, please visit the website.

Crunch products are designed and engineered in the USA by

SPECIFICATIONS

Amplifier: 
Output-Power 200 Watts RMS
64% Efficiency, 102 dB S/N Ratio
Variable Low Pass 30 - 150 Hz
Phase Shift 0˚ / 180˚
Low Level Inputs with RCA Jacks
High Level Inputs
Bass Remote Controller
Adjustable RCA Input

Dimensions (L x W x H):
14.17" x 9.57" x 2.95"(360x243x75mm)

Performance & Specifications 
Subject to Improvement Without Notice

Learn more about subwoofers we have.

https://www.carid.com/subwoofers.html



