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1. Open the rear glass gate and tailgate to access 
the screws that hold the taillights in place. The 
driver and passenger side taillights can be 
removed using a T-20 torx head screwdriver.  The 
driver’s side screws are located by the hinge on 
the inside of the taillight.     Remove the screws 
and carefully pry the the taillight housings
rearward away from the vehicle, being careful not 
to break the alignment tabs.

2. Access the black housings that match the 
housings on the T-Connector.  Slide the red 
locking tab on the harness connector to the 
unlocked position and disconnect the wire harness 
from both taillight sockets.

3. Beginning on the drivers side, plug the
T-connector harness containing the yellow wire in 
between the vehicle's mating connectors, and 
slide the red locking tab  into the locked position.

4. Locate a suitable grounding point on the

 

drivers side near the connectors. Drill a 3/32" hole 
and secure white wire with eyelet using screw 
provided. 
5. Route the harness containing the green wire 
and 4-flat down the opening behind the taillight 
on the drivers side.     Route the 4-flat harness to 
the center of the vehicle.  Route harness 
containing the green wire underneath the vehicle 
up through the opening behind the passenger's 
side taillight.

6. Repeat step 4 for the passenger's side using 
the T-Connector harness end with the GREEN 
wire.
7. Secure wires with cable ties provided.  Secure 
converter behind the driver's side taillight and 
reinstall both rear taillights

WARNING!
Verify miscellaneous items that may be hidden or 
under and surface before drilling to avoid to 
vehicle and/or personal injury.
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Looking for dependable trailer hitches and towing? Rely on CURT  for quality and long-lasting products.

https://www.carid.com/trailer-hitches.html
https://www.carid.com/curt/



