
dB Performance Exhaust System Installation
Cat-Back Exhaust System
2007+ Toyota FJ Cruiser
Single Side Exit w/ 4” Slash Cut Tip
PART NUMBER 24700 (Touring)

Please take time to read and understand these installation instructions.

We recommend that the installation of this system be performed by a qualified service center or pro-
fessional muffler installer who has the necessary equipment, tools and experienced personnel. How-
ever, if you decide to perform this install, the use of a hoist and an additional person will be required.

CAUTION: Never work on a hot exhaust system. Allow time for the vehicle to cool. Always wear eye 
protection when working under a vehicle.

Please confirm that all parts are present before beginning the factory exhaust system removal 
and dB Performance Exhaust system installation.

Bill of Materials:
1- dB Performance Slash Cut Tip (16SE3024)
2- Tailpipe Assembly (25FJ4010) 
3- Axle Pipe Assembly (25FJ4007) 
4- Muffler (25FJ2000) 
5- Headpipe Assembly (25FJ4000)  
6- Hardware Kit (25FJ7005) 

Recommended Tools:
• Safety Glasses
• 14mm socket and ratchet 
• Grommet pullers
• Soapy water
• Torque wrench
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NOTE:  The supplied double edge clamps in this system will crush and permanent-
ly deform the exhaust piping as they are tightened.  DO NOT tighten these clamps 
any more than is necessary to lightly hold the exhaust components in place, until 
the very end of this installation process.  It will be difficult or impossible to make 
any positional or rotational adjustments to the exhaust system after these clamps 
have been tightened down.

VERY IMPORTANT:  Align all clamps so that the open edge of the clamp bracket is 
parallel and aligned with the notch in the pipe, and the outside edge of the clamp 
bracket is approximately 1/8” from the end of the pipe expansion.  (See Fig. 1) Fail-
ure to properly position or orient the clamps could result in a weak clamping load, 
or even a potential leak at the clamp joints.

IMPORTANT: Make sure that the small drain holes in the muffler are facing down 
when the muffler is installed.  (See Fig. 2)

1. Remove stock cat-back exhaust system. 

2. Locate the dB Performance intermediate pipe, 25FJ4000.  Insert the intermediate 
pipe hangers into the factory rubber grommets. (See Fig. A & B)

3. Align the flange on the dB Performance intermediate pipe to the factory flange and 
hand thread the supplied flange bolts into the factory flange.  Using a 14mm socket and 
ratchet, loosely tighten the flange bolts.  Leave the flange bolts just loose enough to allow 
the intermediate pipe to still move for adjustment.  (See Fig. C)

4. Locate the dB Performance muffler (25FJ2000).  Slide a supplied 2.5” clamp over the 
muffler inlet, and then slide the expanded end of the muffler onto the outlet side of the 
dB Performance intermediate pipe.  Loosely tighten the clamp nuts with a 14mm socket 
and ratchet.  Make sure to leave the clamp loose enough to allow the muffler to move for 
adjustment.  (See Fig. D & E)

Installation of dB Performance Exhaust System:
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5. Locate the dB Performance axle pipe (25FJ4007).  Using a supplied 2.5” clamp, 
slide a clamp over the axle pipe inlet.  Route the outlet side of the axle pipe over the 
axle.  Slide the expanded end of the dB Performance axle pipe onto the outlet side of the 
dB Performance muffler.  Insert the axle pipe hangers into the factory rubber grommets.  
Loosely tighten the clamp nuts.  Make sure to leave the clamp loose enough to allow the 
axle pipe to move for adjustment. (See Fig. F & G)

6. Locate the dB Performance tailpipe (25FJ4010).  Slide a supplied 2.5” clamp over 
the inlet of the tailpipe.  Route the tailpipe over the axle and slide the expanded end of 
the tailpipe over the outlet end of the axle pipe.  Insert the tailpipe hanger into the fac-
tory rubber grommet.  Loosely tighten at this time.  Make sure to leave the clamp loose 
enough to allow the tailpipe to move for adjustment.  (See Fig. H & I)

7. Locate the dB Performance Slash Cut Tip.  Slide the tip onto the end of the tail-
pipe and loosely tighten the tip clamp at this time.  Make sure to leave the clamp loose 
enough to allow the tip to move for final adjustment. (See Fig. J & K)

8. Align the system as desired and make sure to check all exhaust system clearances 
of frame, heat shields, cables, wires, and sensors.   Rotational and length adjustment 
can be made at each clamp joint and the factory flange connection point.

9. After the system is in the desired position, tighten all flange connections and exhaust 
clamps.  Start at the front of the exhaust system and work towards the rear.  Torque the 
flange bolts to 35 ft-lbs.  Torque all nuts on clamps to 35 ft-lbs (47 N-m).  Torque the tip 
clamp to 16 ft-lbs (22 N-m).

10. Inspect the system after heat cycling.  Re-adjust if necessary and retighten all 
clamps to the correct torque settings listed in step #9.
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NOTE: During cold weather start-ups, you may experience an exhaust sound that is deeper and louder in 
tone than usual. This is temporary and will diminish to normal levels once your engine has reached its nor-
mal operating temperature. NOTE: Immediately following the installation of your exhaust system, you may 
experience a trace of smoke after initial start-up. DO NOT be alarmed. The smoke is caused by the burning 
of a small amount of forming oil residue used in the manufacturing process.
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