
Dee Zee Toolbox Installation Instructions 

Congratulations on your purchase of a quality Dee Zee product. Dee Zee is 
recognized as having the highest quality running boards and accessories on 
the market today. We have earned this reputation by offering our customers 

a product they can be proud to place on their vehicles. Dee Zee meets all 
the criteria of manufacturing a custom-fit product which guarantees it to 

be the easiest product to install. 

Note: Please take time to read all of the instructions before beginning this installation. 

Warning! If it is necessary to drill any holes into the vehicle, Dee Zee recommends 

putting a sealant or rust inhibitor around all holes drilled into the body of the vehicle. 

Cleaning Instructions: To maintain the bright finish of your Dee Zee Stainless Steel 

Toolbox, clean with a mild detergent and then apply a high grade automotive type wax. 

http://www.carid.com/dee-zee/
http://www.carid.com/bed-accessories.html








TOOL BOX LATCH ADJUSTMENT 

NOTE:  TOOL BOX LATCH WAS PRESET AT THE FACTORY.  MAKE SURE THE LATCH IS ADJUSTED TO 

THAT OF YOUR DESIRED SEAL. 

ALSO, PERIODIC ADJUSTMENT MAY BE NEEDED OVER TIME. 

PLEASE REFER TO LATCH ADJUSTMENT INSTRUCTION BELOW. 

1. Keeping the striker plate perpendicular to the lid, adjust the striker location left and right to

align the pin with the latch as shown below.  The dot identified by the arrow shows the

preferred location of the striker pin.

2. When the striker pin is correctly centered, tighten top bolt to set the location.



3. Set the pin depth to ensure that the head will clear the latch.

4. Tighten the pin in the lowest location, and close the lid.  If the lid is able to move up and down

when latched, the latch pin needs adjusted.  Adjust the pin up the approximate amount the lid is

able to move and retighten.








