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SA115
High Volume Smart Alarm®

Features and Benefits

ECCO’s Smart Alarm models measure ambient noise and adjust their sound level, creating a 
volume that is safe without being annoying or contributing to noise pollution. Smart Alarms 
eliminate the need for constant manual adjustment and help prevent intentional alarm 
disconnection.  The SA115 is designed to meet OEM specifications for the noisiest, most 
arduous, off-highway applications and features ECCO’s latest Smart Alarm microcontroller 
circuitry and a robust reinforced nylon housing. To optimize the alarm’s performance, the 
microcontroller is equipped with an internal thermo-sensor that monitors and adjusts the 
alarm’s frequency to compensate for changes in ambient temperature to keep the alarm’s 
performance optimized, resulting in a much more consistent SPL output, compared to 
competing alarms. In addition, the SA115 is ECCO’s highest output alarm with a volume 
range of 95-115 decibels, using a Neodynium (rare earth magnet) based driver that ensures 
reliable operation of the alarm at its peak volume. This self-adjusting alarm automatically 
adjusts to five decibels above the surrounding noise, ensuring OSHA compliance while 
keeping noise nuisance to a minimum. 

Models

• Advanced microcontroller electronics ensure consistent high output operation
• Smart Alarm technology adjusts output to 5 dB above surrounding noise
• Meets OEM design for rugged off-highway applications
• Sealed in polyurethane for protection against dust, moisture and vibration
• Industry standard size and mounting holes
• Temperature Range:  -40°F to +185°F (-40°C to +85°C)
• ECCOLIFE™

PART NO. VOLTAGE dB(A) AMPS APPROVALS

SA115 12-24 95-115 1.2 SAE J994 Type F, CE, R10, IP66

Alarm Specifications

Connection:  3 pin Deutsch connector
Housing:  Reinforced nylon
Mounting: 3/8” UNC Grade 5
Recommended washer: 3/8” Type A, Series N or W
Recommended mounting torque: 276 in. lbs.
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