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WARRANTY INFORMATION:
E&G Classics, Inc. warrants its chrome parts and products to be free from defects in ma te ri al, workmanship or finish for Twenty-Four (24) months from the date of shipment by E&G.  This war-
ranty is limited to the repair or replacement, at E&G Classics option, of the defective part or product.  To obtain performance under this warranty you must:
1.) Present your E&G unit to an authorized distributor in your area with proof of pur chase.
2.) If no distributor is available, contact E&G Classics (address below) for authorization to return unit.
3.) Returns - All unauthorized returns will be refused.  Merchandise approved by E&G for return must have been purchased within the Twenty-Four (24) months.  All returns require an au tho -
ri za tion number obtained from E&G and the actual return must be accompanied by the written authorization form filled out completely.  All merchandise most be inspected upon receipt and
shortages reported within 48 hours.  All mer chan dise must be in a resalable condition.  Mer chan dise must be packed carefully in the original packing.  If original packing is no longer usable,
repack item(s) comparable to original manner.  All returns are subject to a 25% handling charge.  Special order items are not returnable.  Defective merchandise must have an explanation of the
problem.  No credit will be issued unless invoice number and date of purchase has been supplied.  Manufacturer shall be sole judge of defects in a product.
4.) UPS accounts - All returns must be prepaid.  Do not send return shipments freight collect.  Once E&G has made its decision and it is a claim against our warranty policy, E&G will credit
incoming freight on damaged parts.
5.) No discontinued part or parts changed due to body style are returnable.

You are responsible for inspecting all packages containing E&G Classics' parts and prod uct immediately upon their receipt and must file a claim with the carrier for any damage dis clo sure by
such inspection and notify E&G classics in writing at the above address of any such damage.  This warranty does not extend to any of our products which have been subject to misuse, neg-
lect, accident or have been altered or repaired in any way.  This warranty does not cover any accidental or consequential damages for any breach of this warranty agree ment.  E&G Classics shall
have no responsibility for any loss of time, inconvenience, com mer cial loss or consequential damage, nor shall E&G be liable for any injury or damage to persons or property by reason of any
defect in material, work man ship or finish of its parts or products.  This warranty gives you specific legal rights and you may also have other rights which may vary from state to state.
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Front Right Wheel Arch Flare - Hood
Front Left Wheel Arch Flare - Hood
Front Right Wheel Arch Flare - Cab
Front Left Wheel Arch Flare - Cab
Rear Right Wheel Arch Flare
Rear Left Wheel Arch Flare
Hardware Kit (components listed below)
5/8” Black Truss Head Screws
3/8” Black Truss Head Screws

5308-2401-03
5308-2402-03
5308-2403-03
5308-2404-03
5308-2405-03
5308-2406-03
5308-2420-03
3999-9031-00
1999-9574-00

Part # 5308-2400-03

1. Remove the rear wheel arch mouldings from the 
vehicle and trim the forward lower edge back 1”.

2. Align the factory wheel arch moulding back onto the 
vehicle and use masking tape to hold if in place while 
you align the E&G wheel arch flare. Keep most of the 
masking tape on the factory wheel arch, allowing only
a 1/4” of tape to adhere to the body. 

3. Align the E&G Classics fender flare over the taped
on factory moulding and install them onto the 
vehicle using the factory screws (starting at top 
center). Make sure that the wheel arch flare stays
tight against the body of the vehicle while tight-
ening the screws.

4. Once the rear wheel arch flares are properly 
aligned and all the factory screws are tight, drill 
(from underneath the vehicle) two 3/32” holes 
through the predrilled holes in the bottom front
edge of the E&G wheel arch flares (drill shallow 
and do not drill through the factory metal) for 
5/8”(outer) and 3/8” inner truss head screw 
installation.
IMPORTANT: DO NOT OVERTIGHTEN THE 
TRUSS HEAD SCREWS OR YOU WILL STRIP OUT 
THE PLASTIC!

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
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4. Remove the front wheel arch moulding attached
to the cab and trim off 1” from the rear lower
edge.

5. Align the factory wheel arch moulding back
onto the cab and use masking tape to hold it in
place (same procedure as step 2).

6. Align the E&G wheel arch flare over the facto-
ry wheel arch moulding and install it using
the factory screws.

7. Once the factory screws are installed, align the
bottom of the flare with the factory push fas-
tener hole and reinstall the factory push fasten
er.

8. Tape the factory wheel arch moulding to the
hood and remove the factory center push fas-
tener and mounting screws (apply tape as out
lined in step 2).

9. Align the E&G wheel arch flares over the fac
tory wheel archmouldings and reinstall the
center push fasteners and factory mounting
screws to finish.

Shop the largest selection of reliable fender flares in our online store.

https://www.carid.com/fender-flares.html



