
1. Make sure the vehicle is clean before you begin the instal
    lation. Remove the existng rear tag or frame (if installed).
2. Align the powder coated black filler plate into place, mak-
    ing sure the top edge is tucked behind the factory mould-
    ing and the nylon tag inserts are exposed.

Rear Tag Surround
Powder Coated Black Filler Plate
Fine Mesh Section
Lower Stainless Steel Frame Filler
Hardware Kit (components listed below)
#6 x 1/2” Torx Pin Head Screws
Torx T-10 Tool
Black Edge Moulding

1
1
1
1
1
6
1
20”

Description Part No.Quantity
1009-0711-07
1009-0713-00
1009-0712-07
1009-0714-07
1009-0715-07
1999-0109-00
1999-0107-00
1999-0073-00

Part #1009-0710-07

3. Align the chrome plated fine mesh section over the pow-
    der coated block out panel making sure the nylon tag 
    inserts are exposed.
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4. Peel off a small section of the double faced tape backing 
    and align the stainless steel lower retainer into place. Once
    properly aligned (keeping the mesh tight against the pow-
    der coated block out panel), pull off the tape backing and 
    press the retainer firmly into place to set the tape.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE
2007-10 Cadillac Escalade
& ESV Rear Tag Surround 

w/Mesh Insert 
Installation Manual

*** WILL NOT FIT EXT ***K 03 G9R 

Rear Tag Surround
Powder Coated Black Filler Plate
“Black Ice” Fine Mesh Section
Lower Stainless Steel Frame Filler
Hardware Kit (components listed below)
#6 x 1/2” Torx Pin Head Screws
Torx T-10 Tool
Black Edge Moulding

1
1
1
1
1
6
1
20”

Description Part No.Quantity
1009-0711-07
1009-0713-00
1009-0712-07BI
1009-0714-07
1009-0715-07
1999-0109-00
1999-0107-00
1999-0073-00

“Black Ice” Part #1009-B710-07



9. Once the frame is removed, use a 7/64” drill bit to drill 
    through the mounting tab marks and into the factory 
    chrome moulding (two holes per side).
10. Align the frame back into place and install a #6 x 1/2” 
    Torx T-10 pin head screw into each of the upper mount-
    ing holes.
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11. Install a #6 x 1/2” Torx T-10 pin head screw into each of 
    the lower mounting holes.
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12. Reinstall the license plate or frame.

Finished installation.

6. Align the tag surround over the tail gate handle and under-
    neath the factory chrome moulding (this is a very tight fit). 
7. While pushing in on the surround (until it is flush with the 
    factory chrome), mark the upper and lower mounting tab 
    hole locations using a grease pencil or marker. 
8. Remove the frame from the vehicle. Do not try and drill 
    through the tabs as the drill bit or chuck will damage the 
    chrome plating. E&G will not warrant rust damage due to 
    drilling the mounting holes with the frame in place.
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5. Install the supplied black edge moulding to the outer sides
    of the tag surround frame. Trim the edges as flush as pos-
    sible with the edges of the metal.
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E&G BILLET GRILLES CUSTOM GRILLES

http://www.carid.com/eg-classics/
http://www.carid.com/billet-grilles.html

