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-------- WARNING! ---------
PLEASE HANDLE WITH CARE! THE

EDGES OF THE STAINLESS STEEL MESH
& GRILLE MAY BE SHARP!

Notes to the Technician:
E&G is proud to present this package to 
you and reminds you that for technical in 
-for ma tion.  Do not at tempt in stal -la tion 
any E&G prod uct without first read-ing 
the detailed in struc tions.  E&G Clas sics 
will not war rant dam aged parts or ve hi 
cle due  to  altered  in stal la tion  in struc 

tions.
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http://www.carid.com/custom-grilles.html
http://www.carid.com/eg-classics/


. Reinstall the factory grille by clipping in the lower 
edge and reinstalling the four (4) 10mm hex head 
bolts.
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. Remove the ends from the supplied black vinyl caps
and slide them over the mounting studs on the 
grille sections (mesh grille shown, “Q” grille same). 
Align the mesh sections onto the backs of the stain-
less surrounds.
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If the factory grille inserts are
chrome, you must scuff and paint
them with flat or semi-gloss black

paint prior to E&G grille installation.

. turn the grille over and tighten the #8-32 ESNA half
nuts until the grille and mesh are snug. 

or you could indent the mesh sur
rounds at the stud locations.

. For E-Power Grilles: Apply tape around the grille 
openings and align the mesh and surrounds into 
place, making sure all six (6) mounting studs per 
surround pass through the factory grille inserts. 
Insert a large black washer and a #8-32 ESNA half 
nut onto each stud and hand tighten.
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. Install the #8 x 1-1/4” black cap plugs once the 
closed ends have been cut off onto the upper upper
grille surround as shown. Install the black cap plugs
to the bottom studs on the lower upper grille sur
rounds (not shown).
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. E&G recommends using a mild solvent to remove 
any glue residue from the grille surrounds. Use 
alcohol or glass cleaner to remove any solvent 
residue.

. Finished installation.

. From underneath, install the small black plastic 
washers and the #8-32 ESNA half nuts and tight
en. 
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. Align the mesh sections and the lower surround 
into the opening in the front bumper. Make sure 
the studs pass through the holes drilled in the 
previous step (mesh grille shown, “Q” similar).
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. Use a 3/8” drill bit to drill through the marks made 
in the previous step.

. Align the lower template into palce and mark the 
outer hole location using an awl or similar pointed 
tool. Mark the hole on the opposite side by flipping
the template over and aligning it into the opening.

10

. Reinstall the radiator support panel cover.
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