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. Remove the front tag bracket if equipped.
Open the hood and lift up on the centers of the 
plastic push fasteners to release them. Remove the
push pins and remove the air intake and radiator 
cover.
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. Remove the two phillips screws retaining the 
Honda emblem to the factory grille and save for 
reinstallation (not shown).

. Using a flat blade screwdriver, pry on the retaining 
clips that secure the silver grille overlay onto the 
factory grille and pull the overlay straight out to 
release the clips.
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. Remove the two 10mm hex head bolts securing the
grille to the radiator support panel (one each side). 
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Upper Only Part #1317-010U-09



. Remove the templates and drill through all marks 
made on the bumper cover with a .125” drill bit. 
Use the drill bit to slot the double holes to make 
mounting slots to allow for left to right alignment 
adjustments.

Use a 3/8” drill bit to drill through the upper edge 
of the factory black honeycomb section of the fac-
tory grille where the upper mounting studs line 
up. 

14

13

9

. Align the template once you measure and mark 
the centerline of the factory grille. Once the tem-
plate is taped into place, use an awl or similar 
pointed tool to mark the hole locations onto the 
factory grille.

. Flip the template over, tape it into place and mark 
the remaining hole location.

. Use a 1/4” drill bit to drill through the emblem sur
round portion of the factory grille where shown 
(each side).
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. Apply masking tape to the lower grille opening.

. Align the lower grille into place, making sure that 
it is perfectly centered.

. Install the large black plastic washers and the #8-
32 ESNA half nuts onto the mounting studs (pull 
the upper grille out and reach down behind the 
upper grille for lower hardware access) and tighten
until snug.
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. As the clips release, continue pull the grille overlay 
forward until it is removed from the factory grille.
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. Trim off the closed ends and install the supplied 
black vinyl caps onto the emblem surround studs 
(2 caps per stud).
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. Install the supplied large black plastic washers and 
ESNA half nuts onto each of the upper mounting 
studs protruding through the factory grille. 

or you could indent the grille 
surround at the stud locations. 
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Insert the upper grille’s lower pins into the slots 
drilled in . 

. Align the mesh grille upper studs with the holes 
drilled in and rotate the mesh and frame 
back into place until the mesh is resting against 
the factory grille.

Install the supplied foam tape around the outer 
edge of the factory emblem, then trim the foam 
tape to the center of the emblem outer ring (as 
shown). This will fill the gap between the emblem 
and the factory grille.

.
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. Align the emblem surround onto the mesh grille, 
making sure that the plate is centered and level. 
Look for small notches in the mesh to help with 
proper alignment.

. Install the large black plastic washers and #8-32 
ESNA nuts and tighten.

. Reinstall the factory Honda emblem reusing the 
factory screws.
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. Reinstall the front license plate bracket if equipped.

. Finished installation.
. Once the grille is bolted into place reusing the fac-

tory bolts removed in Step 3, realign the radiator 
cover and air intake, reinstalling all the factory 
push pins.



Cut out, overlap and tape templates together.
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