
(2) Black Rectangular Mesh Retainers
(8) #8-32 ESNA Half nuts
(1) Black Plastic Washer
(1) Mounting Bracket

(2) Black Rectangular Mesh Retainers
(8) #8-32 ESNA Half nuts
(1) Black Plastic Washer
(1) Mounting Bracket

(includes):
Mesh Surround
Fine Mesh Section
(4) 
(4) #8-32 ESNA Half Nuts

Emblem Center Bar
Lower Retainer w/Pins
(10) #8-32 ESNA Half Nuts 
(1) Hole Location Template
(4) #6 x 1/2” Torx Pin Head Screws
(2)
(2) #10-24 ESNA Lock Nuts
(8) 8-32 x 1-1/4” Black Cap Plugs
(2) Small Black Plastic Washers
(4) 

1318-0211-09
1318-0035-09
1318-0020-09
1099-0167-05B
1999-0065-00
1999-0256-00
1318-0158-09

1318-0210-09
1318-0034-09
1318-0020-09
1099-0167-05B
1999-0065-00
1999-0256-00
1318-0158-09

1318-0022-11
1318-0021-11
1099-0167-05B
1999-0065-00

1318-0036-09
1318-0042-09
1999-0065-00
1318-0039-09
1999-0109-00
1999-0020-00
1999-2991-00
1999-0311-00
1999-0256-00
2999-9113-00T
1999-0107-00
1999-0264-00

Fine Mesh Part # 1318-0102-11

(2) Black Rectangular Mesh Retainers
(8) #8-32 ESNA Half nuts
(1) Black Plastic Washer
(1) Mounting Bracket

(2) Black Rectangular Mesh Retainers
(8) #8-32 ESNA Half nuts
(1) Black Plastic Washer
(1) Mounting Bracket

Emblem Center Bar
Lower Retainer w/Pins
(6) #8-32 ESNA Half Nuts 
(1) Hole Location Template
(2)
(2) #10-24 ESNA Lock Nuts
(2) Small Black Plastic Washers
(4) 

1318-0211-09
1318-0035-09
1318-0020-09
1099-0167-05B
1999-0065-00
1999-0256-00
1318-0158-09

1318-0210-09
1318-0034-09
1318-0020-09
1099-0167-05B
1999-0065-00
1999-0256-00
1318-0158-09

1318-0036-09
1318-0042-09
1999-0065-00
1318-0039-09
1999-0020-00
1999-2991-00
1999-0256-00
2999-9113-00T

Upper Fine Mesh Part # 1318-010U-09

(includes):
Mesh Surround
Fine Mesh Section
(4) 
(4) #8-32 ESNA Half Nuts

(4) #8-32 ESNA Half Nuts 
(4) #6 x 1/2” Torx Pin Head Screws
(8) 8-32 x 1-1/4” Black Cap Plugs

1318-0022-11
1318-0021-11
1099-0167-05B
1999-0065-00

1999-0065-00
1999-0109-00
1999-0311-00
1999-0107-00
1999-0264-00

Lower Fine Mesh Part # 1318-010L-11

(2) Black Rectangular Mesh Retainers
(8) #8-32 ESNA Half nuts
(1) Black Plastic Washer
(1) Mounting Bracket

(2) Black Rectangular Mesh Retainers
(8) #8-32 ESNA Half nuts
(1) Black Plastic Washer
(1) Mounting Bracket

(includes):
Mesh Surround
Dual Weave Mesh Section
(4) 
(4) #8-32 ESNA Half Nuts

Emblem Center Bar
Lower Retainer w/Pins
(10) #8-32 ESNA Half Nuts 
(1) Hole Location Template
(4) #6 x 1/2” Torx Pin Head Screws
(2)
(2) #10-24 ESNA Lock Nuts
(8) 8-32 x 1-1/4” Black Cap Plugs
(2) Small Black Plastic Washers
(4) 

1318-0211-09
1318-0035-09
1318-004B-09D
1099-0167-05B
1999-0065-00
1999-0256-00
1318-0158-09

1318-0210-09
1318-0034-09
1318-004A-09D
1099-0167-05B
1999-0065-00
1999-0256-00
1318-0158-09

1318-0022-11
1318-0041-11D
1099-0167-05B
1999-0065-00

1318-0036-09
1318-0042-09
1999-0065-00
1318-0039-09
1999-0109-00
1999-0020-00
1999-2991-00
1999-0311-00
1999-0256-00
2999-9113-00T
1999-0107-00
1999-0264-00

Dual Weave Part # 1318-0104-11D



.. Pull the grille out at the top, use a flat blade screw
driver to push down on the top of the clip and 
pull the grille straight out to release the top outer 
clips from the mounting slots (one each side).

. Pull the grille out so that the outer clips from the 
previous step clear the mouting slot, then lift up 
slightly on the grille in order to get your hand 
between the bottom of the grille and the top of the 
light (where shown). Give a quick pull straight out 
to release the next inboard mounting clips (one 
each side at arrow locations), the clips are not easily
accessable with tools, so the mounting clips might 
break during removal but they are not reused.

3

Remove the threaded plastic fasteners retaining the 
top of the factory grille. 

2

. Open the hood and remove the push fasteners 
retaining the two plastic covers. 

1

(2) Black Rectangular Mesh Retainers
(8) #8-32 ESNA Half nuts
(1) Black Plastic Washer
(1) Mounting Bracket

(2) Black Rectangular Mesh Retainers
(8) #8-32 ESNA Half nuts
(1) Black Plastic Washer
(1) Mounting Bracket

Emblem Center Bar
Lower Retainer w/Pins
(6) #8-32 ESNA Half Nuts 
(1) Hole Location Template
(2)
(2) #10-24 ESNA Lock Nuts
(2) Small Black Plastic Washers
(4) 

1318-0211-09
1318-0035-09
1318-004B-09D
1099-0167-05B
1999-0065-00
1999-0256-00
1318-0158-09

1318-0210-09
1318-0034-09
1318-004A-09D
1099-0167-05B
1999-0065-00
1999-0256-00
1318-0158-09

1318-0036-09
1318-0042-09
1999-0065-00
1318-0039-09
1999-0020-00
1999-2991-00
1999-0256-00
2999-9113-00T



. Use a 1/8” drill bit to drill through the marks made 
in the previous step, then use the drill to connect 
the holes making a mounting slot. This will allow 
for slight left to right adjustments during the grille 
installation.

10

. Lay the two pre-assembled mesh grille sections 
onto a clean work area and peel back the protec-
tive liner from the face of the grille sections in 
preperation for assembly.

.

12

. Unclip the factory emblem from the O.E. grille for 
installation onto the E&G Mesh grille.

8

. Cut out, align and tape the templates together. 
Align the template onto the bumper cover 
between the clear plastic lenses. Use an awl or sim-
ilar pointed tool to mark the hole locations onto 
the bumper cover.

9

. Using a flat blade screw driver, lift up on the center 
of the clips shown in to release them when 
pulling the center of the grille free from the bumper 
cover. 

. Once all the clips have released, carefully remove 
the grille from the vehicle and place it onto a clean 
work area.



. Turn the grille over and use a 3/32” drill bit to 
drill through all four (4) mounting tabs close to the
surface of the grille and install the supplied #4 x 
3/4” oval head phillips screws to secure the 
emblem to the mesh grille.

17 (x4)

. Use a disc grinder or cutters to shorten the factory 
mounting clips on the emblem. This will keep them
from being visible when the grille is installed on 
the vehicle. 

. Remove any masking tape that could get caught 
underneath the center portion of the grille at the 
mounting pin locations.

. Align the assembled grille onto the bumper cover, 
making sure the center mounting pins are pushed 
through the holes drilled in the bumper cover.

19, 20

20

. Align the factory emblem onto the assembled 
grille, making sure all factory mounting tabs pass 
through the slots in the emblem center bar.

16

15

. Assemble the two grille sections together using the
emblem center bar, lower retainer w/ mounting 
pins, the small black plastic washers (where shown
with bold arrows) and #8-32 ESNA half nuts.

. Install the supplied #10-24 x 1/2” machine screws 
through the mounting holes in the top plates and 
install the #10-24 ESNA lock nuts.

14

13



. Once both mounting brackets are secured, lift up 
slightly on the grille and remove all protective 
masking tape from the front of the bumper cover 
and headlamp lenses.

24

. Reinstall the push fasteners removed in to 
secure the top plate to the radiator support panel.

. Reinstall the two factory plastics covers over the 
E&G top plate, reusing the factory push fasteners 
removed in .

25 26

. Use a small flat blade screw driver to push down 
on the center of tab while pushing down onto the 
top of the grille until the tab clips into the mount-
ing slot.

23

. Pull out on the grille an push down until the 
mounting brackets line up with the mounting slot 
above the lense. Use a small flat blade screw driver
to push down on the center of tab while pushing 
back onto the bottom of the grille until the tab 
clips into the mounting slot.  

21



. Reach up through the bottom factory grille open-
ing and install a large black plastic washer and a 
#8-32 ESNA half nut onto each stud and tighten 
the lower grille in place so that the lower portion 
no longer comes in contact with the bumper cover.

30

. Trim the mounting flanges from the front license 
plate bracket (if equipped) as shown with cross 
hatched lines.

31

. Lift up on the lower grille and pull off the masking 
tape. Pull the tape back over itself to minimize the 
tape braking and getting caught behind the grille.

28

29

. Apply masking tape around the lower grille open-
ing. Align the lower grille into place, making sure it
is perfectly centered. Use a 1/16” drill bit to drill 
through the holes in the mounting tabs.

. Trim the supplied black cap plugs and install them 
onto the studs on the lower grille so that only 3/8”
of studs are protruding. 



33

Reinstall the front license plate bracket.
. Remove the protective coverings from the grille 

sections and thoroughly clean the grille once you 
are finished the installation. A mild solvent fol-
lowed by glass cleaner works very well. !

Cut out templates, overlap and tape together.

E&G GRILLES BILLET GRILLES

http://www.carid.com/eg-classics/
http://www.carid.com/billet-grilles.html

