
IMPORTANT: PLEASE KEEP THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE !

Upper Chrome Part #1352-010U-15C / Upper “Black Ice” Part #1352-B10U-15C
Lower Chrome Part #1352-010L-15 / Lower “Black Ice” Part #1352-B10L-15 

1. Open the hood and remove the plastic push pins across the front of

the bumper cover using a plastic clip removal tool. Lift up on the

center of the push pin and lift the push pins out of the holes in the

radiator support panel cover/air filter intake, then remove the cover

/air intake. IMPORTANT: Do not pry the pins out using the bumper

cover as leverage or you will damage the paint!

2. Once the radiator support panel cover / air intake has been re-

    moved, remove the two (2) additional plastic push pins.

2015 Infiniti Q70 Fine Mesh Grilles

TOOLS REQUIRED 
Automotive grade masking tape, plastic clip removal tool, large and small flat blade screwdrivers, #2 phillips

screwdriver, 1/4” drive metric socket set, awl, sciccors, electric drill, 1/8”, 3/16 & 5/16” drill bits, razor blades or

X-Acto knife, semi-gloss black spray paint, side cutters, solvent, glass cleaner or alcohol and soft, clean cloths .

Upper Insert / Lower Overlay
*Lower will not fit Q70S or Hybrid models
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4. Lift up on the factory rubber trim at the top of the front fenders for

the following bolt and retaining bracket removal.

3. Use a plastic clip removal tool to remove the push pin at the for-

    ward edge of the factory rubber trim inside the fender/hood seam.

http://www.carid.com/eg-classics/
http://www.carid.com/custom-grilles.html


9. Pull the wheel 

    liner away from 

    the front 

    fender/bumper 

    cover seam and 

    remove the 

    10mm hex head 

    screw retaining 

    the bumper 

    cover to the 

    front fender.

8. Using a flat blade screwdriver or clip removal tool, remove the plas-

    tic push fastener in the front of the wheel opening (one each side).

10.  Remove the 10mm bolts from the bottom of the bumper cover 

    where it attaches to the aero pan.
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7. Apply automotive grade masking tape to the bumper cover and 

    front fenders (where shown) to protect the paint.

6. Once the bolts have been removed, remove the brackets 

    securing the top edges of the bumper cover to the front fenders. 

5. Remove two (2) 10mm bolts (one each side) from the top of the 

    bumper cover where the bumper cover and fender meet.



14.   Disconnect the forward camera electrical connector. Unclip the 

       wire harness across the bottom of the grille opening.
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13.   Apply additional masking tape to protect the paint on the bumper

       cover. Turn the bumper cover face down for the following factory 

       grille removal / template alignment / hole drilling procedure.
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16.   Once the factory grille has been removed from the bumper cover, 

       remove the phillips screws around the outer perimeter.

15.  Push in on the centers of the factory grille mounting clips to re-

       move the grille from the bumper cover.
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12.  With the help of an assistant, pull the bumper cover out far enough 

      to disconnect the electrial connectors and place the bumper cover 

      face up onto a clean, flat work area.

11.  Pull out on the bumper cover to release the clips between the 

    bumper cover and the front fenders, then pull forward to release 

    the clips under the headlight assemblies.
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17.   Use a flat blade screwdriver to release the clips securing the grille 

       insert to the chrome surround.

20.  Carefully Use a 1/8” drill bit to drill a pilot hole through the marks 

      made in the previous step, then enlarge the holes to 5/16” diame-

      ter.

17

19.   Cut out the template located on the last page of this instruction 

       manual. Tape the template into place where shown and use an 

       awl or similar pointed tool to mark the bumper cover. Untape the 

       template, flip it over and mark the opposite side. 

22.  Turn the bumper cover over and install the supplied large black 

      plastic washers (center studs)and the universal 3 hole retainers 

      (outer studs). Install the supplied #8-32 ESNA half nuts and 

      tighten until the washers and retainers no longer freely rotate or 

      move. Do not overtighten or you will indent the surround at the 

      stud locations.

21.  Trim the closed ends from the supplied #8 x 1-1/4” black cap plugs

      and install them over the bottom and side mounting studs on the 

      lower grille surround. Align the mesh section over the back of the 

      surround, then align the assembly over the factory lower grille, 

      making sure the outer studs pass through the holes drilled in Step 

      20. Use masking tape to hold the grille in place.
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18. Remove the factory grille insert from the chrome surround (as 

      shown) and remove the emblem from the grille insert (not shown).



24.   Align the emblem into the opening in the upper mesh section. 

       Align the emblem retainer over the back of the emblem and press 

       the factory mounting studs through the slots in the retainer until 

       it snaps into place.

26.  Align the upper mesh section over the back of the factory chrome 

      surround. Align the supplied long black rectangular mesh retain-

      ers at the six center attachment bosses, and while pushing against 

      the mesh to keep it tight against the chrome surround, drill 1/8” 

      mounting holes through the factory attachment bosses and install 

      #8 x 3/8” black truss head screws.

23.  Grind off the top tapered portion of the factory emblem where 

       shown.

25.   Install the forward park assist camera onto the upper grille upper 

       retainer using the supplied #8 x 5/8” black truss head screws and 

       the black plastic spacers.

28.  Align the upper grille upper retainer over the inside top of the fac-

      tory chrome surround and install the center #8 x 5/8” black truss 

      head screws into the factory threaded screw bosses where shown.

      Once the center screws are installed, install #8 x 5/8” black truss 

      head screws into the outer threaded screw bosses (not shown).

27.   Align the supplied short black rectangular mesh retainers at the 

       outer bosses , and while pushing against the mesh to keep it tight

       against the chrome surround, drill 1/8” mounting holes through 

       the factory attachment bosses and install #8 x 3/8” black truss 

       head screws.
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30.   Install the supplied #8 x 3/8” black truss head screws into the 

       holes drilled in the previous step (right side shown).

32.  Use long nosed vise grips or pliers and hold the supplied pan head

      nuts in place while installing the supplied #8 x 3/4” truss head 

      screws. Once teh screws are tight, fold back the egde of the pan 

      head nut if it protrudes beyond the edge of the grille.

29.  Use a 1/8” drill to drill through the holes in the upper grille upper 

       retainer and through the factory retaining bosses (right side 

       shown).

31.   Align the upper grille lower retainer over the bottom edge of the 

       mesh section and install the supplied #8 x 3/4” black truss head 

       screws into the threaded screw bosses across the bottom of the 

       factory chrome surround.

34.  Temporarily install one (1) #6 x 1-1/2” countersunk phillips screw 

      and a small black plastic washer into the center lower mounting 

      hole drill. Make sure the grille assembly is perfectly centered in the 

      opening before tightening.

33. For vehicles painted colors other than black or dark blue: Apply mask- 

     ing tape 1/4” inside the edge of the grille opening. Use a scotch brite

     pad or extra fine sandpaper to scuff the exposed paint on the bumper 

     cover that will be visible through the mesh grille once it is installed. 

     Apply semi-gloss black paint. Align the upper factory grille surround 

     / mesh insert into the bumper cover and use masking tape to hold it 

     into place for the following hardware installation.
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36.   The outer most hole will require small black plastic washers. 

38.  Reconnect the forward camera electrical connector.

35.  Install the supplied #8 x 3/4” black truss head screws through the 

       holes in the bumper cover and into the upper grille lower retainer.

37.   Install the supplied #8 x 3/4” black truss head screws through the 

       holes in the bumper cover and into the upper grille upper retainer 

       and tighten. The outer holes will require small black plastic wash-

       ers.

40.  Install the supplied black cable ties to retain the factory wire har-

      ness to the inside of the bumper cover as shown. Trim the ends of 

      the cable ties flush (not shown).

39.   Carefully drill new 3/16” mounting holes for the factory wire har-

       ness as the original holes now have truss head screws securing 

       the grille assembly.
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1 #6 x 1-1/2” Countersunk Screw 3999-9014-00

3 Black Cable Ties 1999-0301-00

1 Lower Grille Hole Template See last page

1 #6 x 1-1/2” Countersunk Screw 3999-9014-00

3 Black Cable Ties 1999-0301-00

1 Lower Grille Hole Template See last page

Quanity: Description: Part Number:

1 Fine Black Ice Mesh Upper Insert 1352-0020-15CBI

1 Upper Grille Upper Retainer 1352-0042-15

1 Upper Grille Lower Retainer 1352-0049-15

1 Installation Hardware Kit 1352-1903-15C

1 Emblem Retainer 1352-0156-15

2 Small Black Rectangular Mesh Retainers 1357-0023-06

6 Black Rectangular Mesh Retainers 1099-0167-05B

24 #8 x 3/4” Black Truss Head Screws 3999-9036-00

5 Small Black Plastic Washers 1999-0256-00

6 #8 x 5/8” Black Truss Head Screws 3999-9031-00

12 #8 x 3/8” Black Truss Head Screws 1999-9574-00

2 Black Plastic Spacers 1999-0275-00

4 Pan Head Nuts 1352-0151-15

Upper “Black Ice” Fine Mesh Part #1352-B10U-15C
Quanity: Description: Part Number:

1 Fine Chrome Mesh Upper Insert 1352-0020-15C

1 Upper Grille Upper Retainer 1352-0042-15

1 Upper Grille Lower Retainer 1352-0049-15

1 Installation Hardware Kit 1352-1903-15C

1 Emblem Retainer 1352-0156-15

2 Small Black Rectangular Mesh Retainers 1357-0023-06

6 Black Rectangular Mesh Retainers 1099-0167-05B

24 #8 x 3/4” Black Truss Head Screws 3999-9036-00

5 Small Black Plastic Washers 1999-0256-00

6 #8 x 5/8” Black Truss Head Screws 3999-9031-00

12 #8 x 3/8” Black Truss Head Screws 1999-9574-00

2 Black Plastic Spacers 1999-0275-00

4 Pan Head Nuts 1352-0151-15

Upper Chrome Fine Mesh Part #1352-010U-15C

41.  Cut off the factory wire harness retainers (not reused).
43.   Align the bumper cover/mesh grille assembly back onto the vehi-

       cle with the help of an assistant. Reverse Steps 1 through 8. Re-

       move the protective masking tape. Remove the protective cover 

       from the lower mesh surround and use a mild solvent and a soft, 

       clean cloth to remove any solvent residue. Use alcohol or glass 

       cleaner and a soft, clean cloth to remove any solvent residue.
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Quanity: Description: Part Number:

1 Fine Black Ice Mesh Lower Insert 1352-0021-15B

1 Lower Mesh Grille Surround 1352-0022-15

1 Installation Hardware Kit 1352-1905-15

8 #8-32 ESNA Half Nuts 1999-0065-00

6 Large Black Plastic Washers 1999-0264-00

6 #8 x 1-1/4” Black Cap Plugs 1999-0311-00

2 Universal 3 Hole Mounting Brackets 1108-0158-97

Lower “Black Ice” Fine Mesh Part #1352-B10L-15
Quanity: Description: Part Number:

1 Fine Chrome Mesh Lower Insert 1352-0021-15

1 Lower Mesh Grille Surround 1352-0022-15

1 Installation Hardware Kit 1352-1905-15

8 #8-32 ESNA Half Nuts 1999-0065-00

6 Large Black Plastic Washers 1999-0264-00

6 #8 x 1-1/4” Black Cap Plugs 1999-0311-00

2 Universal 3 Hole Mounting Brackets 1108-0158-97

Lower Chrome Fine Mesh Part #1352-010L-15



4 Pan Head Nuts 1352-0151-15

1 #6 x 1-1/2” Countersunk Screw 3999-9014-00

3 Black Cable Ties 1999-0301-00

1 Lower Grille Hole Template See last page

Quanity: Description: Part Number:

1 Fine Chrome Mesh Upper Insert 1352-0020-15C

1 Fine Black Ice Mesh Upper Insert 1352-0020-15CBI

1 Upper Grille Upper Retainer 1352-0042-15

1 Upper Grille Lower Retainer 1352-0049-15

1 Installation Hardware Kit 1352-1903-15CS

1 Stacked Emblem Retainer 1352-0156-15S

2 Small Black Rectangular Mesh Retainers 1357-0023-06

6 Black Rectangular Mesh Retainers 1099-0167-05B

24 #8 x 3/4” Black Truss Head Screws 3999-9036-00

5 Small Black Plastic Washers 1999-0256-00

6 #8 x 5/8” Black Truss Head Screws 3999-9031-00

12 #8 x 3/8” Black Truss Head Screws 1999-9574-00

2 Black Plastic Spacers 1999-0275-00

Upper Stacked Fine Mesh Part #1352-080U-15C
Quanity: Description: Part Number:

1 Fine Chrome Mesh Lower Insert 1352-0021-15

1 Fine Black Ice Mesh Lower Insert 1352-0021-15BI

1 Lower Mesh Grille Surround 1352-0022-15

1 Installation Hardware Kit 1352-1905-15

8 #8-32 ESNA Half Nuts 1999-0065-00

6 Large Black Plastic Washers 1999-0264-00

6 #8 x 1-1/4” Black Cap Plugs 1999-0311-00

2 Universal 3 Hole Mounting Brackets 1108-0158-97

Lower Stacked Fine Mesh Part #1352-080L-15


