
IMPORTANT: PLEASE KEEP THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE !

Part #: Complete 1411-0102-11 / “Black Ice” Part #1411-B102-11 

1. Open the hood and remove the six (6) large plastic push pins (A) 

    across the front of the bumper cover and two (2) smaller push 

    pins (B) using a small flat blade screwdriver to lift up on the center

    of the push pin by twisting the screwdriver and lift the push pins 

    out of the holes in the radiator support panel cover/air filter intake.

    IMPORTANT: Do not pry the pins out using the bumper cover 

    as leverage or you will damage the paint!

2. Use automotive grade masking tape and apply several layers 

    around the factory grille to portect the paint on the bumper cover.

2011 Infiniti M37/M56 Fine Mesh Grille

TOOLS REQUIRED 
Automotive grade masking tape, large flat blade screwdriver, small flat and phillips screwdrivers, 1/4” drive

metric socket set, 10mm, 9mm & 8mm wrenches, razor knife, semi-gloss black spray paint, .

Replacement

3. Remove two (2) additional small plastic push pins from the top of 

    the bumper cover. IMPORTANT: Do not pry the pins out using 

    the bumper cover as leverage or you will damage the paint!

4. Using an 8mm box end wrench, remove the nut securing the horn

    located just behind the grille on the passenger side. Once the 

    horn is loose, disconnect the electrical wire and remove it from 

    the vehicle.
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7. Use a short #2 phillips screwdriver to remove the lower outer 

    screws that attach the grille to the bumper cover. 

6. Using a hooked pick tool (as shown), insert the pick tool between 

    the bottom edge of the bumper cover and the top of upper grille 

    mounting tabs and push down on the center of the tab while pull 

    forward on the grille to release the top edge of the grille (not 

    shown).

8. Have an assistant pull the top of the grille forward to access the 

    center two (2) lower phillips screws. You will need to use a 1/4” 

    ratcheting box wrench and a #2 phillips bit to remove the center 

    screws as they are behind the bumper reinforcement.

9. Once the screws are removed, lift up on the centers of the lower 

    mounting tabs and pull the grille straight out to remove.

10.  Use a large flat blade screwdriver to pry off a section of the sty-

      rofoam bumper filler at the lower outer factory screw hole loca-

      tions. This will allow for mounting hardware access.

11.  Apply semi-gloss black paint to everything that would be visible 

      through the mesh grille once it is installed.

5. Using a 10mm deep socket, remove the outer 10mm hex nuts 

    from the factory grille. Use a 10mm box end wrench to remove 

    the center 10mm hex nut, as there is not enough room for a 

    socket.
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12.  Install the supplied emblem onto the mesh grille, making 

      sure it is perfectly centered and level. Use the supplied mounting

      washers and the #8-32 ESNA half nuts to secure.

13.  Cut the supplied black cap plugs to 3/8” in length and install 

      them onto the lower outer mounting studs, then run a #8-32 S.S.

      hex nut down each outer stud until they touch the black cap 

      plugs.

14.  Cut the supplied black cap plugs to 3/4” in length and install 

      them onto the lower inner mounting studs, then run a #8-32 S.S. 

      hex nut down each inner stud until they touch the black cap 

      plugs. This procedure will properly align the bottom of the grille 

      with the bumper cover.

15.   Using a razor knife, remove the portions of the factory bumper 

       cover where the lower inner mounting studs will pass through 

       so that the mounting hardware will fit flat against the inner sur-

       face.

16.   Align the grille into the opening in the bumper cover, making 

       sure that all the upper and lower mounting studs pass through 

       the factory openings. Install large black plastic washers and 

       #8-32 ESNA half nuts onto each lower stud (hand tighten at this

       time).

17.  Remove any protective masking tape from the bumper cover 

       that could get caught behind the grille once it is tightened into 

       place.
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Quanity: Description: Part Number:

1 Fine Mesh Upper Grille ***************

1 Installation Hardware Kit 1411-1902-11

1 C&C Infiniti Grille Emblem 1392-0158-07A

2 Emblem Mounting Washers 1392-0159-07

11 Large Black Plastic Washers 1999-0264-00

13 #8-32 ESNA Half Nuts 1999-9555-00

4 #8 x 1-1/4” Black Cap Plugs 1999-0301-00

4 #8-32 S.S. Hex Nuts 1999-9072-00

“Black Ice” Part #1411-B102-11

18.   Once the tape has been removed, tighten the mounting hard-

       ware until the grille is centered and snug in the opening.

19.   Reinstall the horn removed in Step 4.

20.  Reinstall the radiator support panel over/air intake removed in 

      Step 1.

21.  Finished installation.
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E&G BILLET GRILLES CUSTOM GRILLES

http://www.carid.com/eg-classics/
http://www.carid.com/billet-grilles.html

