
Splash Guards (Includes):

Hardware Kit (Contents listed below)
Phillips Screw-Type Retainers (14992)
1/4 - 20 U-Nuts (J-Clips)
1/4 - 20 x 2” Black Oxide Hex Bolts
.875” O.D. x .250” I.D. x .065” Black Washers
M6-1.00 x 28mm Black Hex Sem Bolts 

Right Front
Left Front
Right Rear

Left Rear

Quantity Description Part No.

1 Set

1
4
4
4
4
2

5355-1801-06
5355-1802-06
5355-1803-06
5355-1804-06
5355-1820-06
5999-1929-00
1999-9070-00
1999-0080-00
1999-9601-00
1999-0317-00

Part # 5355-1800-06

2. Once the front fender flares are aligned, insert the
front splash guards between the fender flare and the
fender. Slight trimming may be required for a perfect fit

3. Reinstall the supplied M6-1.0 x 28mm black hex sem
bolt through the hole in the E&G splash guard and the
hole in the factory inner fender liner. Refer to the fend-
er flare instructions on finishing the front installation.

5. Before aligning the rear fender flares, take one of the
supplied J-Clips and snap it into the bottom factory
hole (not shown).

6. Align a J-Clip underneath the factory hole above the one
you installed a J-Clip into. Use a grease pencil to mark
where the rear inside edge of the J-clip (as shown).
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1. Before aligning the front fender flares, remove the
lower front bolt retaining the front edge of the factory
plastic rocker moulding (each side).

1

2

3

4. Use a 15/64” drill bit to drill through the existing hole
in the splash guard and install the supplied phillips
screw type plastic push fastener (where shown). Do
not use a 1/4” drill bit for this procedure.
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These splash guards are designed to be
used excusively with E&G’s Hummer H3
fender flares and can not be installed
without the flares. This instruction man-
ual is a splash guard suppliment to the
existing fender flare instruction manual.

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2006-08 Hummer H3 
Splash Guards for 

Fender Flares
C 12 G7R 

http://www.carid.com/fender-flares.html
http://www.carid.com/eg-classics/


9. Fit the E&G rear splash guards between the fender 
flare and the fender, making sure all the fastener holes
are aligned with the factory push fastener holes. 

10. The two lower holes will use the supplied Hex Sem 
bolts. 

11. Use a 15/64” drill bit to drill through the existing hole
in the splash guard and install the supplied screw 
type plastic push fastener (where shown) to finish. 

7. Use a razor knif or cutters to remove the section of the 
plastic marked in step 6.

8. Install the supplied j-clip into the hole (as shown).
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