
IMPORTANT: PLEASE KEEP THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE !

Part #: Complete 1007-0502-08 / “Black Ice” Part #1007-B102-08 

D 14 H1 P

1. Open the hood and remove the radiator support cover and at

tached weatherstripping (save for reinstallation).

2. Remove the two push pins (A) and the 10mm bolt (B) from each

side.

2008-11 Cadillac CTS EGX Sport Mesh Grille

TOOLS REQUIRED 
List ALL tools.

Upper and Lower replacement

3. E&G recommends either lifting the vehicle with a lift or rais-
    ing the vehicle with a jack and installing jack stands before 

proceding. Remove the two  (2) push pins located in the front

wheel well openings (each side).

4. Push back the front portion of the  front fender liner to expose the

bumper cover to front fender attaching bolts. Use a 10mm socket

to remove the attaching bolts (one per side).
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5. Remove the push pin securing the end of the flexible rubber trim

to the bottom of the vehicle at the inner fender liner (one each

side).

6. Remove eight (8) plastic push pins that secure the bottom of the

bumper cover to the plastic cover.

7. Pull out on the sides of the bumper cover to release the bumper

cover from the front fenders.

8. With the help of an assistant, carefully pull the front bumper cover

forward until you can access the two lower push pins that attach

the air flow directors to the sides of the lower grille opening, then

place the bumper cover onto a clean work area for factory grille

removal.

9. IMPORTANT: Remove the headlamp washer clip and hose on ve-

    hicles so equipped. Cap the pump outlet using a 3/8” or 10mm 

    hose cap (not included with this kit).

10. Remove all the factory clips from the upper and lower grilles and

remove them from the bumper cover.
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11. Use a body putty spreader or other non-metallic tool to remove

the wreath and crest from the factory grille. Do not try and use a

screwdriver as you will damage the chrome on the emblems.

12. Grind flush the alignment pins from the back of the emblems and

install the supplied double faced tape to the back of the wreath

and crest emblems once the original double faced tape has

been removed.

13. Remove the left and right chrome mouldings from the factory

upper grille. Use a flat blade screwdriver to release the mounting

tabs.

14. Use a disc grinder to grind flush the mounting tabs to the back of

the chrome mouldings.

15. Unstall the supplied .045” x .250” double faced tape to the back

of the chrome mouldings where the mounting tabs were ground

off.

16. Align the chrome mouldings back onto the bumper cover (as

shown).
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17.   Align the pre-assembled mesh grille onto the back of the 

        bumper cover, making sure that the factory mounting tabs pass 

        through the openings in the mesh section.

17a. Install a factory clip through the outer lower mounting tab (one 

        each side where shown).

18. Install the supplied ABS mesh grille washers over the lower four 

      (4) factory mounting tabs, then reinstall the factory mounting 

      clips to secure the bottom edge of the grille.

19. Turn the bumper cover over and peel back a small section from 

      the double faced tape backing, align the factory chrome mould-

      ing flush with the top edge of the bumper cover then peel off the 

      tape backing and press the moulding firmly onto the mesh grille 

      surround to set the tape.

20. Once the chrome mouldings are attached, turn the bumper 

      cover back over and install the four (4) remaining factory mount-

      ing clips onto the side mounting tabs (2 each side).

21. Align the lower mesh surround into the lower grille opening in 

      the bumper cover. Reinstall the factory clips to secure it in place.

22. Align the lower mesh section tight against the upper factory 

      mounting tabs on the bumper cover. Install the supplied #8 x 1/2”

      truss head screws to secure the mesh.
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23. Paint the factory mounting clips black (as shown) prior to rein

stallation across the upper portion of the lower grille.

24. Install the painted clips oriented as shown, painted side towards

the grille opening. Clips are reinstalled upside down from the
way they were installed by the factory.

26. Peel back a small section of the double faced tape backing,

align the factory moulding over the lower grille surround, making

sure it is centered. Press the moulding firmly in place to set the

tape.

25. Use a disc grinder to gring off the tabs retaining the factory

chrome trim to the factory lower grille section and remove the

chrome section for reuse on the new lower grille section.

25a. Apply .045 x 3/8” double faced tape supplied with this kit to the 

        back of the factory chrome moulding (not shown).

27. Install the wreath and crest emblem onto the upper mesh grille,

making sure the emblems are centered and level before press-

      ing them into place to set the tape.

28. Install the top mounting plate brackets onto the radiator support

panel as shown, reusing the factory hardware removed in step 2.
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30. Install the black phillips head machine screws and ESNA lock 

      nuts through the top of the ABS grille surround and the top plate 

      mounting brackets. The ESNA nuts are mounted underneath. 

      Tighten the mounting hardware.

32.   Reinstall the remaining factory hardware and the radiator sup-

        port panel cover with the attached weatherstripping.

32a. Reinstall front tag bracket if equipped (modify as necessary).

33. Finished installation.

29. IMPORTANT: Reconnect the headlamp washer hose on vehi

      cles so equipped. With the help of an assistant, realign the 

      bumper cover back onto the vehicle, making sure the brake cool-

      ing ducts are properly connected (if applicable) before clipping 

      the sides of the bumper cover back into the front fender mount-

      ing channels.
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Quantity: Description: Part Number:

1 Upper Grille Assembly ************

1 Lower Grille Surround Assembly ************

1 Lower Fine Mesh Section 1007-0521-08

1 Right Top Plate Bracket 1007-0209-08

1 Left Top Plate Bracket 1007-0211-08

1 Installation Hardware Kit 1007-5902-08

18” .045” x 1” Double Faced Tape 3004-9244-92

4’ .045” x .250” Double Faced Tape 3004-9250-92

4 ABS Mesh Washers 1007-0158-08

4 #8 x 1/2” Truss Head Screws 3999-9035-00

4 #10-24 Phillips Machine Screws 1999-0225-00

4 #10-24 ESNA Lock Nuts 1999-2991-00

Fine Mesh Part #1007-0502-08U
Quantity: Description: Part Number:

1 Upper Grille Assembly ************

1 Lower Grille Surround Assembly ************

1 Lower Fine Mesh Section 1007-0521-08BI

1 Right Top Plate Bracket 1007-0209-08

1 Left Top Plate Bracket 1007-0211-08

1 Installation Hardware Kit 1007-5902-08

18” .045” x 1” Double Faced Tape 3004-9244-92

4’ .045” x .250” Double Faced Tape 3004-9250-92

4 ABS Mesh Washers 1007-0158-08

4 #8 x 1/2” Truss Head Screws 3999-9035-00

4 #10-24 Phillips Machine Screws 1999-0225-00

4 #10-24 ESNA Lock Nuts 1999-2991-00

“Black Ice” Fine Mesh Part #1007-B502-08U



Quantity: Description: Part Number:

1 Upper Grille Assembly ************

1 Lower Grille Surround Assembly ************

1 Lower Fine Mesh Section 1007-0521-08

1 Right Top Plate Bracket 1007-0209-08

1 Left Top Plate Bracket 1007-0211-08

1 Installation Hardware Kit 1007-5902-08

18” .045” x 1” Double Faced Tape 3004-9244-92

4’ .045” x .250” Double Faced Tape 3004-9250-92

4 ABS Mesh Washers 1007-0158-08

4 #8 x 1/2” Truss Head Screws 3999-9035-00

4 #10-24 Phillips Machine Screws 1999-0225-00

4 #10-24 ESNA Lock Nuts 1999-2991-00

Carbon Fibre Look Part #1007-0502-08U
Quantity: Description: Part Number:

1 Upper Grille Assembly ************

1 Lower Grille Surround Assembly ************

1 Lower Fine Mesh Section 1007-0521-08BI

1 Right Top Plate Bracket 1007-0209-08

1 Left Top Plate Bracket 1007-0211-08

1 Installation Hardware Kit 1007-5902-08

18” .045” x 1” Double Faced Tape 3004-9244-92

4’ .045” x .250” Double Faced Tape 3004-9250-92

4 ABS Mesh Washers 1007-0158-08

4 #8 x 1/2” Truss Head Screws 3999-9035-00

4 #10-24 Phillips Machine Screws 1999-0225-00

4 #10-24 ESNA Lock Nuts 1999-2991-00

Carbon Fibre Look “Black Ice” Part #1007-B502-08U

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

