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Illuminated CNC Fender Vent (include):
CNC Fender Vent Frames

(2) Chrome Plated Mesh Inserts
Chrome Plated Center Bars

(2) Powder Coated Backing Plates
(4) #8-32 x 3/4” Flat Head Cap Screws
(1 Set) S.S. Inserts for Center Bars

(4) 3/4” No.4 Oval Head Phillips Screws

3. Insert a plastic or other non-metal tool between the black vent
and the chrome section and twist while pushing in on the black
vent until both lower clips release. Push in on the black vent
until the top unclips and allow the vent to fall into the fender.
You will be able to remove the black vents once the chrome
surrounds have been removed.

Illuminated CNC Fender Vent (include):
CNC Fender Vent Frames

(2) Chrome Plated Mesh Inserts
Chrome Plated Center Bars

(2) LED Strips with wires
(2) Powder Coated Backing Plates
(2) 1/4” Rubber Wire Grommets
(4) #8-32 x 3/4” Flat Head Cap Screws
(1 Set) S.S. Inserts for Center Bars

Hardware Kit (components listed below):
(4) 3/4” No.4 Oval Head Phillips Screws
(1) Mini Fuse Blade Tape
(1) Shielded Female Wire Connector
(1) Solderless Butt Connector
(1) 1/4” Wire Ring Terminal 
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1 Set

1

*************
1009-0083-07A
1009-0084-07A
1009-0081-07A
1009-0085-07A
1009-0086-07A
3999-9142-00
1009-0095-07A
1999-0328-00
1999-0326-00
1009-0093-07A
1009-0094-07A
1009-0089-07A
2999-9113-00T
1999-0121-00
3999-9100-00
3999-9108-00
1999-0339-00

Description Part No.Quantity

CNC Illuminated Part # 1009-01XL-07A

1. Use masking tape to protect the paint surrounding the chrome
sections of the fender vents.

2. Use a plastic squeegee to cut through the existing double
faced tape on both ends of the chrome sections.

IMPORTANT!  The edges of the stainless
steel mesh can be extremely sharp. Please 

handle with care.

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2007-08 Cadillac Escalade
Chrome Plated 

“CNC” Fender Vents
J 09 G7 

Description Part No.Quantity

CNC Part # 1009-01XW-07A

1 Set *************
1009-0083-07A
1009-0084-07A
1009-0081-07A
1009-0085-07A
1009-0086-07A
1009-0095-07A
1999-0326-00
1009-0093-07A
1009-0094-07A
2999-9113-00T

4. Lift up on the lower two (2) mounting tabs and rotate the
lower section of the chrome section out until the lower
mounting tabs clear the fender opening.

5. Remove the factory chrome sections from the fender openings.
6. Remove the black vent sections from the inside of the front

fender. Depending were the black vent sections are, you may
need to use a wire with a hook bent onto the end to pull them
out. Remove remaining factory double faced tape from the
fenders.



9. Align the CNC fender vent into place, making sure that 
the edges of the fender opening are covered. Use an awl
or similar pointed tool to mark the hole locations in the 
ends of the horizontal bar. Make sure the forward holes 
line up below the existing factory holes.

8. Pass the LED wires through factory hole in the front 
fender inside the fender vent opening on the passenger 
side. You will need to drille a 7/32” hole on the drivers 
side inside the vent opening (not shown). De-burr the 
hole and apply paint or sealer to prevent future rust 
problems. Pull most of the wire through the grommet 
once it is installed, leaving a little slack once the CNC 
vents are installed.

7. Before installing the CNC illuminated fender vents, you 
will need to install the supplied double faced tape as 
shown.
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10. Use a 3/32” drill bit to drill through the marks made in 
the previous step. Once the holes are drilled, blow out 
the holes to remove any metal shavings and apply a 
good quality sealer to prevent future rust problems. 
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12. Run the passenger side LED wires across the upper fac-
tory wire loom located at the top of the firewall. 
Unhook the retaining clips and run the wire inside the 
retaining clips to keep the wire protected.

11. Peel off the double faced tape, align the CNC fender 
vents into place and install the supplied 3/4” no.4 oval 
head screws and tighten.
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13. Run the solid black ground wires over to the ground
stud located on the upper left section of the firewall.
Attach the solid black wires to the ground stud by
crimping the ground wires to the supplied 1/4”  wire
ring terminal and installing the terminal onto the
ground stud.

13

13

15. Remove the 15 amp fuse (fuse number 25) and install
the supplied mini-fuse tap.

14. Remove the main fuse panel cover from the fuse panel
located under the hood. Connect the black / white stripe
wires together using the supplied solderless butt connec-
tor, leaving enough wire to reach fuse number 25 in the
main fuse panel under the hood (consult the owners
manual for proper fuse location).

16. Reinstall the fuse back into place and attach the black
wire with the white stripe using the supplied female
shielded terminal.

16

17. Peel off the preinstalled double faced tape backing from
the recessed area in the center bars. Align the stainless
steel fillers into place. Peel off the protective liner once
the filler are pressed firmly into place to set the tape.

18. Finished installation.
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On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

