
IMPORTANT: PLEASE KEEP THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE !

Part #: Complete 1103-0102-11 / “Black Ice” Part #1103-B102-11  

Upper Part #1103-010U-11 / Lower Part #1103-010L-11

B  09 H1 P

1. Open the hood and lift up on the top portion of the grille to unhook

it from the core support.

2. Apply several layers of masking tape to the top of the bumper

cover as shown.

2011 Dodge Durango Mesh Grille

TOOLS REQUIRED 
Automotive grade masking tape, 9mm & 10mm sockets and ratchet, flat blade screwdriver, flat or semi-

gloss black paint, 9mm ratcheting box wrench, disc grinder, razor blade, mild solvent, soft clean cloths.

Upper and Lower Overlay

3. Pull out on the grille and reach behind the emblem to squeeze the

mounting tabs. Pull forward on the emblem to remove  it from the

factory grille.

4. Apply masking tape around all the upper grille openings and the

lower grille opening.
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5. Raise the vehicle and remove the lower front portion of the lower 

    shield. Begin by removing the three (3) 10mm hex bolts across

    the back edge of the shield.

6. Remove the two (2) 10mm hex head bolts from both inner wheel 

    arches (one each side).

7.     Remove the two outer long push pins that run left to right on 

        each side of the panel.

7a.   Remove the two short push pins that run front to back on each 

        side (see the bold arrow).

8. Remove the four (4) plastic push pins from across the lower front 

    edge.

9. Once the fasteners are removed, lower the shield from the vehi-

    cle.

10.    Align the lower mesh section to the lower surround and pass 

        the mounting studs through the openings in the factory lower 

        grille opening.

10a.  Install a supplied large black plastic washer and a #8-32 ESNA 

        half nut onto each outer stud and tighten until the washers no 

        longer rotate.
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11. Install a large black plastic washer and a #8-32 ESNA half nut

onto each mounting stud and tighen until the washers no

longer rotate.

11a.   Reinstall the lower shield, reversing the removal procedure.

12. Prior to upper grille installation, paint the lower studs black help

conseal them once the grilles are installed.

12a.  Install the supplied .045” x .250” double faced tape to the sides

        of the surrounds.

12b.  Align the mesh sections into place and press firmly to set the 

        tape.

13. Align a lower mesh section into place and tape it in place to

hold it while aligning the mounting hardware (not shown).

13a.  Install a large black plastic washer and a #8-32 ESNA hlaf nut 

        onto each inner stud and tighten until the washers no longer 

        ro tate. DO NOT OVERTIGHTEN!

14. Pull out on the grille and install a large black plastic washer

and a #8-32 ESNA half nut onto each stud. Use a ratcheting

box wrench to tighten the nuts until the surround is tight

against the factory grille.

14a.  Repeat for the remaining three grille sections.

15. Brake off the mounting tabs and alignment pin from the back of

the DODGE emblem.

16. Use a disc grinder to grind flush the back of the emblem.
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17. Install the supplied double faced tape to the supplied emblem

mounting plate.

17a. Paint the edges of the emblem mounting plate and the double 

       faced tape black.

18. Align the DODGE emblem onto the emblem mounting plate and

press fimly to set the tape.

19. Align the emblem back into place, making sure the studs pass

through the mesh and the factory grille.

20. Install large black plastic washers, #8 lock washers and #8-32

hex nuts onto the emblem mounting plate studs and tighten.

21. Peel the backing off the mesh surrounds and use a mild solvent

and a soft, clean cloth to remove any glue residue. Use alcohol

or glass cleaner and a soft, clean cloth to remove any solvent

residue.

22. Finished installation.
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2 #8-32 S.S. Hex Nuts 1999-9072-001 Emblem Mounting Plate 1103-0156-11

2 #10 S.S. Lock Washers 1999-9555-00

2 #8-32 S.S. Hex Nuts 1999-9072-00

Quantity: Description: Part Number:

1 Upper Upper Left Surround 1103-0035-11

1 Upper Upper Right Surround 1103-0034-11

1 Upper Lower Left Surround 1103-0037-11

1 Upper Lower Right Surround 1103-0036-11

2 Upper Upper Mesh Sections 1103-002A-11

2 Upper Lower Mesh Sections 1103-002C-11

1 Lower Surround 1103-0022-11

1 Lower Mesh Section 1103-0021-11

1 Installation Hardware Kit 1103-1902-11

28 Large Black Plastic Washers 1999-0264-00

26 #8-32 ESNA Half Nuts 1999-0065-00

16” .045” x .250” Double Faced Tape 3004-9250-92

7” .045 x .500” Double Faced Tape 3004-9248-92

Part #1103-0102-11
Quantity: Description: Part Number:

1 Upper Upper Left Surround 1103-0035-11

1 Upper Upper Right Surround 1103-0034-11

1 Upper Lower Left Surround 1103-0037-11

1 Upper Lower Right Surround 1103-0036-11

2 Upper Upper Mesh Sections 1103-002A-11

2 Upper Lower Mesh Sections 1103-002C-11

1 Installation Hardware Kit 1103-1903-11

22 Large Black Plastic Washers 1999-0264-00

20 #8-32 ESNA Half Nuts 1999-0065-00

16” .045” x .250” Double Faced Tape 3004-9250-92

7” .045 x .500” Double Faced Tape 3004-9248-92

1 Emblem Mounting Plate 1103-0156-11

2 #10 S.S. Lock Washers 1999-9555-00

Upper Part #1103-010U-11

Quantity: Description: Part Number:

1 Lower Surround 1103-0022-11

1 Lower Mesh Section 1103-0021-11

1 Installation Hardware Kit 1103-1905-11

6 Large Black Plastic Washers 1999-0264-00

6 #8-32 ESNA Half Nuts 1999-0065-00

Lower Part #1103-010L-11

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

