
IMPORTANT: PLEASE KEEP THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE !

Part #1113-0102-10

Open the hood and lift up on the centers of the 
plastic push fasteners to release them. Unclip the 
side of the cover and remove the radiator cover.

Upper Only Part #1113-010U-10

Important information before you begin:This E&G grille installation kit includes grille hole location template(s) to drill mounting

holes in the vehicle. Before marking or drilling any holes into the vehicle, you MUST verify that the template(s) provided in this

kit match the mounting pin locations on the grille(s).Please place the assembled grille’s mounting pins over the Template(s)

provided and make sure that the pin and hole locations are the same. 

“Black Ice” Part #1113-B102-10
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. Remove the front tag bracket is equipped by 
removing the factory screws across the top of the 
front tag bracket (not shown) and the two 10mm 
hex bolts. Remove the factory clips from the 
bumper cover (not reused).
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. :
Tape 1/4” inside the upper bumper 

opening and use a scotch brite pad or fine sand- 
paper to scuff the factory paint and paint the 
return with flat or semi-gloss black paint. 

Paint any visible portion of the radiator and 
core support with flat or semigloss black paint and 
allow to dry.

Align the over the back of the 
and install the supplied 

(once the closed ends have been cut off)
onto the lower and outer mounting studs to con-
ceal them once the lower grille is installed.
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Paint any visible portion of the radiator
with flat or semi-gloss black paint and allow to dry.
These steps will conceal everything 
behind the mesh grille for a 
professional installation.

. Remove the factory grille from the bumper cover by
unclipping the four (4) push fasteners from across 
the bottom of the factory grille (see enlargement).

. Slide the grille mounting tabs out of the mounting 
panel and remove the grille from the bumper cover.
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STEEL MESH
& GRILLE CAN BE EXTREMELY SHARP!

WARNING:

Align the lower grille into place and install the sup-
plied mounting brackets over the side mounting 
studs and secure them with an 8-32 ESNA half 
nut. There is enough access room from the top 
making it unecessary to remove the bumper cover. 
The top and bottom mounting studs are secured 
with a large black plastic washer and an 8-32 
ESNA half nut. Tighten until snug but 

. Remove the protective masking tape.
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. Remove the factory mounting tabs from the front 
tag bracket as they would interfere with the lower 
mesh grille.

. Apply several layers of masking tape to the 
bumper cover around the factory upper grille and 
factory lower grille opening to protect the paint 
finish.

. Remove the two (2) push pins secruing the small 
air deflector on the left side of the grille opening 
and remove it for clearance (to be reinstalled once 
the mesh grille is installed.



. Remove the emblem from the factory grille and 
install it onto the supplied emblem mounting plate
using the supplied double faced tape. Apply tape 
around the perimeter of the emblem and one strip 
down each side of the “H”.

. Remove the template and drill through all marks 
made on the bumper cover with a .125” drill bit. 
Use the drill bit to slot the double holes to make 
mounting slots to allow for left to right alignment 
adjustments.
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. Cut out, overlap and tape together the supplied 
hole location template. Align it onto the bumper 
cover, making sure that the template fits into the 
recess and is flush with the face of the bumper 
cover and against the side (A). Tape the template 
into place to prevent it from shifting location. Use 
an awl or similar pointed tool to mark the hole 
locations onto the driver side bumper cover. 
Untape the template and flip it over to mark the 
passenger side hole locations.
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. Using the factory screws, reinstall the modified fac-
tory tag bracket back onto the bumper cover.
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. Align the emblem mounting plate onto the mesh 
grille, making sure that the plate is centered and 
level. Look for small notches in the mesh to help 
with proper alignment. Install the large black plas-
tic washers, #10 lock nuts and #8-32 stainless 
steel hex nuts and tighten. NOTE: You may have 
to “snip” a wire on the mesh to center the emblem.

. Align the mesh grille mounting pins with the holes 
drilled in . Once all the pins are aligned, 
firmly push the mesh grille down to begin seating 
the pins in the bumper cover but do not complete-
ly push the grille against the bumper cover.

. Carefully remove the protective masking tape from 
the painted bumper cover by peeling it back over 
itself to minimize tape breakage (not shown), then 
finsh pushing the grille tightly against the bumper 
cover.
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. Install the supplied #8 x 3/8” truss head screws 
into the holes drill in the previous step, securing 
the top plate to the bumper cover.
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. Once the grille is in place, realign the radiator 
cover. Install the supplied push pins through the 
cover and into the top plate on the E&G grille and 
through the bumper cover on the outer edges to 
finish.
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. Use a .125” (1/8”) drill bit to drill through the exist-
ing holes in the top plate. Blow off any plastic 
shavings.
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Cut out, overlap and tape templates together.

E&G GRILLES BILLET GRILLES

http://www.carid.com/eg-classics/
http://www.carid.com/billet-grilles.html

