
Mesh Frame
Mesh Sections 

Hardware Kit (components listed below)
8-32 ESNA Half Nuts
3/16” x 1/2” x .062” Black Nylon Washers
.156” x 1” Vinyl Caps
3/4” x .045” Double Faced Tape
1.006” x .189” x .062” Black Plastic Washers
3/4” Black Truss Head Screws
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Description Part No.Quantity
1130-0038-06
1130-002A-06
1130-002B-06
1130-1902-06
1999-0065-00
1999-0256-00
1999-0241-00
3004-9247-92
1999-0264-00
3999-9036-00

Part #1130-0102-06

1. Open the hood and remove the factory push
pins retaining the black radiator support 
panel cover and remove the cover. 

3. Pull straight out on the bumper cover to release 
the side clips located on the left and right sides of 
the factory grille.

4. Use a 10mm deep socket to remove the two (2) 
bolts securing the upper brace. Shop Tip: Use a 
magnet to remove the bolts once they are loose.
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WARNING! PLEASE HANDLE WITH CARE! THE EDGES
OF THE STAINLESS STEEL MESH & GRILLE MAY BE SHARP!

2. Remove the two factory screws and two facto-
ry push pins retaining the sides of the bumper
cover.

5. Disconnect the electrical connectors from the horns
mounted onto the top brace and remove the brace
from the vehicle.
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IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2006-08 Toyota RAV-4 
Stainless Steel 

Mesh Grille
C 08 G7 
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6. Apply protective masking tape around the factory 
grille opening to protect the paint on the bumper 
cover.
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8. Push in on the factory grille to remove it from the 
bumper cover. Shop Tip: Place a piece of cardboard 
in front of the AC condenser to protect it while 
removing the factory grille.

9. Remove the factory emblem on the front of the 
grille by removing the phillips screws and washer. 
The emblem will then unclip from the grille

10. Carefully align the grille frame onto the factory grille 
and mark the upper stud locations using a grease 
pencil.

11. Drill a 1/8” pilot hole throught the center of the 
marks made in the previous step. Enlarge the hole 
to 3/16” diameter.
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12. Install the mesh sections onto the back of the grille
frame using small sections of double faced tape.

13. Trim the ends from the vinyl caps supplied in the 
hardware kit and install one onto each of the 
lower mounting studs.
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7. Pull the top of the factory grille toward you and 
remove the lower four (4) 10mm hex bolts and the 
mounting clips they thread into. Shop Tip: Use a small
flat blade screw driver to carefully pry to clips off once
the bolts are removed. You will not be able to remove
the factory grille from the bumper cover if you do not 
remove the clips first. Do not drop the clips behind 
the bumper cover.
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17. You must cut off the threads protruding from the 
top ESNA nuts flush with the back of the nut or 
the studs will interfere with the top brace once the
grille and top brace are installed back onto the 
vehicle.

20. Carefully install the assembled grille back onto the 
bumper cover by aligning the mounting tabs and 
pushing the grille forward.

16. Install a small black plastic washer and a #8-32 
ESNA lock nut onto the upper studs and tighten. 
Do not overtighten or you will indent the stainless 
grille surround at the stud locations!
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14. Align the mesh grille and frame over the factory 
grille, making sure that the studs fit through the 
holes drilled in the top of the factory grille and that
the bottom edge of the frame is flush with the bot-
tom edge of the factory grille. If the bottom edge 
is not perfectly flush, elongate the mounting holes
until the grille is perfectly flush.

15. Install a large black plastic washer and a #8-32 
ESNA lock nut onto the lower studs and tighten. 
Do not overtighten or you will indent the stainless 
grille surround at the stud locations!
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19. Grind off the alignment tabs located on the left 
side of the factory grille were the top of the 
bumper cover aligns over top. 
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18. Carefully trim the section of plastic shown (left and 
right side) prior to top brace reinstallation. 
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21. Realign the top brace behind the assembled grille and 
reinstall the electrical connectors to the horns. Install 
the factory push pins that secure the grille to the top 
brace.

22. Push the grille back as far as it will go and drill a 7/64”
mounting hole against the rear edge of the existing 
hole in the top brace and through the support that 
the top brace bolts to. Install #8 x 1/2” black truss 
head screws. The new hole will be approximately 1/2”
behind the original threaded factory bolt hole.

23. Push in on the grille until it is tight against the top 
brace, then use a 7/64” drill bit to drill a hole directly 
in front of the factory push fastener and install a 3/4” 
truss head screw to help keep the assembled grille 
from moving in and out.

24. Carefully remove the masking tape by pulling it back 
over onto itself to minimize the chance that the tape 
might break. If the tape looks like it will get caught, 
pull out on the bumper cover for additional frame 
clearance (not shown).

25. Reinstall the factory push fastener (where shown), 
then enlarge the remaining hole to expose the factory 
threaded hole.

26. Reinstall the factory bumper cover screw, making sure 
it does not shift the bumper cover back. If it does 
move the bumper cover back, enlarge the hole until 
the screw base clears.

***** IMPORTANT ***** 
Carefully close the hood and check for proper clearance
between the hood and the grille. If the edge of the hood
touches the grille, you must move the grille far enough back
to clear the hood.

27. Align the radiator support panel cover back into place 
and use a grease pencil to mark the forward edges 
where it needs to be trimmed to fit. You will need to 
trim back the webbing on the underside. Trim the 
part until it will fit back underneath the inner edge of 
the factory grille with all push pin hole aligned. The 
forward most push pin hole in the radiator support 
panel cover ( A ) will need to be enlongated back in 
order to install the push pin.

28. Grind off the mounting bosses from the back of 
the grille emblem until it is flush with the back sur
face. Apply the supplied double faced tape to the 
entire back of the emblem for installation.
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29. Apply several tall dabs of silicone to the emblem
once the double faced tape liner has been
removed.

30. Align the emblem into place (where it was on the
original factory grille) and press firmly to set the
tape onto the mesh. Once the silicone flows
around the mesh and cures, the emblem will be
secure.

31. Carefully close the hood to once again check for
proper grille to hood clearance to make sure the
radiator support panel cover did not push the
assembled grille forward. The bumper cover sur-
rounding the grille should also be flush with the
hood.

32. Finished installation.

29

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

