
Quantity Description Part No.
1 
1
12

1
1
12

Right Mesh Grille
Left Mesh Grille
Mesh Retaining Pins

“Black Ice” Right Mesh Grille
“Black Ice” Left Mesh Grille
Mesh Retaining Pins

1160-002A-07
1160-002B-07
1999-0397-00

1160-002A-07BI
1160-002B-07BI
1999-0397-00

IMPORTANT: PLEASE RETAIN THIS INSTRUCTION MANUAL FOR FUTURE REFERENCE

2007-10 BMW 3 Series
Coupe / Convertible

Stainless  Steel 
Mesh Grilles

D 05 H1 R 

Chrome Part # 1160-0102-07 *USE CAUTION* while handling the grille.
The stainless steel mesh can be very sharp.

4. Insert the supplied mesh retaining pins (one near
each corner and center top and bottom) and push
them on over the mesh until they clip into place.

6. Align the assembled grille sections back into the
bumper cover, making sure that they clip back into
the factory mounting slots.

1. Open the hood and remove any Torx screws from
across the top of the bumper cover/factory grille
areas.

2. Pull forward on the top of the bumper cover and
push up on the centers of the mounting tabs and
push the grille sections forward to remove them
from the bumper cover. Note: If the factory grille
have chrome verticle bars, scuff the chrome verticle
bars with a scotch brite pad and paint them black.

Quantity Description Part No.

“Black Ice” Part # 1160-B102-07

4

8. Close the hood and check for proper bumper cover
to hood alignment. Adjust accordingly, then open
the hood and tighten the torx screws to finish.

4

3. Align the mesh sections over the factory grille sec-
tions.

7. Reinstall the factory hardware removed in Step 1.
Snug the screws but do not tighten until you check
the bumper cover/hood alignment.

5

5. Push the pins tightly against the mesh using a small
block of wood, then use long nosed pliers or vise
grips to squeeze the pins around the factory grille
fins to secure.

On our website you’ll find a wide variety of high-quality car & truck custom grilles from E&G Classics.

https://www.carid.com/eg-classics/
https://www.carid.com/custom-grilles.html

